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LEDBLADE

Dimensions (L x W x H) / Weight
Number of outputs
Max. pixel/output
Drives up to
Control connectors

 200 x 170 x 57 mm / 1290 g 
4

1000 pixels
8000 pixels

DMX (in-out 5-pin XLR), LAN, SD card

C O N T R O L L E R  

Dimensions (L x W x H) / Weight
Number of outputs
Max. pixel/output
Connectors

 200 x 170 x 57 mm / 1260 g
4

1000 pixels
2x RJ45 to link, 4x XLR (3-pin)

 D I S T R I BUT O R  

Dimensions (L x W x H) / Weight
AC input voltage
DC output voltage
Daisy-chained
Max. pixel/PS

125 x 305 x 62 mm / 1970 g 
110 - 230 V

24 V
16.5 m (in case of 60 pixels/m)

1000 pixels

P O W E R  S U P P L Y 

Controller/Distributor to PS
LED Stripe to LED Stripe

S tandard 3-pin XLR, cable size up to 100 m
Special 3-pin XLR, orderable cable size up to 5 m

C AB L I N G  

Hardware requirements CPU Intel i5 or higher
GTX750 or higher

4GB RAM or more
Win 10

C O N T R O L  S O F T W AR E  

SYSTEM COMPONENTS

Your distributor for LEDBLADE:
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technical drawing box

LEDBLADE STRAIGHT UNITS LEDBLADE - 16 mm

LENGTHS
WIDTH
HEIGHT
WEIGHTS
FIXTURE COLOR
PIXEL PITCH
CLEAR COVER
FROSTED FILTER
*BLACK COVER
*BLACK + FROSTED FILTER
VIEWING ANGLE
LED CONFIGURATION
LIFETIME
CONNECTOR
AMBIENT TEMP.
AMBIENT HUM.
COLORS
MOUNTING 

500 mm, 1000 mm, 2000 mm 
34 mm incl. connector

19.5 mm
300 g, 480 g, 720 g

Black
16 mm (60 pixels/m)

3400 Nit
2670 Nit

850 Nit
640 Nit

150°
RGB, SPI , SMD 5050

50,000 hours
3-pin XLR

-20 °C to +50 °C
10 - 90 %RH

16.5 M (3x8 bit)
Multiple movable holders on 

track 

TYPES:
16 mm indoor
0.5 m - Product ID: LB-i0516_30
1 m - Product ID: LB-i116_60
2 m - Product ID: LB-i216_120

16 mm outdoor
0.5 m - Product ID: LB-o0516_30 
1 m - Product ID: LB-o116_60
2 m - Product ID: LB-o216_120 

ID generated for straight units:
LB-i0516_50
LB- “i -indoor, o -outdoor” “length in meter”
“pixelpitch”_ “pixel no”
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https://www.facebook.com/ledblade/
https://www.youtube.com/channel/UCa7uTaNGJXgElV-P0mZgZ0w
https://www.instagram.com/ledblade/
https://www.linkedin.com/company/ledblade/
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