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CIE 1960 u-v Chromaticity Diagram

Duv is getting closer to zero, the color temperature is more pure and real
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r_CF%U (—Full Spectrum LED]

—

Color Rendering Index (CRI) TM-30-15 Color Chart

O e e e B e TM-30-15 measures against 99 colors samples, all used to provide fidelity(R,),Gamut(R,) and Color Vector Graphics.

higher CRlI become more and more popular.
Fidelity Index, R;
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(Color Temperature)

Different color temperatures for different environments make it possible to choose appropriate light source as required
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(1P Grade),

IP Rate Structure Description Application
Bare
1P20 i Non-waterproof Indoor use
N LED strip
Silicone .
sili ) Damp environments
P52 SIS SerEt ke e.g. kitchen, bathroom
LED strip
Emoty Inside Semi-outdoor raining
IP65H Heat shrink tube environments
e.g. porch, eaves
Empty inside . ..
Semi-outdoor raining
P65 Silicone tube environments
LED strip e.g. porch, eaves
Silicone inside
P67 Silicone tube Silicone filling Qutdoor use
LED strip
Silicone/PU extrusion IPB7E: Outdoor use
IP67E/IP68 Silicone/PU extrusion  |P68: Under water

10 | www.atendi.dk

LED stri

within 2 meters deep.

((Customization)

BIN

ONE
/Fﬁr BIN
ONLY

Available to customize one specific BIN or various BIN

CRI

j‘}

CRI

Available to customize CRIl range

Available to customize specific color or wavelength

Power

Power

Available to customize power(wattage) within the technology supporting range

Cable

5

m/reel

Available to customize cable type or length within the technology supporting range

Length
A
Y7

m/reel

Available to customize the length within the technology supporting range
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CRI and Full Spectrum LED
Color Temperature

IP Grade

Customization

Contents

LED strip product list
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04
06
08
11
12
14
16

COB led strip @ @

480chips 4mm
480chips 8/10mm
480chips 8mm STD
480chips 8mm TW

Single Color Series

1808 Series(upgrade version of 2110smd and 2216smd) @ @

1808SMD 120LEDs
1808SMD 240LEDs
1808SMD 280LEDs
1808SMD 300LEDs
1808SMD 420LEDs
1808SMD 560LEDs
1808SMD 700LEDs
1808SMD 720LEDs 8mm

2835 Series
2835SMD 60LEDs @)
2835SMD 70LEDs
2835SMD 98LEDs
2835SMD 120LEDs @
2835SMD 140LEDs
2835SMD 180LEDs
2835SMD 240LEDs
2835SMD 280LEDs

5050 Series
5050SMD 30LEDs
5050SMD 60LEDs @
5050SMD 96LEDs
5050SMD 120LEDs
3528 Series
3528SMD 60LEDs @
3528SMD 120LEDs @
3528SMD 180LEDs @
3528SMD 240LEDs @
3528SMD 240LEDs Dual

3014SMD 60LEDs
3014SMD 70LEDs
3014SMD 120LEDs @
3014SMD 140LEDs
3014SMD 240LEDs @

5630 Series
5630SMD 60LEDs
5630SMD 120LEDs

Tunable White Series

2835SMD 112LEDs
2835SMD 120LEDs @
3014SMD 224LEDs
1808SMD 364LEDs
1808SMD 240LED

32
33
34
35
36
37
38
39

40
41
42
43
44
45
46
47

48
49
50
51

62
63

RGBX Colorful Series

RGB Series
5050SMD 30LEDs
5050SMD 60LEDs @
5050SMD 96LEDs @
5050SMD 120LEDs
3838SMD 120LEDs 5/6mm
3838SMD 120LEDs
3838SMD 168LEDs
RGB+W Series

5050SMD 60LEDs @&
5050SMD 96LEDs
5050SMD 120LEDs Dual
RGBW 4 in1 Series
5050SMD 60LEDs @
5050SMD 72LEDs
5050SMD 84LEDs
5050SMD 96LEDs

RGBTW Series
5050SMD 60LEDs 5in 1

Magic LED Series
SK6812 60LEDs RGB 5V @
SK6812 60LEDS RGBW 5V
SK9822 60LEDs RGB 5V
8808B 60LEDs RGB 12V

UCS1903 60LEDs RGB 12V/24V
UCS2904 60LEDs RGB 12V/24V

DMX Series
5050SMD 60LEDs RGB @

Constant Current Series

Super Long Constant Current Series

2835SMD 78LEDs 48V 50m
2835SMD 90LEDs 36V 30m
2835SMD 60LEDs 24V 20m
2835SMD 60LEDs 24V 10m
2835SMD 120LEDs TW 24V 15m
5050SMD 60LEDs RGB 24V 15m

5050SMD 60LEDs RGBW 24V 15m
5050SMD 60LEDs RGBTW 24V 15m

Special Series

Side Emitting Series
3014SMD 60LEDs
3014SMD 120LEDs @)
020SMD 60LEDs RGB
S Shaped Bendable Series
2835SMD 60LEDs @
5050SMD 42LEDs RGB

Ultra Narrow Series
1808SMD 108LEDs 2mm @&
1808SMD 240LEDs 4mm @&

71
72
73
74
75
76

77

78
79
80

81
82
83
84

85

86
87
88
89
90
91

92

93

95
96
97
98
99
100
101
102

104
105

106

107
108

1909

110
111

il

Smart Temp. Control Series
2835SMD 128LEDs

Mini Cutting Series

2835SMD 120LEDs @
2835SMD 120LEDs TW

Dim To Warm Series
2216SMD 224LEDs

2835SMD 120LEDs @

High Efficiency Series
2835SMD 64LEDs
2835SMD 80LEDs
2835SMD 128LEDs @
2835SMD 160LEDs

Neon Flex @ @

Side Bend
S0408

S0612

S0817

S1018

S1023

S1225

S1220
DMX512 S1220
Top Bend
T0606

T1010

T1212

T1615

T2016

T3020

D16

DMX512 T1615

Round 360 degree
625
430

PU Neon Flex
PU 1220

Flexible Wall Washer @

Single color
RGB&RGBW color
DMX512 RGB

DMX Driver

AD-5-8

AD-12-5
AD-24-4

'_I_'h_eateroixe

114
115

116
117

118
119
120
121

168

179
180
181

182
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((LED product list),

Page  Series Part number LEDs/M Voltage Cklnt]g]rgg Chi[’(,ﬁg?s”y Diﬂ}renrgls)ion CCT/Color TyD(wI;’nc]))wer I_“ljmr?g? CRI P Rate
27 cos COBW-W24-4mm 480 gg;i;’ E T - - 5000x4x2 5 573.9 >90 TR
28 COBW-W24-Pro 480 8212421\\; L 2(5) - 5000x8(10)x2 5/10/15 560.7/1124/1672 >890 = = ﬁ: ; —
29 COBW-W24-Std 480 gg;i:// L:—: gg - 5000x8x2 [ 9 828 >90 ol T;-z-:
30 COBTW-W24 608 DC24V 26.31 - 5000x10x2 20 2009.8 >90 = ~:—E :_5: ?
32 1808SMD z::g:a:mi 120 gg;ix gg 8.3 5000x8x1.4 Sl 9.6 880.42 >95 A e el ] SRS s
33 S1808W-W24 240 DC24V 25 4.2 5000x10x1.4 S 19.2 1738.05 >95 e D I L
34 S1808W-W24 280 DC24V fanad 25 3.6 5000x10x1.4 SOt 19.2 2054.14 >95 —a = om. e B EmS
35 S1808W-W24 300 DC24V s 20 3.3 5000x10x1.4 Seldsde 20 1880.12 >95 —A_ = el A (R S
36 S1808W-W24 420 DC24V 16.7 2.4 5000x10x1.4 SEiESS 20 2196.18 >95 —a s el o] DR =S
37 S1808W-W24 560 DC24V 12.5 1.8 5000x10x1.4 S 20 2240.02 >95 —_—— —
38 S1808W-W24 700 DC24V ke 10 1.43 5000x10x1.4 SiesS 20 2260.10 >95 —n— e el ) R S
39 S1808W-W24 720 DC24V = 8.34 1.39 5000x8(10)x1.4  Sioleleilel® 20 1905.07 >95 A S el —
40 2835SMD ziggzx:mi 60 gg;i\\j {12 : 2 Z R ?go 16.7 5000x8x1.2 errrral -1-1: 5 12 1200.24 >90 —A_ an ome L] TN S
41 $2835W-W24 70 DC24V 100 14.28 5000x10x1.2 eyl -1-1: 18 12 1400.19 >90 —a —E el e CE] e
42 $2835W-W24 98 DC24V {6 0 0 080 0 03 71.42 10.2 5000x8x1.2 59908080 16.8 1948.16 >90 —A . el o] N
43 :;:::x:a;i 120 gg‘ziz gg 8.3 5000x10x1.2 Feess BRR 24 2400.14 >90 e e A SR e
44 $2835W-W24 140 DC24V 50 7.14 5000x10x1.2 508080 24 2800.20 >90 —E A e, [ N, -
45 S2835W-W24 180 DC24V {5i0 0 00T} 33.3 5.55 5000x10x1.2 el - 111 24 2448.04 590 —. m 'l.%?—%] IT_E —
46 S52835W-W24 240 DC24V L] 25 4.2 5000%10x1.2 el -1 8 24 2550.16 >90 —a s ale ] S ==
47 DS2835W-W24 280 DC24V T 50 7.14 5000x15x1.2 el -1 - 18 24 2856.07 >90 -aa _mm. M. (R [EeED CRCE
s sososud 2o e a0 sy I AR B oo @A BABE e eoas w0 —a- e mm D S s
- —
& SecoW-Was o0 o TR R TN T 7 oo @A/ EAEL] e s0s e —a- < mmm el EER o
50 S5050W-W24 96 DC24V 62.5 10.42 5000x12x2 el -1:-1: 18 19.2 1670.09 >90 —A —me el [a] Dy S
51 DS5050W-W24 120 DC24V 50 16.7 5000x15%2 el - -1 18 28.8 2471.15 >90 - mw (S R a.
s sseHo o0 o2 i soee  @AAZBEBE s eoor e o sms e eSS se
52 o cev SN« 7zz4] | - | - [ R TR I e e
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((LED product list),

Page Series

54

55

56

57 3014SMD

58

59

60

61

62 5630SMD

63

65 Tunable White

66

67

68

69

71 RGB

72

73

74

75

76

77

78 RGBW

79

80

81
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Part number

S3528W-W24

SS3528W-W12
S83528W-W24

DS3528W-W12
DS3528W-W24

S3014W-W12
S3014W-W24

S3014W-W24

S3014W-W12
S3014W-W24

S3014W-W24

S3014W-W12
S3014W-w24

S5630W-W12
S5630W-W24

S5630W-W24

S2835TW2760-W24

§2835TW2760-W12
S2835TW2760-W24

S3014TW2760-W24

S1808TW2760-W24

S1808TW2760-W24

S5050RGB-W12
S5050RGB-W24

S5050RGB-W12
S5050RGB-W24

S5050RGB-W24

DS5050RGB-W24

S3838RGB-W24

S3838RGB-W24

S3838RGB-W24

S5050RGBW-W12
S5050RGBW-W24

S5050RGBW-W24

DS5050RGBW-W24
S5050RGBW-W12

S5050RGBW-W24

LEDs/M

180

240

240

60

70

120

140

240

60

120

112

120

224

364

240

30

60

96

120

120

168

60

96

120

60

Voltage

DC24V

DC12Vv
DC24V

DC12v
DC24V

DC12v
DC24vV

DC24V

DC12V
DC24V

DC24v

DC12V
DC24V

DC12v
DC24V

DC24V

DC24V

DC12v
DC24vV

DC24V

DC24V

DC24V

DC12v
DC24V

DC12v
DC24V

DC24vV

DC24V

DC24V

DC24V

DC24V

DC12v
DC24V

DC24v

DC24V

DC12v
DC24v

Drawing

filwn 6 0 0woi

E0 0 ee00 s 00 w000 o 05

T —
L@ e@oEy

B@ @ @

alieTialIaliaTia
HOPe 0 O eeil}

@ 00E D6 @

procw

Selalalalle
Ferove one 0]

EEDE DY EE KT EERE BT

B0 9090 @ 090 @ 03

Cutting
(mm)
33.3

12.5
25

25
50

50
100

100

25
50

50

12,8
25

50
100

50

125

50
100

62.5
38.4

50

100
167

50
100

62.5
50
50
50

35.7

100
167

125

100

50
100

Chip density
(mm)
5855
4.2
8.3
16.7
14.3

8.3

4.2

8.3
17.85
16.7
8.93
2.74
8.3
33.3
16.7
10.4
16.7
8.3
8.3
5.95
16.7
10.42
16.7

16.7

Dirrzrsrzlrrlns)ion
5000x10x2
5000x10x2
5000x15x2
5000x8x1.2
5000x8x1.2
5000x8x1.2
5000x10x1.2
5000x10x1.2
5000x10x1.2
5000x10x1.2
5000x10x1.2
5000x10x2
5000x10x1.2
5000x10x1.2
5000x5x1.2
5000x10x2
5000x10x2
5000x12x2
5000x20x2
5000x5(6)x2
5000x8(10)x2
5000x10x2
5000x10x2
5000x12x2
5000x20x2

5000x12x2

CCT/Color

el 11 10
weess /BN
S - 1] |0
-1 |8
EFEFF -1 -] 18
“sss7RBA()
il -1-1- 10
EFEFEl -1 -8
il -1-1-18
-1 10
Lated -1 -1 |1
wreves/ B0
) -1-1-10
weeves BB
Lz 11 - o

|

e ©

ezl - |- 1

el - | - | - Bl
rrrerd - -1 - Bt

Typ. Power

yp(w/m)
14.4
19.2
19.2

7.2

7.2

14.4
24
14.4
24
19.2
24
23

20

7.2
14.4
23

28.8

14.4

24

14.4

19.2

Lumen
(Im/m)

1260.19

1680.03

1680.06

730.13

845.08

1450.02

1670.08

2468.02

1483.15

2520.09

2003.15

2160.58

2534.63

2024.25

1069.61

916.03

1496.09

1886.08

1195.04

CRI

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>90

>80

1P20

1P20

1P20

P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1P20

1#20

1P20

1P20

P20

1P20

1P20

IPag

1P20

1P52

P52

1P52

P52

1P52

P52

P52

IP Rate

IP65H

IPE5H

1P65H

[

IPESH

IPE5H

IPE5H

o s

1P65 P67 IP67E/IP68
| ——|

1P65 |PET  IP67E/IP68
N mm
1P65 IP67  IP6TE/IPEB

1P65 P67 IP67E/IP68

e R
P65 P67 IP67E/IP68

p——— ——
P65 1P67  IPGTE/IP68

- (e D] S

IPEsH

P85 |P4T  IP6TE/IP68

. e ] (DT e

P52

(=5

P52

1P52

P52

1P52

P52

IP65H

P52

P52

IP65H

IPESH

1PB5H

IP65H

IP65H

IPE5H

1P65 |P&T IP67E/IP68

e R e

|PES P67 IP67E/IP68

=] B —ee

P65 P67 IP67E/IP68
= e
P65 P67 IP67E/IPE8

] ] —m
1P65 IP&T IP67E/IP68

= B =
P65 1P67 IP67E/IP68

= [a] D]

IP65H

1P65

IP65H

1P65H

P52

1252

IP65H

1P52

P52

P52

P52

P63

P52

IP65H

IPE5H

1P65 IP67  IP67E/IP68

I =
P65 IP67  IP67E/IP6B

] [ —m
1P65 P67 IPGTE/IP68

] ] ——

1P65 |P&T  IPB7E/IP68

.
P67 IP67E/IP68

P65 1P67  IPGTE/IP6B

1P65H

IPEsH

IPEsH

Bpsi

IPE5H

1P65. 1P67 IP67E/IP68

s e
] P67 IP6TE/IP68

] T =
1785 =87 IP67E/IP68

] e ==

[ FE7 IPe7E/IPES

=] B —-—
P65 1P67  IPGTE/IP68
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((LED product list))

Page  Series Part number LEDs/M Voltage Drawing C(unt]mg Chip("t?rg?sity Dinzrsr;‘rr:_ls)ion CCT/Color Typ(ﬁrg)wer L“l:nr?:p CRI IP Rate
~ = A w0 e
82 SSOSORGBW W24 72 DCE4V E 834 139 5000)(12)(2 éﬁgﬁf 23 145008 >80 P20 P52 1P65H P65 %‘ IP67E/IP68
S5050RGBW-W12 DC12V 35.7 ;e el ] [T wme
83 S2050MGEW-W2s 84 D024V s 11.9 5000x12x2 s 26.8 1688.05 >80 e i N R
84 SsoSORGBW7W24 96 DCZ4V 625 104 5000)(12)(2 ""\@‘-ﬁgs 306 192716 >8O P20 P52 1P65H [ \PS5] IPgT IP67E/1P68
85 S5050RGBTW-W24 60 DC24V 100 16.7 5000x12x2 19.2 1200.14 >80 1P20 P52 1P65H llwss_] P87 IP67E/IPGE
86 Digital S5050RGB-SK6812-W5 60 DC5V Ez_”g?ﬁ 16.54 16.54 5000x10x2 S 18 663.84 - — e B e
Igl a e _"dvq N N X X :_ N P20 P52 IPE5H P65 P67 IP67E/IP68
o g R P P S o =
87 S5050RGBW-SK6812-W5 60 DC5V o 16.54 16.54 5000x10x2 a 24 1331.28 >80 = et e e et e |
= P S G s [ s
88 S5OSORGstK98227W5 60 DCSV KD;NDG:: 1654 1654 5000)(12)(2 ﬂ ]8 66384 - P20 P52 1P65H P65 P67 IP67E/IP68
12v P 12vi p=
_ u o = A m eme ] DR cme
89 S5050RGB-8808B-W12 60 DC12V 16.7 16.54 5000x10x2 (=] 14.4 515.23 P20 Ps2 Iesn  Pes P67 IPo7E/ipes
S5050RGB-UCS1903-W12 DCi2v IR 50 = P S o [ -
90 S5050RGB-UCS1903-W24 60 DC24V =8 . " 1 5B 100 16.54 5000x10x2 @" 14.4 531.07 1P20 b5z PR PES |=57  IP67E/IP6B
S5050RGBW-UCS2904-W12 DC12V SN [ 50 e e ] EEe —me
o . . >
91 SSOSORGBW—UCSZQO4—W24 60 DCZ4V ‘m"m.'m q m::m .m 100 16 54 5000)(]0)(2 19 2 1280 16 80 P20 1P52 1P65H P65 1987 IP67E/IP68
92 S5050RGB-DMX512-W24 60 DC24V E., i BN 100 16.7 5000x12x2 D 14.4 619.92 = — =]
93 S5050RGBW-DMX512-W24 60 DC24V Bmowomenm ool m,g 100 16.7 5000x15x2 2 19.2 1226.11 >80 == S
95 sLce ©S2835-W48-50M 78 DC48V fogc 0 0 6 ¢ o 0 0 0 0 0 o] 166.7 12.8 50000 10x2 el -1:1: 18 4.5 481.10 >90 —n_ ol Gl

P

=
96 CS2835-W36-30M 90 DC36V 0 0000 oo ol 100 1.1 30000x12x2 el - -1 18 7.2 777.14 >90 — — e

- el . |
97 CS2835-W24-20M 60 DC24V fo o o o c"ma] 100 16.7 20000x12x2 el - -1 8.5 875.60 >90 A e (o=
98 CS2835-W24-10M 60 DC24V f5 o o o o"mo] 100 16.7 10000x12x2 = E BB 12.5 1258.10 >90 —m e )
99 CS2835TW-W24-15M 120 DC24V Eou 100 00 0000 ;,':oom-‘i 100 16.7 15000x12x2 S5 BB 12 1140.09 >90 —a — [%
100 CS5050RGB-W24-15M 60 DC24V EFCE 1@ el 100 16.7 15000x12x2 e 11 550.25 - —m| -
101 CS5050RGBW-W24-15M 60 DC24V " 100 16.7 15000x12x2 el -1-1: 18 11 785.04 >80 —a_ e LA
102 CS5050RGBTW-W24-15M 60 DC24V 100 16.7 15000x15x2 12 780.18 >80 —— ]
ES3014-W12
I o2y = 5 50 A e ] e e
104 Side Emitting oy 60 e e T W S 16.7 5000x8x1.2 el -l-1: I8 6 606.11 >80 oy M B [N
ES3014-W12 DCi2v 25 A me ] T e—
105 ES3014-W24 120 DC24V =TT T 50 8.8 UL o S n n n 2 Lo 280 1P20 1P65H 1ngs P87 IPG7E/IPE8
B = e S i PR N — s
106 ES020RGB-W12 60 DC12v RE L L 3 50 16.7 5000x10x1.2 @ 12 370.13 P20 1P65H P65 IP67  IPG7E/IPE8
BS2835-W12
107 S Shaped 60 D2 NI N D o0 16.7 5000x8x1.2 errrrrl -1 -1 : |8 12 1200 >90 —-
BS2835-W24 DC24V B0 N0 0 N 0 100 e = 1P20
108 BS5050RGB-W12 42 o2y 71.4 23.8 5000x12x2 & 10 444.20 - o
BS5050RGBW-W12 pCiav 62.5 i
109 48 20.8 5000x12x2 - 14.4 945.18 >80
BS5050RGBW-W24 DC24vV 125 9 e
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[(LED product list)

Page  Series Part number LEDs/M Voltage Drawing CHLting Chi"(,ﬁ,?.?s“y D"Tr?,?n?i"” CCT/Color CTRORE Y G 1P it
110 Narrow 51808-W24-2MM 180 DC24V o o = o O & O o o o 55.5 9.25 5000x2x1.4 S 5 457.62 >90 i,
11 S1808-W24-4MM 240 DC24V [0i000 0 0 0] 25 4.2 5000x4x1.4 S 10 960.06 >90 -
DC12V $0 003 25 — ==
112 52835-W24-5MM 120 e TOVOVEVETE o 8.3 5000x5x1.2 el -1 19.2 1920.19 >90 S

"n_w - —
113 SmenTempConvol  S2835-W24 128 DC24V 7@5@ 0100 O','Oi@ 62.5 7.8 5000x12x1.2 e 1:-1:18 22 2860 >90 —A A ele ] B ==

DC5V . 12
114 MINI Cutting ~ S2835-W24 120 Dg;% 8.3 8.3 5000x10x1.2 S 14 1830.08 >90 —a e oae ] S S
D 19
DC5V | 12 =
115 52835TW-W24 120 DC12V sl Tlal] 16.6 16.6 5000x10x1.2 S 14 1712.85 >90 oo ips2 IpscHl  1pes | IPs7 IpeTellpes
DC24V LR SEE S S 1 —E eE e ] ==
B < - B =]
116 DTW DTW2216-W24 224 DC24V tm oo, oo 62.5 8.93 5000x10x1.2 18 1389 >90 P20 pesH  Ipes
- " +a
117 DTW2835-W24 120 DC24V L 08 & D@es@es 00 ce .'.0e 100 16.7 5000x10x1.2 14.4 1137 >90 o wesn 1S
118 HighEficiency  LHS2835-W24 64 DC24V (9 e 510 o 0 agd0] 125 15.6 5000x10x1.2 S 9.6 1610.10 >90 —— i el ] JEES T
119 HS2835-W24 120 DC24V 0 010 0 0 0 Oge07 100 12.5 5000x10x1.2 R 12 3500.07 >90 T T e
120 HS2835-W24 128 DC24V oooao _DTD;D_ 62.5 7.8 5000x12x1.2 e 18 3000.14 >90 e mimiens [‘PES] IIW el
121 HS2835-W24 160 DC24V 50 6.25 5000x12x1.2 ﬁﬁﬁfff 21 3500.07 >90 1P20 P52 1PB5H [ \P65.] P67 IP67E/IPGS
s , p—
T ! T =7 /D
182 siliconeNeon  NS-S0408-W - DC24V 2 i 25 - 5000x04x08 Seebhhy 6 221 >90 &) %&*

- = L E

Top view

134 NS-S0612-W - DC24V o | = :_ 50 ~ 5000x06x12 E{f;«@?ffﬁf - [ -] <) ?0 1328 >90 @ & ’%‘ﬁ

e Frrrrere 5 166 S &F e%;
136 NS-S0817-W - DC24v p—— 50 - 5000x08x17 CF - ] - | - (BRI 319 el =/ 0
e
. | e _ : 5 177.2 - %;-
138 NS-S1018-W = DC24V ];._:;v.. i I 50 = 5000x10x18 Sy BB o 353.9 >90 E &/ N
0 5 == 15 468.5 J - -
S — 5 179 = — ‘%;—
140 NS-S1023-W = DC24V E 50 = 5000x10x23 ezrrreral - [ - | - [B=) 12 ggg >90 & S
i lj:n:s
o .
T — | — ] T——— — 5 159 S 7
142 NS-S1225-W - DC24V 1-71' 50 - 5000x12x25 10 313 >90 @ @ ‘%&*
0 = p= 15 436 -/ -
B = 5 168.2 — 7
144 NS-§1220-W - DC24V — 50 - 5000x12x20 Eeieesdll - [ - | - (B 328.3 >90 B @/{ﬁﬂ
= 15 465.1 -/ =
146 NS-51220-DMX512 = DC24V = - 166.7 - 5000x12x20 9 218 >90 B @T/%&g
e ([ ——————{ | ——m - -
Top view
4 0 = . = —
148 NS-T0606-W - DC24V Sstone W :_h 25 - 5000x06x06 [t 6 379 >90 f%%ﬁ%
- — \»
s - -~ ST
150 NS-T1010-W = DC24V el 35.7 - 5000x10x10 eerrral - [ - | - [ g:g:g >90 i %’ _%
=T i .t T . = ety
152 NS-T1212-W - DC24V ..Ei 7 = 50 - 5000x12x12 errrwa] - [ - | - 5= Se0.2 >90 Lﬁj %—/_ﬁ
Cr—————T 5 293.9 & /o
154 NS-T1615-W - DC24V = 50 = 5000x16x15 gEEreerl - ()] - | - (B R 572.9 >90 M =L
e 1 15 782.6 .
= - 12 767 B 2
156 NS-T2016-W - DC24V =y v 50 - 5000x20x16 S 16 999 >90 Z ‘
[ = LEALS *_wwffgfﬂﬂmnu@@ 20 1185 el — _;ﬁ;
158 NS-T3020-W = DC24V - 50 = 5000x30x20 el " I o | <] =) ;g ??366 >90 = %
T 24 1390 == "
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[(LED product list)

Page  Series Part number LEDs/M Voltage Drawing C'(’"tfn"’;g Chip(rggl?sity Dirrzrenrrl\s)ion CCT/Color Typ(MPrg)wer L(:}!nrr/]g? CRI IP Rate
e s -
160 NS-D16-W - DC24v e L 50 - soooxiexiss @i EDEBRLS 3, o >80
I S
162 NS-T16150MX512 - DC24V S s=Tm— 166.7 - 5000x16x15 9 218 >90
e (| e——
—— —
164 NS-625-W - oC24v S — ] = - 5000x@25 Fwarante s, 302 >90
166 NS-630-W - DC24V :ﬁ:ﬂﬁ ) = - 5000x@30 e - [l - | - [B=) % 298 >90
O —a f— -
168 NS-3D1615-W - oCc24v S — : 50 - 5000x16x15 eeszonl - [ - | - [EA. o >90
S 5 330
170 PUNeon PU-51220-W i DC24V = - 5000x12x20 R - (- |- | ==Y 640 >80
= 15 950
S 5 513
172 PU-T1615-W a DC24V = = - 5000x16x15 prrreral - [l : [= ] FERE 870 >80
— - 15 1139
B - an
175 FlexWallWasher FW2835-W24 48 DC24v T 125 - 5000x18.5x9.5 & & o & 18 1949 >90
[ re— i —n )
L] o(ceooe ) ——s—andll ok
176 FW3535RGB-W24 42 DC24V 166.6 - 5000x18.5x9.5 '] 1D 1O 8.5 540 -
e ===l e 1
I ——— ARl S Egese e ——aan
177 FW3535RGB-DMX5 12-W24 36 DC24V 166.6 - 5000x18.5x9.5 8.5 230 -
i = ¢ il i}
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COB STRIP

» Light beam angle up to 180°

» Self-encapsulated design offers optional 2700-6000K

» Chips on broad strip -
» Ultra narrow PCB 4mm width . -
» High quality PCB, high thermal 3M adhesive

& & & QQ‘L‘

COB LED STRIP et —

Dimmable

180°

Beam angle Cuttable 5m/Reel Lifetime G
Chip on FPCB, linear light, dot free
Extreemely flexible, high reliability DlM ENS'ONS &
L[ I— By —— T 4 Y Y
5000 e s
Red/black wire L=150mm, 18AWG Unit:mm Rmin=10mm
12V: 25mm, 24v: . 50mm 2mm
Top view: f_4mm Top view: I 4mm amm
Back view: =* . Back view: " B IP20
Dimension 5000mmx4mmx2mm
Chip QTY. 480Chips/meter
Step Chips 24pcs(24V)/12pcs(12V)
Step length 50mm(24V)/25mm(12V)
Power(W/m) 5W
Voltage(V) DC24V/DC12V
Current(A/m) 0.21A(24V)/0.42A(12V)
Copper foil 20z
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
CCT Lumen Efficacy CRI R9 Rf Rg EEl Class
) 2700x100 481.05 96.21 92.33 62.26 90.55 99.88 A’
» 3000100 512.80 102.56 93.25 64.51 92.36 100.39 A’
» 4000%£200 550.75 110.15 92.93 65.28 94.55 101.19 A
» 6500300 573.90 114.78 94.62 66.88 93.98 101.28 A"
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CO B ST R I P 480CHIPs 5W/10W/15W 8mm/10mm PRO Version

» Light beam angle up to 180°

) Self-encapsulated design offers optional 2700-6000K

» Chips on broad stri
ps on broad strip e -
» 8mm/10mm PCB width === i -
» High quality PCB, high thermal 3M adhesive "‘ — -
e e s e
=
% B s R =

S N Q S CRI QR

Q \) S I\
Q:\ Q,Q W ‘"Oq‘) >90 ,.g/

P %: VN T

4 180° @ 59000 L )

Dimmable Beam angle Cuttable 5m/Reel L|f::;rs||9 VEARS

DIMENSIONS & WATERPROOF

o oczn @D cozes +@D ¥oi= By IS 77 TN
] 8/10 B S —
3 E - - 2 .
N

5000 ) Rmin=10mm
Red/black wire L=150mm, 18AWG Unit:mm
25mm ) | 50mm s
_— | 4mm 4mm
| ﬁj mm £op 2.2mp = — |
DC12V: 8/10 DC24V: . 8/10 lTs/lomm i __8/1omm l?zno.z_mg Il 10/ 12mm L 10/12mm |
= - - s 1P20 IP52 IP65H 1P65 1P67

PRODUCT SPECIFICATION POLAR CURVE gase on ip20 10mm s 6000k

Dimension 5000mmx8(10)mmx2mm 1900
Chip QTY. 480Chips/meter

Step Chips 24pcs(24V)/12pcs(12V) "8
Step length 50mm(24V)/25mm(12V) i 155.7
Power(W/m) 5W/10W/15W T | Sanie
Voltage(V) DC24V/DC12V ~M

Current(A/m) 0.21A,0.42A/0.42A,0.84A/0.625A,1.25A M%)/// s
Copper foil 20z Eo 389.2

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRO DU CT PHOTOM ETRICS(The data base on IP20 24V 10mm PCB)

CCT(Color) Low power(5w/m) Low power(10w/m) Low power(15w/m) EEI Class
(K) Lumen Efficacy Lumen Efficacy Lumen Efficacy
(im/m)  (Im/w) (im/m)  (Im/w) (im/m)  (Im/w) Sw [ 10w[15w
» 2700+100 481.9 96.38 957.3 95.73 1418 94.53 A" LA A
» 3000%£100 519.1 103.82 1029.0 102.90 1527 101.80 AT AT TA
> 4000200 575.0 115.00 1138.0 113.80 1690 112.67 ATl AT A
» 6500%£300 560.7 112.14 1124.0 112.40 1672 111.46 AT AT TA
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CO B STRI P 480CHIPs 9W 8mm STD Version

» 12V or 24V, flexible COB LED strip (Step length: 12V=25mm, 24V=50mm).
» with 3M adhesive tape on the back for easy installed.

» Regular CCT: 2700K, 3000K, 4000K, 6000K, NO MOQ limited.

» 180° beam angle. Very good color reproduction with CRI>80 / CRI>90.

50000

hours
Lifetime

DIMENSIONS & WATERPROOF

(=
&

&,

5m/Reel

7

Cuttable

FEARS,

W ocze + @R+ ocee + @D ooz +@|
R | 8
\ - — — ! .‘1
‘ 5000
Red/black wire L=150mm, 18AWG Unit:mm
25mm ‘ 50mm R
| |
S ST |
DC12V: 8mm DC24v: 8mm
» - - |

PRODUCT SPECIFICATION

Dimension 5000mmx8mmx2mm
Chip QTY. 480Chips/meter

Step Chips 24pcs(24V)/12pcs(12V)
Step length 50mm(24V)/25mm(12V)
Power(W/m) 9w

Voltage(V) DC24V/DC12V
Current(A/m) 0.38A(24V)/0.75A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

Rmin=10mm

Smm

4mm
2 2.2mm
w_ e e A=
8mm 8.2mm 10mm 10mm
1P20 IP65H IP65 IP65C

POLAR CURVE(Base on|P20 CRI>90 6000K)

116.6

174.8
;M 233.1
;% 291.4

C0/C180: — €90/C270: — CO: —

PRO DU CT PHOTOM ETRICS(The data base on IP20 24V)

ccT Lumen(im/m)  Efficacy(im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2700£100 7651901.8 851100.2 90.2983.27
» 3000%100 7831949.5 871105.5 91.18185.23
» 4000%200 8101992.7 901110.3 91.87184.25
» 6000%300 82811043, 1 921115.9 92.25185,62

R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80  CRI>90|CRI>80  CRI>90|CRI>80  CRI>Q0|CRI>8(
62.29113.2 89.89182.27 99.98 1 90.22 AT LA
93.18115,3 92.36186.35  100.89 /93,23 AT LA
93.87120.3 94.27185,67 99.97195.47 AT A
94.25(20.9 95.56186.98  102.23195.96 AT LA
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COB STRIP

» 24V, flexible LED strip (16chips =26.31mm) with 3M adhesive
) tapeontheback foreasy installed. 2009.8Im/m at 20W/m. 180°beamangle.

» Very good color reproduction with CRI>90. “One Bin Only” guarantees constant

» color temperature and high light quality at a lifetime of 54,000 hours (L70). ! o - -5 AL SE
- :
» Double-layer FPC(20z) for good heat dissipation. 7. N - o Bl SE "
N 7Y
e & & ~ i -
Q N S S CRI = :
N Q Q Q | - .
Q:\ N w & ) @ = 1 e
: '* s =
S Z0) =2 e i 2.2
O] T (5) =
Dimmable Beam angle Cuttable 5m/Reel Lifetime EAC
5000 |
F 26.31 Y SR &
“oo o @ o & v a LS NC
.o e M -4 e 110 Rmin=10mm
\—<8Pins wire L=150mm, 20AWG Unit:mm
26.31mm . fﬂm 2.2mm
DC24V: i;"“‘” ;i-EOmm 10mm | 10.2mm | 12mm | 12mm 12mm
N IP20 IPE5H IP65 IP65C IP67
Dimension 5000mmx10mmx2mm Voltage(V) DC24V
Chip Type coB Power(W/m) 20W
Chip Density 608pcb Current(A/m) 0.83A
Stpe LEDs 16LEDs Beam Angle 180°
Step length 26.31mm Operation Temperatyre -20°C~50°C
CCT Lumen POWER Efficacy CRI R9 TM-30-15
Rf Rg
> 201%0 958 10 95.80 90.19 76.83 92.95 101.86
» 6091%0 1075.8 10 107.58 93.55 95.85 91.94 102.94
> B 2009.8 20 110.49 95.51 98.83 92.96 104.91

Nnta'Cunetamizad QT ran ha raalizad arrardina tn enarific raniiiramante
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Single color series

Single color series provides for parts of product, include Lower power, Jigh power, High lumen, High
density, this offers a great varity of color, CCT, BIN range, CRI, power, lumen, as well as a wide range of
ingress protections like IP52, IP65, IP67, IP68, users can select the most suitable products in terms of the

environment applications, requirements of functions, projects and budgets.

- Lower power, low brightness: this part is designed for decorative lighting, is with stable performance,
exceptional quality and high cost performance. Not only satisfy the basic demand of illumination, but it
also creates pleasant space atmosphere in some decorative lighting situation like cellings, wall edges,
wall corners and furniture edges. 3528smd 60leds, 120leds, 180leds / 5050smd 96leds, 120leds /
2835smd 120leds, 240leds / 3014smd 204leds, 240leds

High power, high brightness: this part is designed for basic lighting that needs the strips with high power
and hogh brightness, provide better user experience and high efficient illumination, all strips are subjected

to high stability and cost-effective price. It is mainly applied independently in the ceilings and grooves in the

office, home, school, hospital, hotel and market or combine with luminaries.
3528smd 96leds, 120leds / 2835smd 120leds, 240leds / 3014smd 204leds, 240leds

High lumen: this strip is to realize the project of high-lumen demand, using 60mA to reach 22-27Im each
LED, this is an ideal solution for commercial applications need maximum brightness ti highlight features,
5630 60leds, 120leds

High density: this part is with strong led frame, Zero lighting dot, Super-dense LED distribution, ultra slim
thickness of 1.2 mm, can match profiles better, widely used in high-grade spaces such as brand stores,

special hotels, museums and galleries. 1808smd strip series
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1808SMD 120LeDs LED STRIP 1808SMD 240LeDs LED STRIP

1S
)
[«
(&)
» 1808 LED with broader luminous surface . » 1808 LED with broader luminous surface 9
) Self-encapsulated design offers optional 2000-6000K s ""bf‘ . a—ﬁ‘ \ § '. ) ) Self-encapsulated design offers optional 2000-6000K E
» Eight white colors temperature for option 'W : % @w,. » Eight white colors temperature for option of ‘5"}\*.' *» o :. P % @
PP ; N & ) ¢ — X '
» High quality PCB, high thermal 3M adhesive ,‘ . L e Y A » High quality PCB, high thermal 3M adhesive - ﬁ' , v g P P
| ST ¢ = v "’,.‘-‘", L
) Provide 1BIN delivery ! i L » Provide 1BIN delivery 2 G ¥ =
= « - T : $ j P S N g ?; g /
S . i as L -
N ’ e t i
SRR 58 A Qé_sé_QQ*—QQ\l_QQ*‘Q&QQ%Q&‘ 555 . T < AT
PLP LIRSS PP PSP < = ol O G
.
P . VN ¥ = o,
il | 7 @ [ Fomsa — ~ IR oo (5)
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant FEARS,
) 4.15 8.3
f 50 s oo M 25 2'§H4~2
] T 0s0 000 u'zﬁm te0 se0 0% 8 'S 2N LR — —— == —— T 3 BN S 77T
A -a- | -y AT = ol E— S o= N g 0 oo oBo o0x0 080 nluﬁulu ninguulu/ﬁluﬁnin oo E‘Iﬂ] L= =) M MY
e — — - N 7 < " »- -ai.- .- -am- -a.- E / N 7 . 7
5000 . N 25 S e L ol Y, S 55
Red/black wire L=150mm, 18AWG  Unit:mm 5000 )
25mm Rmin=50mm Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
DC12Vv: fﬁm 0 e niIBmm . o P 25mm 4mm 4mm 4mm
8%3mm o i, e (] [ [ socaw . ey e, feme [[a] (e [
50mm » 8mm 8mm 8.2mm 10mm 1omm 10mm DC24v: X0 ON0 ONO0 0X|[10mm 10mm 10mm 10.2mm =2 | _1omm | | temm
DC24V:L 6 s 0 o6 u‘}Igmm 1P20 1P52 1P65H 1P65 1P67 IP67E/IP68 - P - 1P20 P52 1P65H IP65 P67 IP67E/IP68
- s
8 3mm 4.2mm

PRODUCT SPECIFICATION POLAR CURVE ase onr20 cai>es s000 PRODUCT SPECIFICATION POLAR CURVE sase onip20 crisss 6000k

Dimension 5000mmx8mmx1.4mm T P Dimension 5000mmx10mmx1.4mm | ap o
I 1 I 90 90

Chip density 120LEDsS/m,8.3mm pitch Chip density 240LEDs/m,4.2mm pitch

Step LEDs 6LEDs(24V)/3LEDs(12V) 658 Step LEDs 6LED 1263

Step length 50mm(24V)/25mm(12V) = 124.0 Step length 25mm 244.7

Power(W) 9.6Watt/meter ;W I Power(W) 19.2Watt/meter

) 366.9
Voltage(V) DC24V/DC12V s M Voltage(V) DC24V M
Current(A/m) 0.4A(24V)/0.8A(12V) I 2/)/// 247.8 Current(A/m) 0.8A T ‘A/// 489.3

Copper foil 20z = 309.8 Copper foil 20z 611.6
0° 0°
Ambient temperature -20°C~+50°C Ambient temperature -20°C~+50°C
C0/C180: — C90/C270: — CO: — C0/C180: — €90/C270: — CO: —

P RO DU CT P HOTOM ETR I CS(The data base on IP20 24V CRI>95) PRODUCT PH OTO M ETR I CS(The data base on IP20 24V CRI>95)

CCT Lumen Efficacy CRI R9 Rf Rg EEI Class CCT Lumen Efficacy CRI R9 Rf Rg EEI Class

(K) (Im/m) (Im/w) (Fidelity) (Gamut) (CRI>95) (K) (Im/m) (Im/w) (Fidelity) (Gamut) (CRI>95)
» 2000100 620.26 64.61 95.10 77.04 86.05 89.08 A » 2000100 1230.14 64.07 95.17 77.14 86.03 89.12 A
» 2500100 720.29 75.03 95.69 80.06 89.19 96.03 A" » 2500100 1420.22 73.97 95.69 80.13 89.10 96.14 A
) 2700100 756.29 78.78 96.09 89.13 90.10 99.09 A » 2700100 1490.11 77.61 96.02 89.15 90.09 99.08 A
» 3000100 792.29 82.53 97.15 92.02 95.17 105.06 A » 3000100 1580.16 82.30 97.13 92.15 95.16 105.19 A
» 3500100 830.40 86.50 97.20 97.14 94.13 103.20 A » 3500100 1640.06 85.42 97.07 97.12 94.06 103.10 A’
» 4000£200 860.35 89.62 97.59 98.08 95.07 101.05 A » 4000200 1700.16 88.55 97.55 98.03 95.19 101.19 A
» 5000£250 876.38 91.29 97.15 97.14 96.02 101.04 A » 5000% 250 1730.11 90.11 97.05 97.07 96.02 101.11 A
» 6000£300 880.42 91.71 97.17 96.13 95.13 100.01 A" » 6000£300 1737.98 90.52 97.19 96.19 95.11 100.10 A

NAta: Nuctamizad AOT ~nan ha ranlizad ancrardina A enanific ramiiramante . . - . B

32 | www.atendi.dk www.atendi.dk | 33



1808SMD 280LEDs LED STRIP

) 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
» Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

X PN g"‘“‘lr)‘
¢ e o (5)
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant AR

DIMENSIONS & WATERPROOF

25 1.8 3.6

PTio 0 e ujgajm ’e ujﬁjﬁu 0o uju"ﬁj’a‘au / /u ujﬁjﬁiu 0o uﬂo

5000

|
«

Red/black wire L=150mm, 18AWG Unit:mm
25mm
Dc24v: X0 000 0 0 0 0¥ |10mm
3.6mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.4mm
Chip density 280LEDs/m,3.6mm pitch
Step LEDs 7LEDs

Step length 25mm

Power(W) 19.2Watt/meter
Voltage(V) DC24V

Current(A/m) 0.8A

Copper foil 20z

Ambient temperature -20°C~+50°C

Tl
10mm
P20

POLAR CU RVE(Base on P20 CRI>95 6000K)

1.7mm 1.6mm

o T Tiomm T

1=
10mm 10.2mm 12mm 12mm
IP52 IP65H IP65

| \ I | I

190°

C0/C180: — €90/C270: — CO: —

PRODU CT PHOTOM ETRICS(The data base on IP20 24V CRI>95)

CCT Lumen Efficacy CRlI
(K) (Im/m) (Im/w)

» 2000£100 1448.06 75.42 95.03
» 2500£100 1680.19 87.51 95.65
» 2700£100 1744.13 90.84 96.07
» 3000%£100 1850.11 96.36 97.04
» 3500% 100 1920.19 100.01 97.11
» 4000200 2010.05 104.69 97.70
» 5000+ 250 2048.06 106.67 97.08
» 6000300 2054.21 106.99 97.09
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R9

77.02
80.09
89.05
92.09
97.14
98.14
97.19

96.09

Rf
(Fidelity)

86.04
89.09
90.12
95.14
94.20
95.04
96.02

95.10

144.6
289.2
433.6
578.3

722.9

Rg
(Gamut)

89.17
96.05
99.08
105.06
103.08
101.14
101.13

100.08

Rmin=50mm

12mm
IP67E/IP68

EEI Class
(CRI>95)

1808SMD 300LEDs LED STRIP

) 1808 LED with broader luminous surface

) Self-encapsulated design offers optional 2000-6000K
) Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

) Provide 1BIN delivery

QQ*‘ QQ*‘ QQ*‘QQ*‘QQ*‘QS{‘ QQ*‘QQ‘L‘ ‘ ol
S E N RS ,

VZ0N

50000

hours
Lifetime

AN

120°
Beam angle

,

M80
Compliant

&

5m/Reel

7

Cuttable

QR4
x‘@

VEARS,

Dimmable

DIMENSIONS & WATERPROOF

201 '6%-3
] 1t oho 030 Tie nloiﬁiﬁu nlniﬁiﬁo nlniﬁib’f{/{uniﬁiﬁu o B I1 0
e
‘ 5000

Red/black wire L=150mm, 18AWG Unit:mm

20mm

DC24V: X0 000 0H0 0X |10mm
o v

3.3mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.4mm
Chip density 300LEDs/m,3.3mm pitch
Step LEDs 6LEDs

Step length 20mm

Power(W) 20Watt/meter
Voltage(V) DC24V

Current(A/m) 0.84A

Copper foil 20z

Ambient temperature -20°C~+50°C

=i
10mm
P20

—
o
[}
o
2
[<2]
£
(7]

1.71 1.6mm
Tl (=

Rmin=50mm

T Vi Ti—

10mm 10.2mm 12mm |—12mm__|
IP52 IP65H IP65 P67 IP67E/IP68

POLAR CURVE(Base on P20 CRI>95 6000K)

190°

C0/C180: — C90/C270:— CO: —

PRODU CT PHOTOM ETRICS(The data base on IP20 24V CRI>95)

CCT Lumen Efficacy CRI

(K) (Im/m) (Im/w)
» 2000=100 1320.00 66.00 95.07
» 2500+100 1536.20 76.81 95.62
» 2700+100 1608.00 80.40 96.13
» 3000=100 1680.20 84.01 97.03
» 3500100 1770.00 88.50 97.17
» 4000£200 1832.00 91.60 97.68
» 5000+ 250 1868.20 93.41 97.18
» 6000+300 1880.20 94.01 97.01

R9

77.09
80.11
89.09
92.06
97.08
98.03
97.02

96.01

Rf
(Fidelity)

86.15
89.16
90.15
95.06
94.05
95.01
96.18

95.13

132.3
264.7
396.9
529.2

661.6

Ra
(Gamut)

89.10
96.01
99.11
105.16
103.03
101.17
101.11

100.04

EEI Class
(CRI>95)

A

A
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1808SMD 420LeDs LED STRIP

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
» Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

/ N %:l @ 7NN SN
,
. 50000
. o 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant AR

DIMENSIONS & WATERPROOF

1.2
16.7 %2.4
F—b /_\\ /’—\ /"‘
" O T AT LT T AL N A M N
‘ / \\—// \\;’,
‘ 5000 A
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
16.7mm
1.4 1 7mm 1 6mm 4mm 4mm 4mm
e a Lt o Teme [[m ] [ [—m—
DC24v:x0 00000 0% __tomm | __tomm | |_10.2mm | [_tomm | | tomm L t2mm |
- = - 1P20 1P52 IPB5H P65 P67 IP67E/IPE8

2.4mm

PRODUCT SPECIFICATION

POLAR CU RVE(Base on IP20 CRI>95 6000K)

Dimension 5000mmx10mmx1.4mm i I ‘ °
1 1 1 —90

Chip density 420LEDs/m,2.4mm pitch / /

Step LEDs 7LEDs 154.6

Step length 16.7mm \W 309.2
Power(W) 20Watt/meter 7%

— 463.6
Voltage(V) DC24V *M

Current(A/m) 0.84A Wy

Copper foll 20z = 772.8

Ambient temperature 207Cms0"C ° C0/C180: — €90/C270:— CO: —

PRODUCT P H OTO M ET R I CS(The data base on IP20 24V CRI>95)
CCT Lumen Efficacy CRlI R9 Rf Rg EEl Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut) (CRI>95)

» 2000£100 1548.00 77.40 95.14 77.14 86.18 89.16 A

» 2500£100 1800.00 90.00 95.66 80.12 89.01 96.16 A’

» 2700£100 1880.20 94.01 96.05 89.16 90.16 99.12 A’

» 3000£100 1980.00 99.00 97.17 92.20 95.07 105.04 A’

» 3500100 2072.20 103.61 97.19 97.05 94.083 103.18 A

» 4000£200 2148.20 107.41 97.63 98.14 95.10 101.20 A’

» 5000%250 2188.00 109.40 97.06 97.08 96.05 101.18 A

) 6000£300 2196.20 109.81 97.20 96.07 95.09 100.08 A
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1808SMD 560LEDs LED STRIP

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
) Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

PN VZaXN R >,
. 120 50000 @
ours
One Bin Dimmable Beam angle Cuttable 5m/Resl Llfetime Compliant a5

DIMENSIONS & WATERPROOF

.8

=T=w©

—
o
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o
2
[<2]
£
(7]

/

+ octes + @D+ ocoes + @+ ccoe + @R+ oo + @+ oo + @+ oo + ccons + @+ ocoe + @+ oo @ 4 \
ﬂDDﬂnﬁﬂnﬂDMEDMDMIMMDEBDMDEDMME[ﬂﬂﬂﬂﬂIﬂﬂnﬂﬂEﬂﬂﬂﬂﬂﬂ I‘]O —
e - - - - - -

5000

Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm

12.5mm

" . | om 4mm 4mm 4mm
T e, teme [[m ] [ [
DC24V: 0000000 [10mm L tomm | L lomm | |_10.2mm | |_i2mm | 12mm | L 12mm |
= P20 P52 IP65H IP65 IP67 IP67E/IP68
1.8mm

PRODUCT SPECIFICATION

/‘90°

Dimension 5000mmx10mmx1.4mm ‘ A

T T T T
Chip density 560LEDs/m,1.8mm pitch /
Step LEDs 7LEDs

Step length 12.5mm = 315.4

Power(W) 20Watt/meter ;W

472.9

Voltage(V) DC24V —M
Current(A/m) 0.84A ‘Wy 630.6
Copper foil 20z = 788.2
Ambient temperature 207Cmre0C ’ C€0/C180: — €90/C270: — CO: —
PRODUCT P H OTO M ETR | CS(The data base on IP20 24V CRI>95)

CCT Lumen Efficacy CRI R9 Rf Rg

(K) (Im/m) (Im/w) (Fidelity) (Gamut)
» 2000100 1584.20 79.21 95.15 77.02 86.12 89.13
» 2500100 1840.00 92.00 95.55 80.09 89.12 96.01
» 2700100 1920.20 96.01 96.17 89.07 90.10 99.14
» 3000£100 2016.20 100.81 97.18 92.05 95.07 105.02
» 3500100 2120.20 106.01 97.14 97.02 94.12 103.09
» 4000£200 2196.00 109.80 97.51 98.07 95.15 101.12
» 5000% 250 2235.00 111.75 97.05 97.16 96.07 101.04
» 6000£300 2240.00 112.00 97.03 96.15 95.10 100.02

POLAR CU RVE(Base on IP20 CRI>95 6000K)

EEI Class
(CRI>95)
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1808SMD 700LEDS LED STRIP

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
» Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

~ |7 oo
,
. 50000
. [ ] 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant AR

DIMENSIONS & WATERPROOF

0.71
10 ]1.43

EUDUOUiﬂﬂEIUDU%0EIIJEIIJEDUDUU%EIIJEIUD%UUUUU%UDUDUEUUUUUU%DUUU{ !UUDUD%UUUUD%UDUUUJ I1 0

5000

Red/black wire L=150mm, 18AWG Unit:mm

10mm

DC24V: 000000011 omm
H

1.43mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.4mm
Chip density 700LEDs/m,1.43mm pitch
Step LEDs 7LEDs

Step length 10mm

Power(W) 20Watt/meter

Voltage(V) DC24V

Current(A/m) 0.84A

Copper foll 20z

Ambient temperature -20°C~+50°C

Rmin=50mm
s e | 6mm 4mm 4mm 4mm
m Tmm .
T e, feme [[w | [ [me
L 10mm | L 10mm | |10.2mm_| | 12mm | _12mm | _12mm |
P20 IP52 IP65H P65 IP67 IP67E/IPE8

POLAR CU RVE(BaSe on P20 CRI>95 6000K)

‘/‘/‘90°

[ 318.2

\M}\/ .

PRODUCT PHOTOM ETRICS(The data base on P20 24V CRI>95)

CCT Lumen Efficacy CRI

(K) (Im/m) (Im/w)
) 2000£100 1594.20 79.71 95.03
) 2500£100 1854.20 92.71 95.61
» 2700£100 1940.20 97.01 96.07
» 3000£100 2030.20 101.51 97.20
» 3500+ 100 2136.20 106.81 97.10
» 4000£200 2210.00 110.50 97.66
» 5000+ 250 2256.00 112.80 97.05
» 6000+300 2260.20 113.01 97.06
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636.2
oy 795.3

0

€0/C180: — C€90/C270: — CO: —
R9 Rf Rg

(Fidelity) (Gamut)
77.09 86.01 89.01
80.06 89.11 96.04
89.08 90.09 99.20
92.16 95.15 105.19
97.18 94.15 103.10
98.03 95.20 101.12
97.02 96.17 101.15
96.01 95.19 100.08

EEI Class
(CRI>95)

A

1808SMD 720LEDs LED STRIP

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
) Eight white colors temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

/O/ P %:l @ /77N (2R
, A
. 50000
. o 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant LERRS

DIMENSIONS & WATERPROOF

R SR | (8)10
5000

Red/black wire L=150mm, 18AWG

Unit:mm

B+ocav+ll
DC24v: DDDDWI{B) 10mm
- o= g

H

1.39mm

PRODUCT SPECIFICATION

Dimension 5000mmx(8)10mmx1.4mm
Chip density 720LEDs/m,1.39mm pitch
Step LEDs 6LEDs

Step length 8.34mm

Power(W) 20Watt/meter

Voltage(V) DC24V

Current(A/m) 0.84A

Copper foil 20z

Ambient temperature -20°C~+50°C

—
o
[}
o
2
[<2]
£
(7]

Rmin=50mm

4mm 4mm 4mm
P e, feme [[m | [ [

L (8)10mm | L (8)10omm | ((8.2)10.2mm) L(10)12mm | L(10)12mm |

1P20 IP52 IP65H IPB5 IP67

L(10)12mm |

IPB7E/IP68

POLAR CU RVE(Base on IP20 CRI>95 6000K)

———+—+-190°
[ o

PRODUCT PHOTOM ETRICS(The data base on P20 24V CRI>95)

CCT Lumen Efficacy CRI

(K) (Im/m) (Im/w)
» 2000£100 1340.20 67.01 95.11
» 2500100 1560.20 78.01 95.66
» 2700100 1634.00 81.70 96.16
» 3000£100 1710.00 85.50 97.08
» 3500£100 1800.20 90.01 97.01
» 4000+200 1860.00 93.00 97.60
» 5000%250 1900.20 95.01 97.07
» 6000300 1905.00 95.25 97.08

= 670.4
0
C0/C180: — €90/C270: — CO: —
R9 Rf Rg EEIl Class
(Fidelity) (Gamut) (CRI>95)

7714 86.20 89.12 A
80.10 89.02 96.13 A
89.14 90.05 99.20 A’
92.05 95.05 105.07 A’
97.04 94.14 103.16 A
98.04 95.18 101.16 A’
97.11 96.19 101.08 A
96.19 95.14 100.05 A
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2835SMD 60LEDs LED STRIP

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K (ﬂs" L/ e .- 20018t
» White lights and R/G/B/Y and others colorful lights for option o i.ﬂ W AW wsE . AT »
o
» High quality PCB, high thermal 3M adhesive » f S Sagm s
» Provide 1BIN delivery ' 2 @\ .
¥ = 0 A
3 w5 =g
§ S % 7 8] ey 7
Q‘l‘dj“Q‘l‘ CRI TR L T — o L
S S S >90 e
QI QI ‘L Q} e b = g,j L.ﬂ P
(=1 l:l L' - LJ:‘E?:]
m i Os
PaN VZANN 24,8
ﬁ/ ' 120° § 59000
One Bin Dimmable Beam angle Cuttable 5m/Resl LIf::I’:ne Compliant FERRS

DIMENSIONS & WATERPROOF

i 100

4= Ds0 0 0D 0 0s/p oils
| J —= - = - L — ,’ o

‘ 5000

Red/black wire L=150mm, 18AWG Unit:mm

Rmin=50mm
F e Zme, Tm] I_ T
b | | 8mm | 8mm |_8.2mm | L 10mm | L__10mm L__10mm |
D024V!>E;§D "0 O D000 DE}ISmm IP20 IP52 IP65H IP65 IP67 IP67E/IP68

e—
16.7mm

PRODUCT SPECIFICATION POLAR CURVE &ase on 1p20 cai > 90 6000k)

Dimension 5000mmx8mmx1.2mm ‘900
Chip density 60LEDs/m,16.7mm pitch

Step LEDs 6LEDs(24V)/3LEDs(12V) 845
Step length 100mm(24V)/50mm(12V) 169.0
Power(W) 12Watt/meter ;;M/ 0534
Voltage(V) DC24V/DC12V *M

Current(A/m) 0.5A(24V)/1A(12V) ‘7)%/ 337.8
Copper foil 20z 422.3

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(The data base on IP20 24V)

ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80

» 2100100  840.00/1170.00 70.00197.50 91.68 1 81.51 69.0317.16 86.20181.02  101.15190.04 A LA

b 2400£100  924.1211260.00 77.011105.00  90.05/81.12  76.0315.01 90.02183.13  101.14192.07 AT LA

» 2700£100 978.1211320.12 81.511110.01 91.16182.2 78.1418.15 89.04 | 82.1 100.1196.06 AT A"

» 3000£100  1002.96/1380.12 83.581115.01 91.18182.31 79.0316.18 90.05181.06  102.18192.04 AT A

» 4000£200 1140.1211410.24 95.011117.52 94.05182.63 77.1815.16 90.16178.15 99.05195.03 A" A

» 6000£300 1200.2411428.12 100.02[1119.01 92.17182.13 82.0616.11 91.15186.01 101.03196.12 A" A
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2835SMD 70LeDs LED STRIP

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

e, s
» White lights and R/G/B/Y and others colorful lights for option el I@:”"#’* ‘f‘ Vel
i i i i '_'é"r ‘-' - "‘} - 0L
» High quality PCB, high thermal 3M adhesive i‘ <l
[ : W w
» Provide 1BIN delivery \ g ) 4 J
b U . i Y
-

QG’*‘ @Q‘l‘/\@‘l‘ QQ*‘ Q‘l‘ S
Q/ e Vv oW

L} O - - le §

CHI - — i
>90 i -
| L

PN VZaXN R >,
. 120 50000 @
ours
One Bin Dimmable Beam angle Cuttable 5m/Resl Llfetime Compliant a5

DIMENSIONS & WATERPROOF

, 100 7. 4‘L 14.}28
wem 07000 0 0 080 000 0 0f/o"T¥ o S S S
I NS S -
5000 A
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
100mm . -
= — S e 2w, Tlm] I_ T s
DC24V: 4 oig 0 0 O [:] I10mm L_1omm L_1omm |_10.2mm | |__t2mm | |__12mm |__12mm |
] 1P20 P52 IP65H IP65 IP67 IP67E/IP68
14.28mm

PRODUCT SPECIFICATION POLAR CURVE &ase on p20 cri > 90 6000k)

Dimension 5000mmx10mmx1.2mm

Chip density 70LEDs/m,14.28mm pitch

Step LEDs 7LEDs

Step length 100mm .
Power(W) 12Watt/meter ;;M/ 005 6

Voltage(V) DC24V *M
= 394.1

Current(A/m) 0.5A

Copper foil 20z 492.7

Ambient temperature -20°C~+50°C

C€0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETR'CS(The data base on IP20 24V)

ccT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80

» 2100£100 980.1611365.00 81.681113.75 91.56181.54 69.0917.10 86.04181.02 101.19190.02 AT LA

» 2400£100  1080.0011470.12 90.001122.51 90.05181.10 76.1015.01 90.09183.05  101.12192.06 AT A

» 2700£100 1140.1211540.20 95.011128.35 91.04182.04 78.1418.04 89.06182.17 100.02196.13 AT TAT

» 3000£100  1170.1211610.04 97.511134.17 91.02182.30 79.0616.11 90.20181.12  102.03192.04 ATIAT

» 4000£200 1330.0811638.12 110.841136.51 94.08182.69 77.0515.20 90.13178.09 99.16195.06 A" TAY

» 6000£300 1400.1611652.16 116.681137.68 92.16182.19 82.0416.18 91.14186.18 101.11196.02 A" TAY

—
o

[}
o
2

[<2]
£
(7]
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2835SMD 98LEDs LED STRIP

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

2835SMD 120LeDs LED STRIP

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
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. ® 120° hours " o 120° hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant LERRS One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant e

DIMENSIONS & WATERPROOF DIMENSIONS & WATERPROOF

\ 50 4.15.8.3
‘ 71.42 5.1 10.2 F- D A _
= E——— L wem 000 0 080 0X040 0 0fjo_g¥lo
¥ 000 oo oG¥0 o o @g@/{@ [:]_-\Ig A A o NN S
} N5 N f 5000 N5 N
5000 . Red/black wire L=150mm, 18AWG Unit:mm
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm pomm Rmin=50mm
. . . pct2v:i{0 080y Jiomm 4 4 4
71.42 o S 1.4 mm mm mm T * - . o mm mm mm
R P e feme (] [ [ me S P e, (lme [ m] [m [—me
DC24V: E] 0O QC osg 0 0 Igmm |_8mm_ 4 |_8mm |_8.2mm |_10mm | |_10mm | |_1omm | |_tomm |_tomm |_10.2mm_| __12mm | |_12mm | |__12mm |
S e - 1P20 IP52 IP65H IP65 IP67 IP67E/IP68 IP20 IP52 IP65H IP65 IP67 IP67E/IP68

10.2mm

fe—>f
8.3mm

PRODUCT SPECIFICATION

PRODUCT SPEC'F'CATION POLAR CU RVE([%aso on IP20 CRI>90 6000K) POLAR CURVE(BaSO on IP20 CRI>90 6000K)

Dimension 5000mmx8mmx1.2mm Dimension 5000mmx10mmx1.2mm ‘900

Chip density 98LEDs/m,10.2mm pitch Chip density 120LEDs/m,8.3mm pitch

Step LEDs 7LEDSs Step LEDs 6LEDS(24V)/3LEDs(12V) 1690

Step length 71.42mm Step length 50mm(24V)/25mm(12V) 337.9

Power(W) 16.8Watt/meter Power(W) 24Watt/meter \”_M/ 506.7

Voltage(V) DC24V Voltage(V) DC24V/DC12V —M

Current(A/m) 0.7A Current(A/m) 1A(24V)/2A(12V) "’y 675.6

Copper foil 20z Copper foil 20z = 844.6

Ambient temperature -20°C~+50°C C0/C180: — C90/C270:— COr Ambient temperature -20°C~+50°C 0 0/C180: — C90/C270:— COr

PRODUCT PHOTOM ETR I CS(The data base on IP20 24V) PRODUCT PHOTOM ETR I CS(The data base on IP20 24V)
CCT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class CcCT Lumen(im/m) Efficacy(Iim/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80  CRI>90 | CRI>E0  CRI>90|CRI>80 CRI>90/CRI>80  CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80  CRI>90 | CRI>80  CRI>90|CRI>80 CRI>0|CRI>80  CRI>90|CRI>80

» 2100£100 1420.0111906.80 84.521113.5 91.59181.65 69.0517.14 86.06181.10 101.10190.08 A" LA » 2100£100 1680.0412340.17 70.00197.51 91.62181.67 69.1817.20 86.08181.09 101.10190.16 A A

) 2400£100 1512.1012058 90.011122.5 90.05181.06 76.1115.04 90.14183.19 101.05192.19 A" TA » 2400£100 1848.0712520.10 77.001105.00 90.08181.09 76.1015.08 90.14183.15 101.03192.03 A TA

» 2700100 1596.1212150.40 95.011128 91.04182.13 78.1018.09 89.17182.13 100.14196.03 A" TA » 2700100 1956.0212640.07 81.501110.00 91.13182.04 78.1018.18 89.09182.18 100.06 196.15 A A

» 3000100 1638.1512251.20 97.51 1134 91.01182.34 79.0216.07 90.02181.18 102.18192.17 AT TA » 3000100 2006.0112760.05 83.581115.00 91.16182.26 79.1516.13 90.14181.08 102.08192.20 AT TA

» 4000£200 1860.1912284.80 110.731136 94.02182.54 77.1715.20 90.04178.03 99.20195.09 A" LA » 4000£200 2280.2012820.07 95.011117.50 94.10182.68 77.1415.08 90.17178.06 99.11195.14 A" A

» 6000£300 1948.16 12301.60 115.961 137 92.16182.01 82.1316.02 91.04186.11 101.09196.07 A" LA » 6000£300 2400.1412856.05 100.011119.00 92.10182.18 82.2016.02 91.07186.10 101.11196.11 A" LA
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2835SMD 140LEDs LED STRIP 2835SMD 180LEDs LED STRIP

1
L)
[}
(&)
» 2835 LED with broader luminous surface » 2835 LED with broader luminous surface @
(o]
» Self-encapsulated design offers optional 1800-10000K » Self-encapsulated design offers optional 1800-10000K £
» White lights and R/G/B/Y and others colorful lights for option » White lights and R/G/B/Y and others colorful lights for option p ’3““V i »
» High quality PCB, high thermal 3M adhesive — » High quality PCB, high thermal 3M adhesive )
» Provide 1BIN delivery Ve PLEREL » Provide 1BIN delivery IO
/ i

St

£ ok k&
QQQQGQ

QQQQ
e S

e S

b G
ﬂ ﬂ " IL!‘ - "

CHI
>90

o

e

-
= B
PN ‘ Za ST, a P @ TN S0 B .. :* <
/0/ ¢ o | |G @ 50000 *@ /o’ p ~ [== oo ﬁ@‘ Y-
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant LERRS One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant JERRS
50 3.57 7. 14
} \ | 33.3 ‘784‘ 5-}55
¥ 5010 0 010 %0 @a@ o o//o g% | LR S N N A
= o 4 e e e wem 00 0 000 8Z000 0 0/[0"B [0 R
‘ 5000 k
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm 5000 . =
i Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
50 nm Sm . 33.3mm o -
e — e i Tl I— I— L m— S e 2w, Tlm] I_ T
oceav: {1 000 O O80T [1omm plomm | _tomm_y | 10.2mm |_temm |tomm | pcaav:¥ 500 O 080 U¥ [ 1omm P tomm | tomm | | toemm| | temm | | izom | izmm
P P20 IP52 IP65H IP65 IP67 IP67E/IP68 Pa— P20 IP52 IP65H IP65 P67 IP67E/IP68
7.14mm 5.55mm

PRODUCT SPECIFICATION POLAR CURVE &ese on 1p20 cai> 90 s000k) PRODUCT SPECIFICATION POLAR CURVE &sse on p20 cri > 90 6000k)

Dimension 5000mmx10mmx1.2mm ‘900 Dimension 5000mmx10mmx1.2mm ‘900
Chip density 140LEDs/m,7.14mm pitch Chip density 180LEDs/m,5.55mm pitch

Step LEDs 7LEDs 1971 Step LEDs 6LEDS a8
Step length 50mm

394.2 Step length 33.3mm 344.7
Power(W) 24Watt/meter W_M/ Power(W) 24Watt/meter ”_M/
. 591.1 = 516.8
Voltage(V) DC24V —M Voltage(V) DC24V W-M
s 788.2 s 689.1
Current(A/m) 1A(24V) W)A/},/ Current(A/m) 1A 77%

Copper folil 20z 985.4 Copper foil 20z 861.4

Ambient temperature -20°C~+50°C Ambient temperature -20°C~+50°C
C0/C180: — C€90/C270: — CO: — C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS (rhe data base on 1p20 24v) PRODUCT PHOTOMETRICS the gata base on 1p20 24v)

ccT Lumen(lm/m)  Efficacy(Im/w) CRI R9 Ri(Fidelity) Rg(Gamut) EEl Class ccT Lumen(im/m)  Efficacy(Im/w) CRI R9 Ri(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80

» 2100£100 1960.07 12730.11 81.671113.75 91.51181.63 69.037.01 86.01181.05 101.13190.18 A" TA » 2100£100 1716.0712388.04 71.50199.50 91.69181.61 69.0417.11 86.20181.18 101.18190.19 A TA

) 2400100 2160.0312940.05 90.00/122.50 90.03181.12 76.0415.14 90.18183.11 101.17192.20 A" A » 2400100 1886.0312568.04 78.581107.00 90.02181.05 76.1715.06 90.13183.19 101.14192.06 A TA

» 2700+100  2280.1113080.19 95.001128.34  91.18182.14  78.0418.05 89.06182.04  100.11196.18 AT IA” } 2700+100  2080.0112695.01 86.671112.29  91.13182.19  78.0718.13 89.11182.10  100.20196.20 AT LA

» 3000100 2340.0113220.01 97.501134.17 91.06182.31 79.0916.18 90.14181.04 102.15192.08 AT TA » 3000£100 2040.0812817.19 85.001117.38 91.07182.21 79.1116.20 90.07181.10 102.06 192.02 A" A

b 4000+200  2660.0113276.04  110.831136.50  94.15182.66  77.1315.17 90.07178.01  99.04195.09 AT TA » 4000£200  2328.052880.03 97.001120.00  94.10182.58  77.1715.10 90.10178.18  99.03195.19 AT TA

» 6000+300  2800.2013288.06  116.68/137.00  92.14182.01  82.1616.06 91.04186.11  101.19196.20 AT TA » 6000+300  2448.0412916.08  102.001121.50  92.03182.14  82.11/6.18 91.20186.03  101.12196.17 ATA
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2835SMD 240LEDs LED STRIP

» 2835 LED with broader luminous surface

ua -

» Self-encapsulated design offers optional 1800-10000K P L ; s - ’,..»" AnOLSE
» White lights and R/G/B/Y and others colorful lights for option - oy - e ~<T008 W
» High quality PCB, high thermal 3M adhesive . A
» Provide 1BIN delivery X P N
. ": . : “ I" .
e T
QQ‘J*‘ QQ‘J*‘ Q‘j“ CRI e PO RO - O
@ @ ¢° 3 u° i >9° . T e Loy
PN ZaX\ S,
/ '3 120° § 59890
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant ERRS,
o5 2&1‘44.2
’4—» =< N N
D24V + 5C24v + 8 DC2av + Caav v 5C24v + 8 ,’, . N _ g RN . 7 _ N
g ]DDDDDDDDDDDDDDDDDDDD'Q/{'DDDDDDDDEO . . N
-DC24v @®-Dc24v - - D24V ~_ - .

) 5000

Red/black wire L=150mm, 18AWG

25mm

DC24v: 8 00GE I10mm
T

4.2mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 240LEDs/m,4.2mm pitch
Step LEDs 6LEDs

Step length 25mm

Power(W) 24Watt/meter
Voltage(V) DC24V

Current(A/m) 1A

Copper foil 20z

Ambient temperature -20°C~+50°C

Rmin=50mm

Unit:mm

BT S L U I_ i

| tomm | | tomm | |_10.2mm | L 12mm | |__12mm | 12mm |

P20 IP52 IP65H IPB5 P87 IPE7E/IPE8

POLAR CU RVE([%aso on IP20 CRI> 90 6000K)

190°

179.5

[ 538.3

PRODUCT PHOTOMETRICS(The data base on IP20 24V)

CCT Lumen(im/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100100  1785.0212484.05 74.381103.50 91.56181.65
» 2400100  1960.1412784.13 81.671116.01 90.08181.09
» 2700%£100 2076.0812808.06 86.501117.00 91.05182.10
» 3000100 2128.1812928.04 88.671122.00 91.10182.36
» 4000£200 2424.0613000.14 101.001125.01 94.12182.53
» 6000£300 2550.1613036.10 106.261126.50 92.14182.08
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= 897.4
0
€0/C180: — €90/C270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
69.1817.17 86.04181.03 101.06190.02 A A
76.0515.06 90.09183.13 101.18192.20 AT TA
78.0918.03 89.06182.11 100.12196.02 AT LA
79.0216.08 90.03181.07  102.18192.083 AT TA
77.0815.07 90.07178.08 99.13195.10 AT TA
82.1016.08 91.09186.13 101.14196.04 AT TA

2835SMD 280LEDs LED STRIP

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
CHI

QG’*‘ @Q‘l‘/\@‘l‘ QQ*‘ Q‘l‘ S
Q/ e Vv oW

PN VZaXN R >,
. 120 50000 @
ours
One Bin Dimmable Beam angle Cuttable 5m/Resl Llfetime Compliant a5

DIMENSIONS & WATERPROOF

‘ 50 3.57 7.14
[

—
o
[}
o
2
[<2]
£
(7]

-
[mim

000 000Y0.00e0 00 0Y0.0/M0e0 00 OY
OO0 000s0 00000 0&0 0000004

&+

5000

Red/black wire L=150mm, 18AWG Unit:mm

50mm

S0 00 o o,.0
DC24V:X3 9 0 0id 0 B3

e
7.14mm

PRODUCT SPECIFICATION

15mm

15 B S
! . // \\ P
Rmin=50mm
1.2 1.5mm 1.4mm
e e e [ IIEI mm
L 15mm | L 15mm |15.2mm_| | 17mm | |_17mm L 17mm |
P20 P52 IP65H P65 IP67 IP67E/IP68

POLAR CU RVE(Baso on P20 CRI>90 6000K)

Dimension 5000mmx15mmx1.2mm \900
Chip density 280LEDs/m,7.14mm pitch
Step LEDs 14LEDs 201.1
Step length 50mm 402.1
Power(W) 24Watt/meter ;;M/ 505 9
Voltage(V) DC24V 1%
Current(A/m) 1A ‘Wy 804.0
Copper foil 20z = 1005.0
Ambient temperature -20°C~+50°C 0 CO/CI80: — €90/C2T0:— COr
PRODUCT PHOTOMETR'CS(The data base on IP20 24V)
ccT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>E0 CRI>90|CRI>80  CRI>90 | CRI>80  CRI>90|CRI>80 CRI>90/CRI>80  CRI>90|CRI>80
» 2100£100 1992.0412784.02 83.001116.00 91.56181.70 69.0417.10 86.09181.13 101.09190.05 A" LA
» 2400£100 2196.1913000.15 91.511125.01 90.08181.19 76.1515.02 90.19183.01 101.17192.12 AT TAY
» 2700£100 2328.1813144.05 97.011131.00 91.14182.03 78.0518.16 89.07182.15 100.15196.09 AT TAY
» 3000£100 2376.0513283.18 99.001136.80 91.14182.30 79.1316.05 90.04181.12 102.17192.09 AT TAY
» 4000£200 2712.0313360.13 113.001140.01 94.17182.58 77.1715.02 90.16178.09 99.04195.17 AT TAY
» 6000£300 2856.0713400.18 119.001141.67 92.14182.13 82.2016.18 91.17186.20 101.03196.16 A" TAY
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5050SMD 30LeDs LED STRIP 5050SMD 60LEDs LED STRIP

1
L)
3
» 5050 LED with broader luminous surface 3 » 5050 LED with broader luminous surface [}
F s - -
» Self-encapsulated design offers optional 1800-10000K ” = I - - ) Self-encapsulated design offers optional 1800-10000K >
R e - £
» White lights and R/G/B/Y and others colorful lights for option T "‘-:lli';; = - e i § » White lights and R/G/B/Y and others colorful lights for option n
] . o
» High quality PCB, high thermal 3M adhesive ‘ f ! o " - L 5 ﬂ,J & ¥ [g ST AL » High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery f Y t¥ i - » Provide 1BIN delivery

= F
' " O L
@ (O T

ﬂﬂ

- =@ f"
~ L!.j.
F ok gt oot
CRI% S & & &S
ﬂﬂ @ 5 ) QL\Q%@{?:\Q%QQ‘QQQQQ
==
= I

PN Ve T | e N VN T
/)/ ¢ w | | 50000 - /O/ . o | | @ 50000 *@‘
One Bin Dimmable Beam engle Cuttable 5m/Reel Lifetime Compliant x> One Bin Dimmable Beam angle Cuttable 5m/Reel Lli::l';ne Compliant VERS
| 167 16.7,33.3 ] 100
I T 1 [
et " I ng@on // n IEO e gn // " é'jo
i ,/-—-\-—-/.—.\\.—.,.—.\ -5 ,/.—u\.—ulu—u\\.—-,.—-\
5000 o 5000
Red/black wire L=150mm, 18AWG Unit:mm Red/black wire L=150mm, 18AWG Unit:mm
Rmin=50mm Rmin=50mm
I 100mm |
DCt2v:{ ! ' "o : 3fomm
4mm 4mm 4mm 4mm 4mm 4mm
33.3mm - e i, Tome [m ] [[Cm [ me 16.7mm  {00mm P e, Pome, [m ] [[Cm [ —me
; { __tomm | _tomm | | 10.2mm | L 12mm | L 12mm L 12mm | = ‘; L 1omm |_tomm |_10.2mm | | i2mm L 12mm | L 12mm |
DCZ4V:{:§ Vo Vo "o ?:}Immm 1P20 1P52 IPE5H 1P65 1P67 IP67E/IP68 D024V¢>E§ T 1w é}IWOmm 1P20 P52 IPE5H IP65 1P67 IP67E/IP68
33.3mm ﬁ6.7mm

PRODUCT SPECIFICATION POLAR CURVE &sse on p20 cri>90 000k) PRODUCT SPECIFICATION POLAR CURVE &sse on 1p20 cri>e0 6000k)

Dimension 5000mmx10mmx2mm Dimension 5000mmx10mmx2mm ‘900
Chip density 30LEDs/m,33.3mm pitch Chip density 60LEDs/m,16.7mm pitch
Step LEDs 5LEDS(24V)/3LEDs(12V) Step LEDs 6LEDS(24V)/3LEDs(12V) 7
Step length 167mm(24V)/100mm(12V) Step length 100mm(24V)/50mm(12V) 165.7
Power(W) 7.2Watt/meter Power(W) 14.4Watt/meter ‘”_M/ pss s
Voltage (V) DC24V/DC12V Voltage(V) DC24V/DC12V W-M
Current(A/m) 0.3A(24V)/0.6A(12V) Current(A/m) 0.6A(24V)/1.2A(12V) ‘——y 311.4
Copper foil 20z Copper foil 20z = 389.2
Ambient temperature -20°C~+50°C Ambient temperature 207075070 ’
C0/C180: — €90/C270: — CO: — C0/C180: — €90/C270: — CO: —
PRODUCT P HOTO M ETR I CS(The data base on IP20 24V) PRODUCT PHOTOM ETR | CS(\he data base on IP20 24V)
ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class ccT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>E0 CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>90| CRI>E0 CRI>80|CRI>80 CRI>90 | CRI>80 CRI>90| CRI>&0 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100 380.11 1520.09 52.79172.23 91.04 | 81.39 75.18 1 4.10 89.10180.18 101.16 198.10 AlA » 2100£100 777.0111065.07 53.96 | 73.96 91.10 1 81.50 75151 4.17 89.03 | 80.07 101.03198.14 AlA
» 2400£100 490.02 | 630.07 68.06 | 87.51 91.56 | 81.77 73.1413.76 90.07 182.01 100.15196.10 AT TA ) 2400£100 1008.1711296.20 70.01 1 90.01 91.57 [81.65 73.06 | 3.70 90.07 | 82.08 100.12196.14 AlA
» 2700100 525.111690.05 72.93 1 95.84 92.78 | 82.17 78.08 | 5. 14 91.03181.09 102.14 198.12 AT IA » 2700£100 1080.0311418.20 75.00 | 98.49 92.69 | 82.06 78.09 | 5.04 91.18 1 81.07 102.11198.10 AlA
» 3000100 555.20 | 715.02 77.11199.31 92.16 | 82.68 72.04 | 4.63 88.15182.16 101.18 195.05 AT TA » 3000£100 1137.1111468.14 78.97 | 101.95 92.02 [ 82.583 72.14 1 4.55 88.02 | 82.04 101.07195.15 AT TA
» 4000£200 585.141729.15 81.27 1101.27 91.60 | 82.20 75.08 | 3.54 90.05 [ 81.49 101.03 191.09 AT IA » 4000£200 1195.1011497.04 82.99 | 103.96 91.44182.08 75.08 | 3.68 90.10 | 81.49 101.05191.08 A" LA
» 6000£300 600.14 | 750.16 83.351104.19 92.24 1 83.17 76.1516.19 89.12182.03 100.19 196.09 AT LA » 6000£300 1235.0311540.12 85.77 | 106.95 92.36 183.14 76.05 1 6.19 89.03 | 82.20 100.01196.10 A LA
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5050SMD 96LEDs LED STRIP

» 5050 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

<P
.
S " O O O CRI g
BERO O ©° O O G Y | >
e P e ﬂ.ﬂ
= 5= 7 << -
ﬁ/ ' 120° 59890 = d"\f :
One Bin Dimmable Beam angle Cuttable 5m/Res| Lifetime Compliant LERRS :,\,_;rr\’f‘@
| 62.5 L
v 5199901910109 90:91010919:8] |- S Y I
‘ / \\ // /,
5000 ‘
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
62.5mm 5 » o 5 o 4mm 4mm 4mm
e o flme tem Jm | [Ca] [
DC24V: llla. IWEmm _temm | _temm | |_12.2mm | | t4mm | | | | t4mm
— - P20 P52 IP65H 1P65 IPE7E/IPE8
10.42mm

PRODUCT SPECIFICATION

235.1

352.6

470.1

Dimension 5000mmx12mmx2mm

Chip density 96LEDs/m,10.42mm pitch

Step LEDs 6LEDs

Step length 62.5mm

Power(W) 19.2Watt/meter

Voltage(V) DC24V W—M
Current(A/m) 0.8A 7

Copper foil 20z S

Ambient temperature -20°C~+50°C 0

587.7

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

ceT Lumen(im/m) Efficacy(Im/w) CRI R9

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80
» 2100£100 1056.0511440.09 55.00175.00 91.16181.34 75.1114.15
b 2400£100  1362.0211748.04  70.94191.04 91.65181.76 73.0413.64
b 2700100  1459.0111910.13  75.99199.49 92.74182.13 78.1015.14
» 3000100  1536.1311977.20 80.011102.98  92.09182.66 72.1914.70
b 4000£200  1612.1912016.09 83.971105.00  91.58182.09 75.1813.67
» 6000£300 1670.09 12073.17 86.981107.98 92.24183.09 76.0716.17
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Rf(Fidelity)
CRI>90|CRI>80

89.16180.06
90.17182.15
91.08181.02
88.10182.20
90.01181.31

89.19182.17

Rg(Gamut)
CRI>90|CRI>80

101.17198.06
100.17196.05
102.18198.17
101.08195.14
101.13191.01

100.03196.04

POLAR CU RVE([%aso on IP20 CRI>90 6000K)

EEI Class
CRI>90|CRI>80

5050SMD 120LEDs LED STRIP

» 5050 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

S

cAl P
N G Y g |
SSSs522 1 EB @ <
A VA
. o | | 50000 @‘
One Bin Dimmable Beam angle Cuttable 5m/Reel Llf;:l’:ne Compliant LERR

DIMENSIONS & WATERPROOF

|9

(ol e

g &

J; | ! (G

—
o
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o
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[<2]
£
(7]

17mm

Rmin=50mm

2. omm fm AImm | AImm

L 17mm |

| 50 8,35 16.7,
I T |
G © 15
B ©
5000
Red/black wire L=150mm, 18AWG Unit:mm
50mm
2mm
ocoav:y i ' @ 15mm e
Qe ' 1P20
e
16.7mm

PRODUCT SPECIFICATION

| 16.2mm

IP65H

| 17mm_ | |

IP65

190°

174.0

347.9

521.7

695.6

Dimension 5000mmx15mmx2mm

Chip density 120LEDs/m,16.7mm pitch

Step LEDs 6LEDs

Step length 50mm

Power(W) 28.8Watt/meter

Voltage(V) DC24V W—M
Current(A/m) 1.2A ]

Copper foil 20z o

Ambient temperature -20°C~+50°C 0

869.6

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(The data base on IP20 24V)

ceT Lumen(im/m) Efficacy(Im/w) CRI R9

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80
» 2100£100 15655.1312131.18 54.00174.00 91.09181.50 75.1014.18
b 2400£100  2016.1912590.19 70.01189.94 91.68181.75 78.0813.72
» 2700100  2160.1612830.09 75.01]98.27 92.73182.09 78.1015.12
»3000£100  2275.2012937.09 79.001101.98  92.04182.68 72.1714.62
» 4000£200 2390.1112995.14 82.991104.00 91.45182.06 75.0113.51
» 6000£300 2471.1513081.03 85.80/106.98 92.36183.04 76.1616.09

Rf(Fidelity)
CRI>90|CRI>80

89.08180.13
90.14182.05
91.17181.20
88.02182.15
90.01181.50

89.05182.15

Rg(Gamut)
CRI>90|CRI>80

101.18198.11
100.13196.10
102.03198.05
101.12195.18
101.20191.16

100.14196.19

P67

IP67E/IPE8

POLAR CU RVE([%aso on IP20 CRI>90 6000K)

EEI Class
CRI>90|CRI>80

BIA

AlA
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3528SMD 60LEDs LED STRIP

» 3528 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

= F
' " O OO
AR

PaN 0 VZaSN A2,
. 120 50000 @
. hours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant LERRS

DIMENSIONS & WATERPROOF

i8'3i16'7{

) 100

5000
Red/black wire L=150mm, 18AWG
50mm

100mm

Rmin=50mm

4mm 4mm Amm
i, fm [[m | [ =
| |

|_8.2mm | 10mm | | 10mm | 10mm |

! §ﬂ8mm b

fe—>]
16.7mm

PRODUlCT SPECIFICATION

IP52 IP65H P65 P67 IP67E/IP68

POLAR CU RVE(Base on P20 CRI>90 6000K)

Dimension 5000mmx8mmx2mm ‘900

Chip density 60LEDs/m,16.7mm pitch

Step LEDs 6LEDs(24V)/3LEDs(12V) %

Step length 100mm(24V)/50mm(12V) 65.0

Power(W) 4.8Watt/meter ;;M/ 97.4

Voltage(V) DC24V/DC12V ”‘M

Current(A/m) 0.2A(24V)/0.4A(12V) "’y 129.9

Copper foil 20z = 162.4

Ambient temperature -20°C~+50°C 0 0/C180: — C90/C270:— COr—

PRODUCT PHOTOMETRICS(W& data base on IP20 24V)
ccT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>80|CRI>80 CRI>80 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>80|CRI>80

» 2100£100 259.04 1 345.02 54.17172.15 93.14182.09 72.0116.15 87.16180.08 101.04191.09 AlA

) 2400£100 353.031408.05 73.77185.18 92.17182.49 80.0718.11 90.16179.02 103.03193.18 A" A

» 2700100 365.06 | 472.07 76.32198.55 93.10182.62 78.1816.19 91.20181.17 105.04194.07 A TA

» 3000100 393.07 | 480.04 82.10/1100.11 92.69181.77 84.1315.20 91.08182.16 102.11192.17 A" A

» 4000£200 410.031504.01 85.781105.05 91.13182.15 70.1715.09 91.02180.14 101.10193.14 A" TAY

» 6000£300 420.011508.06 87.691106.16 91.68182.61 77.1216.04 90.13178.08 101.06192.12 A" TAY
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3528SMD 120LeDs LED STRIP

» 3528 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

§F & F gF ot g CRI

QIR G Y -

B S S <

PN VZA

/O/ o | |5 50000 @‘
hours

One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compiiant AR

DIMENSIONS & WATERPROOF
4-]5_8.3‘

%o ave 4]

i 50

G40 918
|

[«

i[@)I
il[.}l 1
(o8 |

( [8

Unit:imm

pc2:

5000
Red/black wire L=150mm, 18AWG

25mm
DC12V:y 8mm

fe—f
8.3mm

PRODUCT SPECIFICATION

Dimension 5000mmx8mmx2mm
Chip density 120LEDs/m,8.3mm pitch
Step LEDs 6LEDs(24V)/3LEDs(12V)
Step length 50mm(24V)/25mm(12V)
Power(W) 9.6Watt/meter
Voltage(V) DC24V/DC12V
Current(A/m) 0.4A(24V)/0.8A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

PRODUCT PHOTOMETR'CS(Ihe data base on

cCT Lumen(im/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100  518.041690.01 53.96171.88 93.01182.10
» 2400100  700.111816.16 72.93185.02 92.02182.50
» 2700£100 730.17 1944.14 76.06198.35 93.03182.66
» 3000100  786.041960.16 81.881100.02 92.58181.74
» 4000200  820.1111008.13 85.43105.01 91.06182.03
» 6000£300 840.1511015.18 87.521105.75 91.63182.67

—
o
[}
o
2
[<2]
£
(7]

~

[ e
& T =T — el s
4 o} e e b
pa IS (SRS

Rmin=50mm

o 4mm 4mm 4mm
flm . Pl Tom [[m ] [ [Cm
L 8mm L 8mm | |_8.2mm | L__tomm | | 10mm | L__1omm |

P20 P52 IP65H IP65 P67

IP67E/IP68

POLAR CU RVE(Base on P20 CRI>90 6000K)

190°

59.1
118.3

= 295.6
0
€0/C180: — C90/C270: — CO: —
IP20 24V)
R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>Q0|CRI>80 CRI>90|CRI>80
72.1016.20 87.09180.06 101.06191.09 AlA
80.1218.09 90.20179.08  103.19193.20 ATA
78.2016.18 91.18181.09 105.15194.08 AT A
84.0515.08 91.20182.03  102.13192.06 A TA
70.1515.183 91.11180.09 101.191983.05 AT A
77.1616.02 90.12178.15  101.05192.04 ATA
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3528SMD 180LEDs LED STRIP

» 3528 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
CRI

Qo*‘g*‘o‘l‘m*‘m*‘g*‘
S

PN 0 77N\ gﬂ’“‘w&
. 120 50000 @
. hours
One Bin Dimmable Beam angle Cuttable 5m/Res| Lifetime Compliant o>

DIMENSIONS & WATERPROOF

33.3 277;.55i
= = 0= = = = = = %
610 B0 _GX0 B840 B/j8 %o
5000
Red/black wire L=150mm, 18AWG Unit:mm
33.3mm
oceaviy@ @80 B8 G |lomm
e
5.55mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx2mm
Chip density 180LEDs/m,5.55mm pitch
Step LEDs 6LEDs

Step length 33.83mm

Power(W) 14.4Watt/meter
Voltage(V) DC24V

Current(A/m) 0.6A

Copper folil 20z

Ambient temperature -20°C~+50°C

B e

Rmin=50mm

P Pl e, Tm] I_ i
| |_10.2mm | L 12mm | |__12mm | 12mm |

IPE7E/IPE8

IP65H IPB5 P87

POLAR CU RVE(Base on IP20 CRI>90 6000K)

PRODUCT PHOTOM ETRICS(Nhe data base on IP20 24V)

3528SMD 240LEDs LED STRIP

» 3528 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K
» White lights and R/G/B/Y and others colorful lights for option

» High quality PCB, high thermal 3M adhesive
CHI
.

» Provide 1BIN delivery

BN -
S Q*‘
e (S S

PN VZaXN R >,
. 120 50000 @
ours
One Bin Dimmable Beam angle Cuttable 5m/Resl Llfetime Compliant a5

DIMENSIONS & WATERPROOF

' i0Ebopo0iboag Kbgastd o
5000
Red/black wire L=150mm, 18AWG Unit:mm

12.5mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx2mm
Chip density 240LEDs/m,4.2mm pitch
Step LEDs BLEDs(24V)/3LEDs(12V)
Step length 25mm(24V)/12.5mm(12V)
Power(W) 19.2Watt/meter
Voltage(V) DC24V/DC12V
Current(A/m) 0.8A(24V)/1.6A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

PRODUCT PHOTOMETR'CS(The data base on

Rmin=50mm

o

i I- T s

|_10.2mm_| | 12mm | |__12mm | 12mm |

2mm 3mm 2.2mm
| tomm | |lomm |

P20 P52

IP65H IPB5 IPB7 IP67E/IP68

POLAR CU RVE(Baso on P20 CRI>90 6000K)

cCT Lumen(Im/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100 776.19110385.07 53.90171.88 93.12182.03
» 2400£100  1059.101224.02 73.55185.00 92.12182.54
» 2700100 1095.1411415.14 76.05198.27 93.11182.61
» 3000100  1179.051440.08 81.881100.01 92.61181.73
» 4000£200 1230.03 11512.09 85.421105.01 91.05182.16
» 6000£300 1260.1911520.16 87.511105.57 91.51182.70
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90°
88.7
177.4
TN
OM 443.4
0
€0/C180: — €90/€270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEl Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
72.0316.11 87.06 | 80.11 101.11191.08 AlA
80.1418.01 90.12179.17  103.18193.20 AlA
78.1916.083 91.03181.14 105.15194.20 AlA
84.07 1 5.15 91.11182.09  102.20192.03 ATTA
70.11 1510 91.08180.10 101.04 1 93.07 AT IA
77.1016.02 90.05178.06  101.12192.19 ATTA

CcCT Lumen(lm/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100 1036.14 11380.05 53.97171.88 93.19182.08
» 2400100  1412.0511632.07 73.54185.00 92.19182.45
» 2700£100 1460.1011888.18 76.05198.34 93.08 182.53
» 3000100  1572.1411920.03 81.881100.00  92.60181.74
» 4000£200 1640.1112016.15 85.421105.01 91.10182.02
» 6000£300 1680.03 12032.16 87.50 1 105.84 91.58182.72

90°
118.3
236.5
O’)/// 591.2
0
€0/C180: — C90/C270: — CO: —
IP20 24V)

R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
72.1616.16 87.19180.09 101.02191.15 BIA
80.1718.08 90.09179.16 103.05193.14 AlA
78.0816.07 91.06181.20 105.06194.16 AA
84.0715.06 91.16182.17  102.14192.13 AT TA
70.1115.14 91.13180.12 101.05193.04 AT TA
77.0316.02 90.01178.08 101.19192.11 AT TA

—
o
[}
o
2
[<2]
£
(7]
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3528SMD 240LeDs LED STRIP

» 3528 LED with broader luminous surface

3014SMD 60LEDs LED STRIP

» 3014 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

» Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery { A
'_ '_,,: B . ‘f
G Y {CR"- ey, —aliad;
ﬂ . ﬂ | B  To— -

—
o
[}
o
2
[<2]
£
(7]

ASTO0E

& & F gt CRI B & ¢
SRS G Y - Q S O N
N <X S S O
uw ¥
PN %:l VA AN PN %:l N S
' 120° @ 59890 @‘ ° 120° 59290 @‘
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant LERRS One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant 5>

DIMENSIONS & WATERPROOF DIMENSIONS & WATERPROOF

50 44‘1‘8.3} ‘

i

100

-

15 A s RN

o 0 0 0 0%

[@l@)]

B 7 N B N B 7 N B
5000 X~ ) o, 5000 . Y S_2
Red/black wire L=150mm, 18AWG Unit:mm Red/black wire L=150mm, 18AWG Unit:mm
Rmin=50mm Rmin=50mm
25mm
DC12V: 15mm DCl2v:Y, 3 Jamm
e omm 2.3mm 2.2mm Amm 4mm 4mm — . s ©amm 4mm 4mm 4mm
mm ew e e T &7 e e 2w, fa Timmm i
L tsmm | __i5mm | |_15.2mm | [_i7mm | | trmm | | i7mm ‘ 100mm ‘ [ 8mm [smm | 8.2mm | __tomm | _tomm | | iomm |
DC24V: 15mm 1P20 IP52 IP65H P65 P67 IP67E/IP68 P P20 IP52 IP65H P65 P67 IP67E/IP68
bc24v:ili 000 0 0 0 0 4i8mm
E=] P
§.3mm 16.7mm

PRODUCT SPEC'FICATION POLAR CURVE(Base on IP20 CRI>90 6000K) PRODUCT SPECIFICATION POLAR CURVE(Base on IP20 CRI>90 6000K)

Dimension 5000mmx15mmx2mm ‘900 Dimension 5000mmx8mmx1.2mm ‘900

Chip density 240LEDs/m,8.3mm pitch Chip density 60LEDs/m,16.7mm pitch

Step LEDs 12LEDs(24V)/6LEDs(12V) e Step LEDs 6LEDs(24V)/3LEDs(12V) o

Step length 50mm(24V)/25mm(12V) 155.7 Step length 100mm(24V)/50mm(12V) 102.8

Power(W) 19.2Watt/meter ;;M/ paa s Power(W) 7.2Watt/meter \”_M/ oy

Voltage(V) DC24V —M Voltage(V) DC24V/DC12V —M

Current(A/m) 0.8A(24V)/1.6A(12V) ‘,M e Current(A/m) 0.3A(24V)/0.6A(12V) ‘W%/ 2055

Copper foil 20z = 389.2 Copper foil 20z = 256.9

Ambient temperature -20°C~+50°C 0 C0/C180: — C90/C270:— COr Ambient temperature -20°C~+50°C 0 C0/CI80: — C90/C2T0:— COr

PRODUCT PHOTOM ETR I CS(The data base on IP20 24V) PRODUCT PHOTOM ETRICS(The data base on IP20 24V)
CcCT Lumen(im/m)  Efficacy(Im/w) CRI R9 Rf(Fidelity) Ra(Gamut) EEl Class CCT Lumen(im/m)  Efficacy(Im/w) CRI R9 Rf(Fidelity) Ra(Gamut) EEIl Class
(K) CRI>90|CRI>80 CRI>80|CRI>80 CRI>90|CRI>80  CRI>90 | CRI>80  CRI>90[CRI>80  CRI>90/CRI>80  CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>80|CRI>80 CRI>90[CRI>80  CRI>30 | CRI>80  CRI>90/CRI>80  CRI>90|CRI>80  CRI>90|CRI>80

»2100£100 1036.0711380.15 53.96171.88 93.081 82.0 72.2016.05 87.05180.20 101.06191.10 BIA » 2700100 636.04 | 756.04 88.341105.01 90.20181.65 65.13 1 4.55 90.06 180.06 99.12196.17 AT LA

» 2400£100 1412.0311632.06 73.54185.00 92.03 | 82.4 80.0818.13 90.18179.02 103.07193.08 AlA » 3000£100 640.141774.16 88.911107.52 91.07182.10 66.0816.03 90.20182.12 99.11196.12 A LA

» 2700100 1460.09]1888.19 76.05198.34 93.081 82.5 78.2016.18 91.16181.07 105.04194.02 AlA » 4000£200 714.201792.18 99.191110.03 90.07183.16 72.06110.08 89.12181.15 98.17194.19 A" LA

» 3000100 1572.1611920.06 81.881100.00 92.53 | 81.6 84.1715.02 91.19182.13 102.18192.09 AT TA » 6000£300 730.131800.12 101.411111.13 89.05183.16 69.03 1 7.05 87.09179.09 96.06195.13 AT TA

» 4000£200 1640.1612016.12 85.431105.01 91.021 82.0 70.1015.11 91.19180.04 101.09193.02 A" LA

» 6000£300 1680.0612032.20 87.501105.84 91.541 82.6 77.1016.083 90.07178.10 101.12192.15 A" TA
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3014SMD 70LeDs LED STRIP

» 3014 LED with broader luminous surface

) Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
ﬂ ﬂ

@J‘_ 0°\j‘~

v o
A Sl
v

S ¥ &
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/o’ = @ VS 2 — o
, %:' A
. 50000
. [ ] 120 hours
One Bin Oimmable Beam angle Cuttable 5m/Resl Lifetime Compliant

DIMENSIONS & WATERPROOF

100 7.15 14.3
(i 1 — FRRN >
o odo o o oiFie o owoffo o 0i3]s AT A
~4 \\_’/ \\—‘/
5000 N
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
| 100mm } T 4mm 4mm 4mm
DCZ4V”E§D 0 0 D 0 0 0 D;} IBmm %fMme | ‘f\m:mm | t\8.2mm | I\ 10mm_ | I\ 10mm | I\ 10mm |
14.3mm 1P20 IP52 IP65H P65 P67 IP67E/1P68

PRODUCT SPECIFICATION POLAR CURVE Esse onp20 cai> 50 600010

Dimension 5000mmx8mmx1.2mm ‘900
Chip density 70LEDs/m,14.3mm pitch

Step LEDs 7LEDs 09
Step length 100mm 119.0
Power(W) 7.2Watt/meter ;;W 1784

Voltage(V) DC24V *M
= 237.9

Current(A/m) 0.3A ’y
Copper foil 20z Bo 297.4
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOM ETR'CS(The data base on P20 24V)
cCT Lumen(im/m)  Efficacy(im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90/CRI>80  CRI>90 | CRI>80  CRI>90/CRI>80  CRI>90[CRI>80  CRI>90|CRI>&0
» 2700X100 742.18 | 882.11 103.081122.52 90.12181.68 65.0914.61 90.04 1 80.02 99.14196.19 AT AT
» 3000100 756.01 [ 900.11 105.001125.02 91.06182.17 66.0216.07 90.05[82.19 99.11196.20 AT AT
» 4000%£200 8383.07 | 924.18 115.701128.36 90.03183.13 72.16110.15 89.13181.18 98.06 194.04 AT AT
» 6000%£300 845.08 | 928.03 117.371128.89 89.16183.19 69.1617.03 87.09179.04 96.15195.083 AT A
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3014SMD 120LEDs LED STRIP

» 3014 LED with broader luminous surface

» Self-encapsulated design offers optional 2700-6000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
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One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant LERRS

DIMENSIONS & WATERPROOF

‘ 50 4.158.3
71 T

8
) 080 0 0Wo ngsﬁ 0 ofjo_0¥]s

+0c24v o2y + +DC24v. oczav+ @

‘ 5000
Red/black wire L=150mm, 18AWG Unit:mm

8.3mm

PRODUCT SPECIFICATION

Dimension 5000mmx8mmx1.2mm
Chip density 120LEDs/m,8.3mm pitch
Step LEDs 6LEDs(24V)/3LEDs(12V)
Step length 50mm(24V)/25mm(12V)
Power(W) 14.4Watt/meter
Voltage(V) DC24V/DC12V
Current(A/m) 0.6A(24V)/1.2A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C
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/ o~ (7]
.‘ 3 - g W -
' gt 0 N ‘ "
by i b v
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N vy L SR /‘:
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g Fi &
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Rmin=50mm

4mm 4mm 4m
P e, Tm, [[m ] [ [
| 8mm | 8mm |_8.2mm | | 10mm | |__10mm |

P20 IP52 IP65H P65 P67

m
—
|__10mm |

IPE7E/IPE8

POLAR CU RVE(BasC on IP20 CRI>90 6000K)

190°

102.1
204.1

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

cCT Lumen(Im/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2700100  1270.0911510.18 88.201104.87 90.04181.64
» 3000100  1278.1911550.03 88.761107.64 91.02182.05
» 4000£200 1425.0911580.17 98.961109.73 90.06183.15
» 6000£300  1450.0211598.02 100.701110.97 89.11183.13

= 510.2
0
€0/C180: — €90/C270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>Q0|CRI>80 CRI>90|CRI>80
65.0914.63 90.04180.19 99.06196.13 AT A
66.0416.04 90.02182.20 99.11196.01 AT TA
72.10110.08 89.02181.08 98.20194.06 AT TA
69.1617.16 87.07179.14 96.05195.14 AT A
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3014SMD 140LEDs LED STRIP

» 3014 LED with broader luminous surface

) Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
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One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant ARy

DIMENSIONS & WATERPROOF
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7.15mm

PRODUCT SPECIFICATION

Rmin=50mm

4mm 4mm 4mm
T e, fm [m ] [[CE [—me
|

| tomm | 1omm | |_10.2mm_| | 12mm | |__12mm | 12mm |

1P20 P52 IP65H P65 P67 IP67E/1P68

POLAR CU RVE(Base on P20 CRI>90 6000K)

3014SMD 240LEDs LED STRIP

» 3014 LED with broader luminous surface

» Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
G Y CRI'%
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DIMENSIONS & WATERPROOF
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PRODUCT SPECIFICATION
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Rmin=50mm

1 omm 1.5mm 1 4mm 4mm 4mm 4mm
e Tl Teme, [ D [me
L__10mm |_tomm | | 10.2mm | L i2mm L 12mm | L 12mm |
P20 IP52 IP65H P65 P67 IP67E/IPE8

POLAR CU RVE(Base on IP20 CRI>90 6000K)

Dimension 5000mmx10mmx1.2mm ‘900 Dimension 5000mmx10mmx1.2mm ‘900
Chip density 140LEDs/m,7.15mm pitch Chip density 240LEDs/m,4.2mm pitch
Step LEDs 7LEDs 1.6 Step LEDs 6LEDs(24V)/3LEDs(12V) 1787
Step length 50mm 235.1 Step length 25mm(24V)/12.5mm(12V) 347.5
Power(W) 14.4Watt/meter ;M/ w6 Power(W) 24Watt/meter QM 5210
Voltage(V) DC24V fM Voltage(V) DC24V/DC12V M
Current(A/m) 0.6A ‘W)A/// 4701 Current(A/m) 1A(24V)/2A(12V) "’y 694.7
Copper foil 20z = 587.7 Copper folil 20z = 868.5
Ambient temperature —00°C~+50°C 0 CO/CI80: — C90/CAT0r O Ambient temperature -20°C~+50°C 0 C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOMETRICS(Thedata base on IP20 24V) PRODUCT PHOTOMETRICS(The data base on IP20 24V)
cCT Lumen(im/m) Efficacy(im/w) CRI R9 Rf(Fidelity) Ra(Gamut) EEl Class CcCT Lumen(Im/m) Efficacy(Iim/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>B0 CRI>80| CRI>80 CRI>90/CRI>80  CRI>90 | CRI>80  CRI>90[CRI>80  CRI>90|CRI>80  CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>Q0/CRI>80  CRI>90 | CRI>80  CRI>90|CRI>80  CRI>90|CRI>80  CRI>90|CRI>80
» 2700100 1483.051750.17 102.991121.54 90.01181.70 65.1814.56 90.02180.18 99.04196.16 AT TA" » 2700%£100 2140.0512560.04 89.171106.67 90.17181.68 65.114.64 90.1180.03 99.19196.04 AT LA
» 3000100 1510.0411800.02 104.861125.00 91.18182.18 66.0116.02 90.03182.18 99.18196.08 AT TAY » 3000£100 2160.0912610.083 90.001108.75 91.08182.09 66.07 1 6.07 90.02 182.08 99.19196.08 AT TA
» 4000200 1660.0511840.15 115.281127.79 90.20183.16 72.18110.16 89.04181.19 98.05194.02 AT IAY ) 4000200 2433.1312640.09 101.381110.00 90.05 | 83.06 72.12110.16 89.07 1 81.14 98.17194.03 A" LA
» 6000300 1670.0811850.15 115.981128.48 89.07183.16 69.0317.19 87.05179.05 96.03195.18 AT LA » 6000300 2468.0212640.04 102.831110.00 89.14183.12 69.06 1 7.13 87.09179.11 96.19195.18 AT TA

60 | www.atendi.dk www.atendi.dk | 61




5630SMD 60LEDs LED STRIP

» 5630 LED with broader luminous surface

) Self-encapsulated design offers optional 2700-6000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

|
B & ¢ CRI
Q SE O S G Y s
S s 3
PN == VAN z
/O/ ° 120° 59890 @‘
One Bin Oimmable Beam angle Cuttable 5m/Resl Llfetime Compliant

DIMENSIONS & WATERPROOF

| 100

dm= @0 @ 0 0 0w0Ziow0]magho

le
‘ 5000
Red/black wire L=150mm, 18AWG

50mm
DC12V:E Omm

| 100mm
pc2av:Li 0 v @ 0 0

[ —
16.7mm

PRODUCT SPECIFICATION

——f
16.7mm

g e [:]gi(immm

Dimension 5000mmx10mmx1.2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs 6LEDs(24V)/3LEDs(12V)

Step length 100mm(24V)/50mm(12V)

Power(W) 14.4Watt/meter
Voltage(V) DC24V/DC12V
Current(A/m) 0.6A(24V)/1.2A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

™ & i i T ue - —
T b U milr il “
///H\\ = ".—.\\\ = .~ .—|\\\
’ \\\ " \‘\ %
Rmin=50mm
T omm 1.5mm 1 4mm 4mm 4mm 4mm
T e, fem [[wm | [Ce] [m
|_tomm | _tomm | | 10.2mm_| | 12mm | L 12mm__| L 12mm |
1P20 P52 IP65H P65 P67 IP67E/1P68

POLAR CU RVE(Baso on P20 CRI>90 6000K)

190°

104.4

208.8

‘ﬁ/ N
[ 417.5

PRODUCT PHOTOM ETR'CS(The data base on IP20 24V)

5630SMD 120LEDs LED STRIP

» 5630 LED with broader luminous surface

» Self-encapsulated design offers optional 2700-6000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

S~ |7 oo
,
. 50000
. [ ] 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant AR

DIMENSIONS & WATERPROOF

| 50 4-1‘_5%8.3i
v [ 000 D0I0X0 000 0HO10% o
| 5000
Red/black wire L=150mm, 18AWG Unit:mm
50mm
oczav:X[] o0 Oe0IQ¥ Jromm
8.3mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 120LEDs/m,8.3mm pitch
Step LEDs 6LEDs

Step length 50mm

Power(W) 24Watt/meter
Voltage(V) DC24V

Current(A/m) 1A

Copper foil 20z

Ambient temperature -20°C~+50°C

1S
)
[«
(&)
2
()]
Do s £
W (7]
)
| »
| }4-;gi . o
A = /,-g: i
= »r‘ ‘ i
S B
g1 & b
R
= == S
8 18 b §
// -—|\\ — /’.—. \\ — ’/-—|\‘
! . " \\ Z
Rmin=50mm

4mm 4mm 4mm
1.2 1.5 1.4mm
e Tl Teme, [ [ [
_tomm__| _tomm | |_10.2mm | L 12mm | | 12mm | | temm |
P20 IP52 IP65H P65 P67 IP67E/IPE8

POLAR CU RVE([%aSC on IP20 CRI>90 6000K)

190°

177.4

[ 532.0

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

CCT
(K)

» 2700%£100
» 3000100
» 4000£200

» 6250+250
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Lumen(im/m)
CRI>90|CRI>80

1195.1511411.17
1375.1211584.20
1468.2011680.19

1483.1511700.11

Efficacy(Im/w)
CRI>90|CRI>80

83.00198.00
95.491110.01
101.961116.68

103.001118.06

CRI
CRI>90|CRI>80

90.17181.35
90.64182.13
91.11181.06

90.30181.66

= 521.9
0
€0/C180: — €90/C270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>Q0|CRI>80 CRI>90[CRI>80
56.1015.03 89.20181.03 99.1314.17 AT A
55.0117.11 88.17176.03 98.1816.07 AT TA
65.1215.13 89.19182.01 100.1415.10 AT A
48.0816.06 86.19180.07 99.0213.53 AT TA

CCT
(K)

) 2700100
» 3000100
» 4000%£200

» 6250250

Lumen(lm/m)
CRI>90|CRI>80

2035.0712400.14
2340.1312700.14
2495.1212856.03

2520.0912892.06

Efficacy(Im/w)
CRI>90|CRI>80

84.791100.01
97.511112.51
103.961119.00

105.001120.50

CRlI
CRI>90|CRI>80

90.05181.22
90.69182.14
91.16181.01

90.32181.62

= 886.8
0
€0/C180: — €90/C270: — CO: —
R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
56.1615.04 89.19181.08 99.044.03 AT TA
55.0917.08 88.05176.20 98.1316.11 AT LA
65.1415.17 89.12182.05 100.1315.06 AT TA
48.07 16.06 86.05180.06 99.0313.63 AT A
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Turnable white series

This series is designed with dynamic color changes together with the possibility of modulating the CCT

and brightness, offering important opportunities for designing and creating environments with a variety of
styles in various spaces, such as home, casino and hotel.
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TW STRIP

» 2835 LED Warm white+cool white tunable strip

» Self-encapsulated design offers optional 1800-10000K
» White lights and R/G/B/Y and others colorful lights for o
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

o o b gt ok
O O O & O O
‘1:\ (pr (‘:\Q %QQ ng Q)QQ

ption

Turnable White

PN (%u
' 120° @
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant aGss
DIMENSIONS &
‘ 125 8.917.85
T & i i oo BFH mim|oim o & o e
|

5000
3 pin wire L=150mm, 20AWG

125mm {

DCZ4V11§§© 1D BIte o GBq]1omm

R
17.85mm

PRODUCT

Dimension 5000mmx10mmx1.2mm
Chip density 112LEDs/m,17.85mm pitch
Step LEDs 14LEDs
Step length 125mm
Power(W) 19.2Watt/meter
Voltage(V) DC24V
Current(A/m) 0.8A
Copper foil 20z
Ambient temperature -20°C~+50°C
PRODUCT

CCT Lumen(im/m) Efficacy(Im/w)

CRI>90 CRI>90

» 2700£100 911.64 94.96
» 60001300 1120.01 116.67
»2700+6000 2003.15 104.33

CRI
CRI>90

95.34
95.20

96.50

Unit:mm

4m

Rmin=50mm

mm

. mo 1.4 ul S -
Ty e, Teme ([m ] [Cm] [ Cm
|

L 1omm L 1omm |_10.2mm | | i2mm |_12mm | 12mm |
1P20 P52 IP65H 1P65 1P67 IP67E/IP68
-+ + [+ +1g0°
/ /141.0
282.0
422.9
563.9
60 704.9
€0/C180: — €90/C270:— CO: —
R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 CRI>90 CRI>90 CRI>90
81.64 94.99 100.18 B
87.95 91.96 104.85 A
82.57 95.04 100.08 A"
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TW STRIP 28355MD 120LEDs

» 2835 LED Warm white+cool white tunable strip

» Self-encapsulated design offers optional 1800-10000K
» White lights and R/G/B/Y and others colorful lights for option

» High quality PCB, high thermal 3M adhesive
CRI
.

» Provide 1BIN delivery

o o+
‘@Q@Q Sy

Q
O O
S P oS s

/o/ P %:, @ VN 2,
,
. 50000
. o 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Campliant s>

DIMENSIONS & WATERPROOF

i 100 GAALNY
T Be00e00 00100 E0EO0000000 Q0|0 eEGe fio
k 5000

3 pin wire L=150mm, 20AWG Unit:imm

50mm

16.7mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 120LEDs/m,16.7mm pitch
Step LEDs 12LEDs(24V)/6LEDs(12V)
Step length 100mm(24V)/50mm(12V)
Power(W) 24Watt/meter

Voltage(V) DC24V/DC12V
Current(A/m) 1A(24V)/2A(12V)

Copper foil 20z

Ambient temperature -20°C~+50°C

-~

| . + DC24V ~ e s
1 .

@ IS IO EE B
=
rﬁfbczw | I il,,
— hw,:-j ;\:l E ;j = hesee) =

Rmin=50mm

B WS, U | I_ T

| tomm | | 1omm |_10.2mm_| L 12mm | |__12mm | 12mm |

1P20 P52 IP65H P65 P67 IP67E/1P68

POLAR CU RVE(Base on IP20 CRI>90 2700K+6000K)

190°

152.1

NS
\M 456.1
[ 608.2

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

CCT Lumen(lm/m) Efficacy(im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2700%100 978.1411320.49 81.511110.04  92.00183.72
» 6000£300  1204.1211429.76 100.34(119.15  94.97183.29
» 270046000 2160.5812753.01 90.02|114.71 97.29185.07
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= 760.3
0
€0/C180: — C90/C270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEIl Class
CRI>90 | CRI>80  CRI>90|CRI>E0 CRI>90|CRI>80 CRI>90|CRI>80
83.33]10.21 90.21184.15 104.361100.99 B IB
84.6018.35 92.21190.49 104.74199.19 B [A
78.1518.15 93.58181.23 104.10198.76 AT A

TW STRIP 3014smD 224LEDs

» 3014 LED Warm white+cool white tunable strip

» Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery :g
£
=

B - o 2
S N N Q CRI
Q N Q Q G Y -] o)

({,\ N © >90 2
5
(=

PN 77N\ },“HM,‘
. 120 50000 @
. hours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant JERe

DIMENSIONS & WATERPROOF

‘ 62.5 4.47 8.93
\ T £7 N SRR
I w wew 080 O 0 W W /{uuauu IR I1o S e —— =
5000 =
3pin wire L=150mm, 20AWG Unit:mm Rmin=50mm
= g2.5omm F e tZme, Tm] I_ T
DC24V: Em mem mem m ania I]Omm L 10mm L 10mm |_10.2mm | | temm | |__12mm |__12mm__|

P20 IP52 IP65H IPB5 IPB7 IP67E/IPE8

fe—
8.93mm

PRODUCT SPECIFICATION POLAR CURVE sase on ip20 cri>90 2700k+6000K)

Dimension 5000mmx10mmx1.2mm
Chip density 224LEDs/m,8.93mm pitch
Step LEDs 14LEDs

Step length 62.5mm

Power(W) 23Watt/meter

Voltage(V) DC24V

Current(A/m) 0.95A

Copper foil 20z

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

ceT Lumen(im/m)  Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
) 2700100 1191.5611414.46 103.611123.00 91.91184.04 65.8115.10 90.45182.17 104.40196.05 B IA
» 6000£300  1367.5011488.48  118.911129.43 89.58185.29  74.74112.45 90.10183.05 99.33197.66 A LA
»2700+6000 2534.6312864.25 110.201124.53 92.26186.82 75.44112.68 92.22184.60 101.41194.68 A" AT
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TW STRIP 1808sMp 364LEDs

» 1808 LED with broader luminous surface

) Self-encapsulated design offers optional 2000-6000K

@’
) Eight white colors temperature for option S
» High quality PCB, high thermal 3M adhesive ¢ L4
» Provide 1BIN delivery (‘7 g

—aet
N %:u 77N\ 84N Mg
/ . 120° @ 59000 e
One Bin Dimmable Beam angle Cuttable 5m/Reel Llf::;:ne Compliant ARy
2.75
38.5 £55 _ _— _
T w w we nnnunwn‘ﬁ,ihﬁm W e e V“Eé_Eﬁnw 00 00800 CONCO mﬁﬁih;r{{un 0o e “Eﬁmo —— N — = . e
| . NEEV
‘ 5000 ) Roin=50
3 pin wire L=150mm, 20AWG Unit:mm min=50mm
4mm 4mm 4mm
e Ay e, fim [ ] [[Cm [ me
DG24V: 0000 o mlmn.u.dﬂ I10mm | 1omm | 1omm |_10.2mm_| |__12mm | |__12mm | |__temm
e - 1P20 P52 1P65H P65 P67 IP67E/1P68
5.5mm
PRODUCT SPECIFICATION POLAR CURVE sase on 120 2700k+6000k)
Dimension 5000mmx10mmx1.4mm ‘ o
90
Chip density 364LEDs/m,5.5mm pitch
Step LEDs 14LEDs 142.5
Step length 38.5mm 285.0
Power(W) 20Watt/meter W
= 427.3
Voltage(V) DC24V M
[ 569.8
Current(A/m) 0.83A y
Copper foil 20z 712.3
00
Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETR'CS(ThO data base on IP20 24V CRI > 95)

CCT Lumen Efficacy CRI RO Rf Rg EEl Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut)

) 2700£100 951.2 95.12 96.14 92.12 90.82 91.11 B

» 6000£300 1002.8 100.28 97.21 96.15 96.39 100.43 B

» 2700+6000 2024.20 101.21 98.28 97.25 97.35 100.18 A’
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TW STRIP 1808sSMD 240LEDs

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K

» Eight white colors temperature for option o > - K. — E™
. . . . ‘¥ = g - o T
» High quality PCB, high thermal 3M adhesive . & ,@0”‘ "
. . ¢ o >
» Provide 1BIN delivery 4 y ) =
{ {=
D) i 4 B % ;
F S et o |#eni W : 2 " =
SO ELSS LSS 595 Ta i @ 2
P VU o Rt Firre et L TN g
g et Pon WIS 8416 80 =
ol o S
/\ 7/7\\ }P“HM» § e - | ol
/O’ . 120 % 50000 @‘
One Bin Dimmable Beam angle Cuttable 5m/Reel Llf;:l’:ne Compliant FERRS

DIMENSIONS & WATERPROOF

’ 50 4-15“‘ 8A3i
= w weovws weew s wIw 0w d(men e 00 J5mm L a e N o
| N ! N .
‘ 5000
3 pin wire L=150mm, 20AWG Unit:mm Rmin=50mm
1.4mm 1.6mm Amm
1 Somm | fplil T Tl
DC24V:E W W e 00 v D0 en 00w 09 Jomm psmm | 52mm | | 7mm |
P20 IP65H IP65

8.3mm

PRODUCT SPECIFICATION POLAR CURVE &sse on 1p20 2700k +6000%)

Dimension 5000mmx5mmx1.4mm ‘900
Chip density 240LEDs/m,8.3mm pitch

Step LEDs 12LEDs 758
Step length 50mm

150.6

Power(W) 12Watt/meter ’;M/
[ 225.8

Voltage(V) DC24V M

Current(A/m) 0.5A IS y 301.1

Copper foil

20z 376.4

Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(W(& data base on IP20 24V CRI > 95)

CCT Lumen Efficacy CRI R9 Rf Rg EEI Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut)

» 2700£100 493.27 82.21 97.62 91.23 93.53 93.39 B

» 6000£300 581.46 96.91 96.85 94.66 96.39 97.85 B

» 2700+6000 1069.61 89.13 98.25 95.24 98.45 101.53 A
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RGB

» 5050 LED with broader luminous surface

) Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

> widely adaptable to all types of controllers & Ll
- i
AN 77 S s =8
Qe Ee
R G BX | rf u | S ri S Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant PERRC
2
This series can be connected to the lighting control system or work with the independent controller. o
o
It is widely used in residential space, exhibition, leisure & entertainment environments, and decoration o
s _ | GG DIMENSIONS & °
lighting, atmosphere creation and scenarios change in holidays. g
i 167 3 o
‘ i EXEEEERNL
5000 1 ’ N4

4 pin wire L=150mm, 20AWG Unit:mm
Rmin=50mm

. . 4mm 4mm 4mm
Y il Peme [[m ] ([ [
_12mm |

| 167mm . L 10mm | L 10mm | | 10.2mm | | 12mm | | d2mm |
DC24V: (B « @ « ® @ & 3 J1omm 1P20 P52 IP65H P65 P67 IPE7E/IP6S
—>]
33.3mm

PRODUCT POLAR
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Dimension

5000mmx10mmx2mm

T+ —190°
Chip density 30LEDs/m,33.3mm pitch NN . | /
Step LEDs 5LEDs(24V)/3LEDs(12V) s
Step length 167mm(24V)/100mm(12V) 155.7
Power(W) 7.2Watt/meter
233.5
Voltage(V) DC24V/DC12V
311.4
Current(A/m) 0.3A(24V)/0.6A(12V)
Copper foil 20z 389.2
Ambient temperature -20°C~+50°C
€0/C180: — €90/C270: — CO: —
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
> Red 2.4 66.09 27.54 632.12 622.18 = =
» Green 2.4 218.09 90.87 517.10 523.08 - -
>  Blue 2.4 40.06 16.69 462.14 466.01 = =
4 RGB 7.2 316.08 43.90 - - 39012.80 57.08
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RGB 5050SMD 60LEDs

» 5050 LED with broader luminous surface
» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» widely adaptable to all types of controllers

'y !
P VZN 1SRN Seat i “
QLEEeEE ;
Dimmable Beam angle Cuttable 5m/Res) Lifetime Compliant sy | 3 L
‘ 100 8.316.7,
I 1
- i ' " ' " // ' i I1o ,/’”\\ ,"—\\ I/'"\\
5000 ' o N
4 pin wire L=150mm, 20AWG Unit:mm
Rmin=50mm
DC12V:f: 10mm
4mm 4mm 4mm
Coomm £ o e, fim [ ] [[Cm [ Cm
L 10mm _1omm L 10.2mm | L 12mm | L 12mm | L 12mm |
DC24V: R - TN immm 1P20 P52 IP65H P65 P67 IP67E/IP68
—>
16.7mm
PRODUCT SPECIFICATION POLAR CURVE @&sse on ip20 rae)
Dimension 5000mmx10mmx2mm
—90°
Chip density 60LEDs/m,16.7mm pitch
Step LEDs 6LEDs(24V)/3LEDs(12V) e
Step length 100mm(24V)/50mm(12V) 155.7
Power(W) 14.4Watt/meter ’;/Xr;></xﬁﬁ<z/
= 233.5
Voltage(V) DC24V/DC12V fM
= 311.4
Current(A/m) 0.6A(24V)/1.2A(12V) G/A///
Copper foil 20z OD 389.2
Ambient temperature -20°C~+50°C
C0/C180: — C90/C270: — CO: —
PRODUCT PHOTOM ETRICSUhe data base on P20 24V)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRlI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
» Red 4.8 132.13 27.53 632.10 622.17 = =
» Green 4.8 434.08 90.43 517.01 523.20 - -
» Blue 4.8 79.08 16.48 462.09 466.15 - -
» RGB 14.4 635.13 44 .11 - - 39015.80 57.18
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RGB 5050SMD 96LEDs

» 5050 LED with broader luminous surface
) Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

> widely adaptable to all types of controllers

PN VAN A=
G ./ 1200 % 59000 M @A .
hours
Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant Gy - i

DIMENSIONS & WATERPROOF

3
b=
=}
[e]
(&)
x
1]
O
o

i 62.5 5.21 1042 ]
O EE e ErEEE BED @) ® AN N LN A
e N5 \\_‘,'
‘ 5000
4 pin wire L=150mm, 20AWG Unit:mm Rmin=50mm
- 62.5mm o 5 amm 2 omm 4mm 4mm 4mm
Lo o e tem [[w | [Ca] [
L 12mm | L temm | | 12.2mm | L 14mm | L t4mm | L t4mm |
1mm P20 P52 IP65H IP65 P67 IP67E/IPE8
PRODUCT SPECIFICATION POLAR CURVE &ase on ip20 ree)
Dimension 5000mmx12mmx2mm
90°
Chip density 96LEDs/m,10.4mm pitch
Step LEDs 6LEDs 77.8
Step length 62.5mm 155.7
Power(W) 23Watt/meter 7%
e 233.5
Voltage(V) DC24V *M
Current(A/m) 0.96A [ y 311.4
Copper foil 20z 0° 389.2
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOMETR'CS(The data base on P20 24V)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
> Red 7.66 210.03 27.42 632.14 622.01 = =
» Green 7.66 700.16 91.40 517.17 523.10 - -
> Blue 7.66 127.15 16.60 462.18 466.15 - -
> RGB 23.0 1010.11 43.92 - - 39024.90 57.09
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RGB 5050sMD 120LEDs

» 5050 LED with broader luminous surface
» Self-encapsulated design
» High quality pcb, high thermal 3M adhesive

» widely adaptable to all types of controllers
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DIMENSIONS & WATERPROOF

50 8.3 16.7
i

V@ e @

20

5000
4 pin wire L=150mm, 20AWG

DC24V 20mm

PRODUCT SPECIFICATION

Dimension 5000mmx20mmx2mm
Chip density 120LEDs/m,16.7mm pitch
Step LEDs 6LEDs

Step length 50mm

Power(W) 28.8Watt/meter
Voltage(V) DC24V

Current(A/m) 1.2A

Copper folil 20z

Ambient temperature -20°C~+50°C

Unitimm

Rmin=50mm

mm

PRODUCT PHOTOM ETRICSUhe data base on IP20 24V)

Color Power Lumen Efficacy
(w/m) (Im/m) (Im/w)
4 Red 9.6 264.02 27.50
» Green 9.6 868.18 90.44
»  Blue 9.6 1569.14 16.58
» RGB 28.8 1267.02 43.99
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4mm 4mm 4
o om i e Tmm) [ [
L 20mm |_20mm L_20.2mm | L 22mm | L 22mm | L_22mm |
1P20 P52 IP65H P65 IP67 IP67E/IP68
POLAR CU RVE(Base on IP20 RGB)
€0/C180: — €90/C270: — CO: —
Peak Dominant
Wavelength Wavelength CCT CRI
(nm) (nm) (K)
632.07 622.03 - -
517.02 523.16 - -
462.14 466.12 - -
- - 39030.00 57.16

RGB 38383MD 120LEDs

) 3838 LED with broader luminous surface
» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» widely adaptable to all types of controllers

A 7
/ % ( %
_ [ ] 120° 59390
Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant

CLED .
-*@( :
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DIMENSIONS & WATERPROOF

50 4.15 8.3

5000
4 pin wire L=150mm, 20AWG

| 50mm |

B Fiif Foy Fa? taf faf i § 5mm

B FolF {Fa{ gy [ 6mm
e

8.3mm

PRODUCT SPECIFICATION

DC24v:

Dimension 5000mmx(5)6mmx2mm

Chip density 120LEDs/m,8.3mm LED pitch
Step LEDs 6LEDs

Step length 50mm

Power(W) 10Watt/meter

Voltage(V) DC24V

Current(A/m) 0.42A

Copper foil 20z

Ambient temperature -20°C~+50°C

PRODUCT PHOTOMETRICS(W& data base on IP20 24V)

Color Power Lumen Efficacy
(w/m) (Im/m) (Im/w)
» Red 3.22 84.20 26.15
> Green 3.49 278.54 79.81
14 Blue 3.29 62.02 18.85
4 RGB 10 417.50 41.75

Unit:mm

‘ CEif Ea{ Ea Ea{ Fad FI{ i { En{ Ea{ Ead Fad Fid B ERL /ﬂ'ﬂlﬂi‘ +5(6)
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EBoloE oup N0 M oer o BN i Bh o e
S
‘€
o
o
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X
m
(O]
2
Rmin=50mm
4mm
U i . j ———
(5)6mm (5.2)6.2mm 7mm
1P20 IP65H IP65
POLAR CU RVE(Base on IP20 RGB)
90°
77.8
L y 311.4
= 389.2
0
C0/C180: — €90/C€270: — CO: —
Peak Dominant
Wavelength Wavelength CCT CRI
(nm) (nm) (K)
631.2 621.6 = =
517.1 524 - -
462.8 467.6 - -
- 100000 60.7
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RGB 3838sMD 120LEDs

» 3838 LED with broader luminous surface

» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» widely adaptable to all types of controllers
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i 5? % 50000
- [ ] 120 e H
Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant

DIMENSIONS & WATERPROOF

83
e
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5000 - - =
4 pin wire L=150mm, 20AWG Unit:mm Rmin=50mm
50mm 0o 4mm 4mm 4mm
o +2av e | 2mm 2.3mm. mm
DC24v: E{:]' Cral) (el el 18(10)””“ f\(s)mmm ) lT(smmm ) :LZZ)IO,ZWM‘ 11 (10)12mm | I\ (10)12mm | I\ (10)12mm |
Sﬁm P20 IP52 IP65H P65 IP67 IP67E/1P68
PRODUCT SPECIFICATION POLAR CURVE &ase on 120 rae)
Dimension 5000mmx(8)10mmx2mm
Chip density 120LEDs/m,8.3mm LED pitch
Step LEDs 6LEDs
Step length 50mm
Power(W) 14.4Watt/meter
Voltage(V) DC24V
Current(A/m) 0.6A
Copper folil 20z
Ambient temperature -20°C~+50°C
C0/C180: — C90/C270: — CO: —
PRODUCT P HOTO M ETR I CS(Khe data base on P20 24V)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
» Red 4.382 114.7 26.18 631.2 621.6 = =
» Green 5.354 427.7 79.89 5171 524 - -
14 Blue 4.939 92.59 18.75 462.8 467.6 - -
» RGB 14.82 618.3 41.72 - - 100000 67.7
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RGB 38383MD 168LEDs

) 3838 LED with broader luminous surface

» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» widely adaptable to all types of controllers

, 2
[} 120° 50000 @ g ; {5
Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliart a5 5

DIMENSIONS & WATERPROOF

35.7 298 595

GO o o] Jio

RGBX Colorful

I

5000 . N —
4 pin wire L=150mm, 20AWG Unit:mm Rmn=50mm
35.7mm 4mm 4mm 4mm
2mm 2.3mm 2.2mm
e = —_— —- | —_
DCMV:%}@l@l@l@le-: 1omm :LT_m-mm_‘ f\_w-mm_\ % I\ Im\ Iw lomm |
5 Z?mm P20 P52 IP65H IP65 P67 IP67E/IP68
PRODUCT SPECIFICATION POLAR CURVE @&ese on 120 24v)
Dimension 5000mmx10mmx2mm
Chip density 168LEDs/m,5.95mm pitch
Step LEDs B6LED
Step length 35.7mm .
Power(W) 24Watt/meter ”_M/
e 213.0
Voltage(V) DC24V *M
Current(A/m) 1A ] y 284.1
Copper foil 30z 00 355.1
Ambient temperature -20°C~+50°C
C0/C180: — C€90/C270: — CO: —
PRODUCT PH OTOM ETR | CS(Tho data base on P20 24V)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
> Red 7.72 208.21 26.97 632 622 = =
» Green 8.38 670.32 79.99 517 523 - -
14 Blue 7.90 149.94 18.98 462 466 - -
14 RGB 24.00 1009.2 42.05 - - 42163K 49.5
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RGB+W 5050sMD 60LEDs

» 5050 LED with broader luminous surface

» Self-encapsulated design

» RGB+white colorful strip

» High quality PCB, high thermal 3M adhesive

) widely adaptable to all types of RGBW controllers
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. 50000
. [ ] 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant LERRS

DIMENSIONS & WATERPROOF

‘ 167 8.316.7,
\ T 1
'-‘L |||||||[(:)jn|||n[(;)j III”@IIII: N\ N\ N\
| 5000 ‘ NN
5 pin wire L=150mm, 20AWG Unit:mm " ="
Rmin=50mm
} 100mm }
pclav:i g+ @wud i gu® g ] omm , , i
. o 5o mm mm mm
16.7mm o P e flme (] e ]
P | | 10mm__ | I 10mm | | 10.2mm | | 12mm | | 12mm | | 12mm |
DC24V:E B 1@ n@  Qu@  pupr ®oany ] omm 1P20 IP52 IP85H P65 P67 IP67E/IP68
>
16.7mm

PRODUCT SPECIFICATION POLAR CURVE gsse on ip20 cri>90 Ree-+6000k)

Dimension 5000mmx10mmx2mm | °
=90

Chip density 60LEDs/m,16.7mm LED pitch
Step LEDs 10LED(24V)BLED(12V) 642
Step length 167mm(24V)/100mm(12V) 129.0
Power(W) 14.4Watt/meter M/

= 193.4
Voltage(V) DC24V/DC12V W‘M

= 257.9
Current(A/m) 0.6A(24V)/1.2A(12V) ,,))//'/
Copper foil 20z 322.3

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETR'CS(The data base on P20 24V)

CCT Power Lumen(lm/m) Efficacy(Im/w) CRI

(K) (w/m) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>B0
» RGB+2100 14.4 696.12 1836.18 48.34 | 58.07 47.20 | 40.12
» RGB+2400 14.4 806.03 | 946.05 55.97 165.70 54.19 | 48.08
» RGB+2700 14.4 840.1311000.20 58.34 [ 69.46 63.05 1 50.08
» RGB+3000 14.4 870.0111030.03 60.42 1 71.53 65.09 | 52.02
» RGB+4000 14.4 900.08 | 1045.04 62.51 | 72.57 70.12 160.01
» RGB+6000 14.4 916.03 | 1066.16 63.61 | 74.04 76.04 163.17
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RGB+W 5050sMD 96LEDs

» 5050 LED with broader luminous surface

» Self-encapsulated design

» RGB+white colorful strip

» High quality PCB, high thermal 3M adhesive

) widely adaptable to all types of RGBW controllers

<CHI‘

PN VZa N o,
, 5 i
s 120- 50000
ours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant e,

DIMENSIONS & WATERPROOF
| 125 5.2110.42

NS0 9001810 ® D1@r D Y

" JiEl :
‘ 5000 4
5 pin wire L=150mm, 20AWG Unit:mm R Y N

125mm Rmin=50mm
>
§ " " " " 0 :EiWme %m :L273mm 2.2mm Im’” Imm Imm
> L 12mm | L 12mm | | 12.2mm | | tamm | | t4mm | t4mm
10.42mm ! '
P20 P52 IP65H IP65 P67 IP67E/IP68

PRODUCT SPECIFICATION POLAR CURVE gese on 1p20 cai> 90 Ras +6000k)

Dimension 5000mmx12mmx2mm \900
Chip density 96LEDs/m,10.42mm pitch

Step LEDs 12LED 105:8
Step length 125mm 210.6
Power(W) 23Watt/meter \”_W a15 8
Voltage(V) DC24V W‘M

Current(A/m) 0.96A i%/ 4211
Copper foil 20z 526.5

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(The data base on P20 24V)

CCT Power Lumen(Im/m) Efficacy(Im/w) CRI

(K) (w/m) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» RGB+2100 23 1128.1211360.09 49.05159.13 4713 14012
» RGB+2400 23 1310.0811544.06 56.96 | 67.13 54.06 | 48.17
» RGB+2700 23 1372.1111642.18 59.66 | 71.40 63.10 1 50.05
» RGB+3000 23 1418.2011682.14 61.66 | 73.14 65.05 [ 52.13
» RGB+4000 23 1465.1911704.13 63.70 | 74.09 70.07 1 60.083
» RGB+6000 23 1496.09/1740.03 65.05 | 75.65 76.07 | 63.16
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RGB+W 5050sMD 120LEDs

» 5050 LED with broader luminous surface

» Self-encapsulated design

» RGB+white colorful strip

» High quality PCB, high thermal 3M adhesive

) widely adaptable to all types of RGBW controllers

S & F gt o cAl
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One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant FERRS

DIMENSIONS & WATERPROOF

20

: 5000
5 pinwire L=150mm, 20AWG

Unit:mm
100mm
e @@ . Q0@ @
DC24V: H 2
Bl 0 B0 omm

PRODUCT SPECIFICATION

m /,_\\ m
L= P=1 P P o
N Ll N ’
= N

Rmin=50mm

2.3mm

o e

4mm 4mm 4mm
[mm| [ [
20mm |22mm__| |_22mm | L_22mm |

1P52 P65

L 20mm L
1P20

P67 IP67E/1PE8

POLAR CU RVE([Baso on IP20 CRI>90 RGB+6000K)

RGBW 5050sMD 60LEDs (4 in 1)

» 5050 LED RGB+white 4 chips in 1LED colorful strip
» High quality PCB,high thermal 3M adhesive
» Widely adaptable to all types of RGBW controllers

/\QQ*- & & & (forty
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¢ | | | 5000 | (@)
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PRODUCT SPECIFICATION
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Unit:mm
Rmin=50mm
omm 2 3mm 2.0mm 4mm 4mm 4mm
A e e Tem [[m ] [ =
L temm | 12mm |_12.2mm | | t4mm |__14mm | |__l4mm |
1P20 1P52 IP65H IP65 P67 IP67E/IP68

PO LAR CU RVE(Baso on IP20 RGB+6000K)

Dimension 5000mmx20mmx2mm ‘900 Dimension 5000mmx12mmx2mm ‘900
Chip density 120LEDs/m,16.7mm pitch Chip density 60LEDs/m,16.7mm pitch

Step LEDs 12LED 152.8 Step LEDs 6LED(24V)/3LED(12V) g4l
Step length 100mm 265.5 Step length 100mm(24V)/50mm(12V) 168.2
Power(W) 28.8Watt/meter \W_M/ 508 2 Power(W) 19.2Watt/meter ;W .
Voltage(V) DC24V —M Voltage(V) DC24V/DC12V —M

Current(A/m) 1.2A ‘,,))//‘/ 2909 Current(A/m) 0.8A(24V)1.6A(12V) ‘,,%‘/ 8364
Copper foil 20z = 663.7 Copper foil 20z = 420.5
Ambient temperature -20°C~+50°C 0 Ambient temperature -20°C~+50°C 0

C0/C180: — €90/C270: — CO: —

C€0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS e sata vese on 1p20 24v) PRODUCT PHOTOMETRICS the data base on 1p20 24v cai > 80)

CCT Power Lumen(lm/m) Efficacy(Im/w) CRI :
(K) (w/m) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 C(CT Power Lume‘n Ef/fICaCy CRI
(K) (w/m) (Im/m) (Im/w)

» RGB+2100 28.8 1411.1311728.20 49.00160.01 4717 140.19 » RGB+2700 190 1075.13 56.00 63.04
» RGB+2400 28.8 1641.0811958.20 56.98167.99 54.04148.02 » RGB+3000 19.2 1100.10 57 30 64.16
» RGB+2700 28.8 1740.1012070.01 60.42171.88 63.20150.03 » RGB+4000 19.2 1178 11 61.36 70.02
» RGB+3000 28.8 1785.0112132.16 61.98174.03 65.15152.13 » RGB+6000 192 1195.04 62 24 78.19
» RGB+4000 28.8 1840.17 [2160.07 63.89175.00 70.20160.09
» RGB+6000 28.8 1886.0812200.03 65.49176.39 76.13163.15
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RGBW 5050sMD 72LEDs (4 in 1) RGBW 5050sMD 84LEDs (4 in 1)

» 5050 LED RGB+white 4 chips in 1LED colorful strip » 5050 LED RGB+white 4 chips in 1LED colorful strip
» High quality PCB,high thermal 3M adhesive » High quality PCB,high thermal 3M adhesive
» Widely adaptable to all types of RGBW controllers > Widely adaptable to all types of RGBW controllers
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Il 157 1@ 5000 | | K@) o . 50000
Dimmable Beam angle Cuttable 5m/Reel Lifetime Yeree, Dimmable Beam angle Cuttable 5m/Reel Lifetime CERRS

DIMENSIONS & WATERPROOF DIMENSIONS & WATERPROOF
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= T [0 05 (8 o0e B o0 B 0 viDe @ 12
{ eiiie Lo N = o o o | = ; Lo N = . = o o
) 8 < % N ~ f 5000 S . 3 i
= — 5 pin wire L=150mm, 20AWG Unit:mm NG =
5 pin wire L=150mm, 20AWG Unit:mm Rmin=50mm 35 7mm Rmin=50mm
DC12v: FmEndE] | 12mm
83.4mm ) 2mm 2.3mm 2.2mm 4mm 4mm Amm > - - 2 o 4mm 4mm amm
——— 2w wme teme [[m ] e [m 11.9mm o oy e P wm [[m | [ em] [ —me
i @; I]gmm L i2mm | L l2mm | | 12.2mm | | f4mm | | t4mm | 4mm 71.4mm L 1emm | L l2mm | | 12.2mm | | t4mm | t4mm | | 14mm
13.9mm : P20 P52 IP65H P65 IP67 IP67E/IP68 DC24V: {1 o (i o (o {50 {150 ( ; Iwzmm 1P20 P52 IP65H P65 P67 |P67E/IP68
11.9mm

PRODUCT SPECIFICATION POLAR CURVE &sse on 1p20 rag+s000k) PRODUCT SPECIFICATION POLAR CURVE &ase on 1p20 res+6000k)

Dimension 5000mmx12mmx2mm ) ‘900 Dimension 5000mmx12mmx2mm ‘900
T

Chip density 72LEDs/m,13.9mm pitch Chip density 84LEDs/m,11.9mm pitch

Step LEDs 6LED(24V) 102.1 Step LEDs B6LED(24V)/3LED(12V) 118.8

Step length 83.4mm(24V) 204.2 Step length 71.4mm(24V)/35.7mm(12V) 237.7
Power(W) 23Watt/meter W Power(W) 26.8Watt/meter 7%/

[ 306.1 [ 356.3
Voltage(V) DC24V M Voltage(V) DC24V/DC12V —M

[ 408.2 [ 475.2
Current(A/m) 0.96A(24V) W)A/}./ Current(A/m) 1.12A(24V)/2.24A(12V) ,,%‘/

Copper foil 20z 510.3 Copper foil 20z 594.0

Ambient temperature -20°C~+50°C Ambient temperature T207Cms0e
C0/C180: — €90/C270:— CO: — C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(Xhe data base on IP20 24V CRI > 80) PRODUCT PHOTOMETR'CS([hedata base on IP20 24V CRI>80)

CCT Power Lumen Efficacy CRI CCT Power Lumen Efficacy CRI
(K) (w/m) (Im/m) (Im/w) (K) (w/m) (Im/m) (Im/w)
» RGB+2700 23 1288.08 56.00 63.04 » RGB+2700 26.8 1500.10 56.97 63.16
» RGB+3000 23 1334.18 58.01 64.16 » RGB+3000 26.8 1554.18 57.99 64.01
» RGB+4000 23 1426.16 62.01 70.02 » RGB+4000 26.8 1660.01 61.94 70.19
» RGB+6000 23 1450.08 63.05 78.19 » RGB+6000 26.8 1688.05 62.99 78.03
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RGBW 5050sMD 96LEDs (4 in 1) RGBTW 5050sMD 60LEDs (5in 1)

» 5050 LED RGB+white 4 chips in 1LED colorful strip » 5050 LED RGB+warm white+cool white 5 chips in 1LED colorful strip
» High quality PCB,high thermal 3M adhesive - - » High quality PCB,high thermal 3M adhesive £
oy e L o PR
» Widely adaptable to all types of RGBW controllers _ | ,,J-LS - iﬂ"ﬁ » Widely adaptable to all types of RGBW controllers g ’
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Rmin=50mm 6 pins wire L=150mm, 20AWG Unit: mm Rmin=50mm

N
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Yo i, fom (m ] [ [
|

| lemm L 1emm |_12.2mm | L t4mm |__t4mm |_t4mm |

4mm 4mm 4mm
23 2.2mm
frm lme —wm [[wm | [Cm] [
2 12mm L temm L temm |_12.2mm | | t4mm | 14mm | t4mm |
* IP20 IP52 IP65H 1P65 P67 IP67E/IP68

P20 1P52 IP65H IP65 P67 IP67E/1P68

PRODUCT SPECIFICATION POLAR CURVE esse on p20 ra+s000k) PRODUCT SPECIFICATION POLAR CURVE gsse on p20 ras+2400k+60006)

Dimension 5000mmx12mmx2mm ‘900 Dimension 5000mmx12mmx2mm ‘900
Chip density 96LEDs/m,10.4mm pitch Chip density 60LEDs/m,16.7mm pitch
Step LEDs 6LED 195.7 Step LEDs 6LED 84.5

271.3 Step length 100mm 169.0

Step length 62.5mm
Power(W) 30.6Watt/meter \W_M/ Power(W) 19.2Watt/meter ;;M/ 0534

406.8
Voltage(V) DC24V W-M Voltage(V) DC24V 7M
Current(A/m) 1-27A W ))//’/ o1 Current(A/m) 0.8A N y 8378

Copper foil 20z 678.1 Copper foil 20z 422.3

Ambient temperature -20°C~+50°C Amblent temperature 207Cmr507C
C0/C180: — €90/C270: — CO: — C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V CRI > 80) PRODUCT PHOTOM ETRICS(The data base on IP20 24V CRI > 80)

CCT Power Lumen Efficacy CRI CCT Power Lumen Efficacy CRlI

(K) (w/m) (Im/m) (Im/w) (K) (w/m) (Im/m) (Im/w)
» RGB+2700 30.6 1710.08 55.88 63.13 > 2400 3.84 364.14 94.83 83.17
» RGB+3000 30.6 1774.08 57.98 64.08 » 6000 3.84 450.16 117.23 82.63
» RGB+4000 30.6 1895.11 61.93 70.01 »2400+6000 7.68 820.01 106.77 88.07
» RGB+6000 30.6 1927.16 62.98 78.01 » RGB 11.5 430.13 37.40 79.14
» RGB+2400+6000 19.2 1200.14 62.51 77.03
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MAGIC RGB skss12 60LEDs

» 5050SMD with built=in IC SK6812
» Fully compatible with WS2812B

» Supporting numerous Color-change effects every single LED

» Flexible PCB 5V low voltage input
» High quality PCB, high thermal 3M adhesive

=7 (@ 5 i @&
. 50000

120 hours

Beam angle Cuttable 5m/Reel Lifetime Complient JERRS

DIMENSIONS & WATERPROOF

8.27 16.54
GND 2 OND| GND & GND @) GND 22 G| GND 2 6no snu 2 GNo GND L oo Fno GND. e AN e o AN e TN
d= o g::ﬁ QDDE QDQE gm$ QDUE gna E\ i-a 10 ——
\ R -~ S_-2
5000 Rmin=50mm
3 pin wire L=150mm, 20AWG Unit:mm
1654mm jfﬂmWO 23mr:O jfir::Z I 12 I 12 I 12
— 3 | mm__| L mm__ | L mm_| L mm } mm__| } mm__|
DC5V o :1: 10mm 1P20 IP52 IP65H P65 P67 IP67E/IP68
+5V ., +5V. v
PRODUCT SPECIFICATION POLAR CURVE sase on ir20)
Dimension 5000mmx10mmx2mm T i I | apo
1 1 1 —90
Chip density 60LEDs/m,16.54mm pitch / /
Step LEDs 1LED W 45.3
Step length 16.54mm = 91.0
Power(W) 18Watt/meter 7%/
= 136.3
Voltage(V) DC5V —M
Current(A/m) 3.6A [ M 181.8
Copper foil 20z 00 227 .1
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PH OTOM ETR'CS(The data base on IP20)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
» Red 5.79 134.21 23.18 632 622 - -
» Green 6.30 433.44 68.80 517 523 - -
» Blue 5.90 80.24 13.60 462 466 - -
» RGB 18 663.84 36.88 - - 42300 50
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MAGIC RGBW skss12 60LEDs

» RGB + white 4 chipsin 1 LED colorful strip

» 5050SMD with built=in IC Sk6812,fully compatible with WS28128

» Supporting numerous Color-change effects every single LED

) Flexible PCB 5V low voltage input
» High quality PCB, high thermal 3M adhesive

QQ*‘ Qﬁj‘- CRI®
Q)Q le >80'
N VN S0,
PY 120° gj 5(h)000 B
Dimmable Beam angle Cuttable 5m/Reel Llf::IV;\e FEARS

DIMENSIONS & WATERPROOF

16.54

M 5. "8y )

==

; ...,., T O O D

Tk,

0LSE

5000
3 pin wire L=150mm, 20AWG

16.54mm

GND GND 1
DC5V @or @) #o@ | 10mm
[N

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx2mm
Chip density 60LEDs/m,16.54mm pitch
Step LEDs 1LED

Step length 16.54mm

Power(W) 24Watt/meter

Voltage(V) DC5V

Current(A/m) 4.8A

Copper foil 20z

Ambient temperature -20°C~+50°C

o onoll AN L, 3 I N
!Dn EVI:S: 10 L= —= = o - = N
—> \\ ’/ \\ ’I

~4 . -

Rmin=50mm
Unit:mm
2 2.3 2.2mm

om0 T I_ I_ I—-—
_1omm | _1omm | |_10.2mm | |__12mm 12mm t2mm__ |
P20 P52 IP65H IP65 P67 IP67E/IP68

POLAR CU RVE(Base on IP20 RGB+6

— ) | )90°
93.4

TOAW/ T

T
468.2

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20)

CCT Power

(K) (w/m)
» RGB+3000 24
» RGB+4000 24
» RGB+6000 24

Lumen Efficacy
(Im/m) (Im/w)
1197.84 49.91
1312.08 54.67
1331.28 55.47

000K)

CRI

56.45
63.28

72.56

3
b=
=}
o
(&)
x
0
Y}
o
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MAGIC RGB skos22 60LEDs

» 5050SMD with built=in IC SK9822

» Supporting numerous Color-change effects every single LED
» Flexible PCB 5V low voltage input

» High quality PCB, high thermal 3M adhesive

=7 (@ ) i @&
. 50000

120 hours

Beam angle Cuttable 5m/Reel Lifetime ompliant JERRS

DIMENSIONS & WATERPROOF

16.54

sV > 5

EE cl co
ol DO . . . . .
GND___ GND; GND GND GND GND G GND GND

co.
DOI

5000
4 pin wire L=150mm, 20AWG

16.54mm

PRODUCT SPECIFICATION

Dimension 5000mmx12mmx2mm
Chip density 60LED,16.54mm LED pitch
Step LEDs 1LED

Step length 16.54mm

Power(W) 18Watt/meter

Voltage(V) DC5V

Current(A/m) 3.6A

Copper foil 20z

Ambient temperature -20°C~+50°C

Unit:mm

PRODUCT PHOTOM ETRICS(The data base on IP20)

Color Power Lumen Efficacy
(w/m) (Im/m) (Im/w)
» Red 5,78 134.21 23.18
» Green 6.30 433.44 68.80
>  Blue 5.90 80.24 13.60
» RGB 18 663.84 36.88
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= ,na.»—owlt""*"‘:’t : ~
:"‘:‘:E“, E_z:,;u\. :‘:'J. e | - .’.'-S‘
S 83
Rmin=50mm
B I o fim I_ I_ I—-—
L 1emm | L 12mm | | 12.2mm | I |_t4mm | | l4mm |
1P20 IP52 IP65H IP65 P67 IP67E/IP68
POLAR CURVE(The data base on I1P20)
IO
0° 233.4
C0/C180: — €90/C270: — CO: —
Peak Dominant
Wavelength Wavelength CCT CRI
(nm) (nm) (K)
632 622 = =
517 523 - -
462 466 - -
- - 42400 48.18

MAGIC RGB 88088 60LEDs

» 5050SMD with built-in IC 88088

» Supporting numerous Color-change effects every single LED
» Flexible PCB 12V low voltage input

» High quality PCB, high thermal 3M adhesive

- J“M"&
. 5? 50000
120 hours
Beam angle Cuttable 5m/Resl Lifetime mpliant JERRS

=
‘€
]
©°
(&)
DIMENSIONS & WATERPROOF é
o
8.%7 16.54
mzv»m W > e > m»«zv 12\/4’1’ m»m: Ko7 KT 7T
TOEEI 0 E @ @ @ A S .
~4 \\-’/ \\_’/
5000 Rmin=50mm
4pin+2pin wire L=150mm, 20AWG Unit:mm
16.54
L I N e
| mm_ | | mm__| | mm_| | mm__| | mm__|
peiav 1omm 1P20 IP52 IP65H P65 P67 IP67E/IP68
PRODUCT SPECIF'CATION POLAR CURVE(The data base on IP20)
Dimension 5000mmx10mmx2mm i I | apo
| | | ——90
Chip density 60LEDs/m,16.54mm pitch / /
Step LEDs 1LED W 363
Step length 16.54mm = 72.5
Power(W) 14.4Watt/meter 7%
e 108.8
Voltage(V) DCi2v M
Current(A/m) 1.2A ‘Wy 145.0
Copper foil 20z Oo 181.3
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOM ETRICS(The data base on IP20)
Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRl
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
» Red 4.63 107.37 23.18 632 622 = =
» Green 5.05 347.30 68.80 517 523 - -
» Blue 4.72 64.19 13.60 462 466 - -
» RGB 14.4 515.23 35.78 - - 42250 48.55
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MAGIC RGB ucs1903 60LEDs

» Flexible PCB 12V or 24V low voltage input
» High quality PCB, high thermal 3M adhesive

/\ /7 \Tj\ _*‘“ R4, ™\
- 50000 @‘
hours
Beam angle Compliant FEARS

Lifetime

5m/Reel

Cuttable

DIMENSIONS & WATERPROOF

50 B‘LSJ‘ 16.54d‘

19, 0@ M@ o, 0 5 M

|
I
\—{3 pin wire L=150mm, 20AWG 5000

50mm
Dc1av B e, o (@) MY I10mm

—f
16.54mm

100mm
R o M@ romm
el

16.54mm

PRODUCT SPECIFICATION

DC24V |
m

Dimension 5000mmx10mmx2mm
Chip density 60LED,16.54mm LED pitch
Step LEDs 3LED(12V)/6LED(24V)
Step length 50mm(12V)/100mm(24V)
Power(W) 14.4Watt/meter
Voltage(V) DC12V/DC24V
Current(A/m) 1.2A/0.6A

Copper foil 20z

Ambient temperature -20°C~+50°C

o ffme o o

PRODUCT PHOTOMETR'CS(The data base on IP20)

Color Power Lumen Efficacy
(w/m) (Im/m) (Im/w)
» Red 4.63 107.32 23.18
» Green 5.04 346.75 68.80
> Blue 4.72 64.19 13.60
> RGB 14.4 531.07 36.88
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Unit:mm Rmin=50mm
4mm 4mm 4mm
£ e, e [[m ] [[Cm [ ms
|_1omm L_1omm L 10.2mm | L 12mm | |_temm | |_temm |
1P20 IP52 IP65H IP65 P67 IP67E/IP68
POLAR CURVE(The data base on I1P20)
— /‘ | /‘goC’
TN
\M N
‘y 139.5
= 174.3
0
€0/C180: — €90/C270: — CO: —
Peak Dominant
Wavelength Wavelength CCT CRI
(nm) (nm) (K)
632 622 = =
517 523 - -
462 466 - -
- - 42400 48.18

MAGIC RGBW ucs2904 60LEDs

) Flexible PCB 12V or 24V low voltage input
» High quality PCB, high thermal 3M adhesive

& & SE
X w© S
PaN /W\ 0
.' 120° g @ 59000
Dlmmable Beam angle Cuttable 5m/Reel Llf::IV;\e

DIMENSIONS & WATERPROOF

100 8.3 16.54
T T 1

ﬁgﬁ{u ]

3
b=
=}
[e]
(&)
x
1]
O
o

DC24v: f IWOmm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx2mm
Chip density 60LED,16.54mm LED pitch
Step LEDs 3LED(12V)/6LED(24V)
Step length 50mm(12V)/100mm(24V)
Power(W) 19.2Watt/meter
Voltage(V) DC12V/DC24V
Current(A/m) 1.6A/0.8A

Copper foil 20z

Ambient temperature -20°C~+50°C

LI ERK R
w5 onl 2 = — Y — MEEPELN
’ N Al 7’
Unit:mm — —
Rmin=50mm
omm 2.3mm 2.9mm 4mm 4mm 4mm
_tomm | |_lomm | | 10.2mm_| L i2mm_ | | temm | | temm |
P20 IP52 IP65H IP65 P67 IP67E/IP68

POLAR CU RVE(The data base on IP20 RGB+6000K)

SN
VLT

T
374.8

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V CRI > 80)

CCT Power
(K) (w/m)
» RGB+3000 19.2
» RGB+4000 19.2
» RGB+6000 19.2

Lumen Efficacy
(Im/m) (Im/w)
958.27 49.91
1049.66 54.67
1065.02 55.47

CRI

63.13
64.08

70.01
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DMX RGB 5050SMD 60LEDs

» Compatible with DMX512(1990) protocol.

» Adopting RS485 signal trunk and signal differential transmission mode to
ensure stronger ablility of anti-interference and longer transmission distance

» Auto matically addressing with editor

» High quality PCB, high thermal 3M adhesive

hours
Lifetime

PN Ve Py
e o | |5 50000 @‘
Beam angle Compliant FEARS

Cuttable 5m/Reel

‘ 100 8.3 16.7,
[ [ |

i *‘5\!‘ A
i v

-
¥ -

B T

100mm

w@wd wifooess:
fe—
16.7mm

PRODUCT SPECIFICATION

DC24v:

IIEmm

5 pin wire L=150mm, 20AWG Unit:

Rmin=50mm

Amm
[

| temm | |__t4mm |

P20 IP65

POLAR CU RVE(The data base on IP20)

Dimension 5000mmx12mmx2mm T I I ‘ o
f f f —90

Chip density 60LED,16.7mm LED pitch / /
Step LEDs 6LED W 55.8
Step length 100mm = 111.9
Power(W) 14.4Watt/meter 7W

i 167.9
Voltage(V) DC24V fM
Current(A/m) 0.6A [ y 223.9
Copper foil 20z 00 279.9
Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —
PRODUCT PH OTOM ETR'CS(The data base on IP20)
. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)

» Red 4.63 134.15 28.97 632 622 = =
» Green 5.04 433.40 85.99 517 523 - -
» Blue 4.74 80.49 16.98 462 466 - -
» RGB 14.4 619.92 43.05 - - 42400 50
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DMX RGBW 5050sMD 60LEDs

» Compatible with DMX512(1990) protocol.
» Adopting RS485 signal trunk and signal differential transmission

mode to ensure stronger ablility of anti—interference and longer
transmission distance

» Auto matically addressing with editor

» High quality PCB, high thermal 3M adhesive

& & ¢ ey
X w© o
, PN ZaSEr=:2Y >
[ J 120° 59390 ‘ EE
Dimmable Beam angle Cuttable 5m/Reel Lifetime FEARS

DIMENSIONS & WATERPROOF

3
b=
=}
[e]
(&)
x
1]
O
o

5 pinwire L=150mm, 20AWG

100mm

—>
s g 0 R
" )

PRODUCT SPECIFICATION

Dimension 5000mmx15mmx2mm

Chip density 60LED,16.7mm LED pitch

Step LEDs 6LED

Step length 100mm

Power(W) 19.2Watt/meter

Voltage(V) DC24V

Current(A/m) 0.8A

Copper foil 20z

Ambient temperature -20°C~+50°C

PRODUCT PHOTOMETRICS(Thedatabaseon\PZO)
CCT Power Lumen
(K) (w/m) (Im/m)

» RGB+2700 19.2 1113.22

» RGB+3000 19.2 1131.26

» RGB+4000 19.2 1207.49

» RGB+6000 19.2 1226.11

Rmin=50mm

4mm
frm [ m]
|

| 15mm | 17mm |

1P20 P65

POLAR CU RVE(The data base on IP20 RGB+6000K)

R ————YY

/ /85-3
POV
;W 258.8

431.5

C0/C180: — €90/C270: — CO: —

Efficacy CRI

(Im/w)

57.98 -
58.92 -
62.89 -

63.86 -
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Constant current series

This PCB design is to satisfy the project’s demand for longer length with only one end power feed, the

current through each LED is constant to keep the same brightness from the beginning to the end for
the strips, one power supply can drive such led strips in continuous length availabel for
10m/15m/20m/30m/40m/50m.

It is widely used in high-end spaces and projects, such as exhibition halls, brand stores, special hotels,
museums, galleries, households, schools and hospitals.
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50m SLCC

» 2835 LED Super long constant current design strip with one end power

» Self-encapsulated design offers optional 2100-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

T T SR SRS . '
S LS .
SRS O o O O G Y .
el -1 -1 18 x
) e
PN = . 70\ .
; ' 120° @
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant
i 166.7 6"r4*i12‘8i
= DjMO0 0 0O 0 O 0O 0 O 0O 0 O 000 ,’}/D g A S N AL
| 7 | S N
) 50000 " =
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
P 166.7mm | 4mm
[y pe=| 2mm 2.3mm
DC48v:[Oja0 O 0 0 0O O O 0 O © © 0O IWOmm f+ f—m-— I
s il i mm | i mm | | mm |
12.8mm IP20 IP52 IP65
Dimension 50000mmx10Ommx2mm U i T I | °
A 90
Chip density 78LEDs/m,12.8mm pitch D \\L | /
Step LEDs 13LEDs \ 899
Step length 166.7mm = ‘ 67.7
Power(W) 4.5Watt/meter Il M
—— : 101.6
Voltage(V) DC48V 1 %
Current(A/m) 0.09A T )\//V 135.4
Copper foil 30z 6:) 169.3
Ambient temperature -20°C~+50°C
€0/C180: — €90/€270: — CO: —
ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
CRI>90 CRI>90 CRI>90 CRI>90 CRI>90 CRI>90 CRI>90
» 2100£100 336.07 80.02 91.68 69.19 86.17 101.15 A
» 2400£100 370.05 88.11 90.12 76.11 90.02 101.20 A"
» 2700100 392.01 93.34 91.12 78.04 89.18 100.13 A
» 3000£100 403.08 95.97 91.18 79.07 90.15 102.08 AT
» 4000E£200 457.69 108.97 94.01 77.18 90.11 99.06 AT
» 6000£300 481.10 114.55 92.17 82.20 91.18 101.05 A
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30m SLCC 2835SMD 90LEDs

» 2835 LED Super long constant current design strip with one end power

» Self-encapsulated design offers optional 2100-10000K

. . . . 100" : )0’4,3
» White lights and R/G/B/Y and others colorful lights for option r & o " _f_ﬂm“.wsw -
» High quality PCB, high thermal 3M adhesive *‘\,5“” g e 4 & w300,
. ) # R 30Lsk
» Provide 1BIN delivery N
s { k.
% i sy
R *l- *l- S
\) Q Q Q CRI %
Q Q Q o G
o <1',\ S >9° N Yy i
"‘-f‘. q- ” -y
P ZaX\ S0, R M - ;
/0/ o - % 50000 =
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant VERRS, . -,
‘ 100 5.55 11.]
I
w==<0 0 0 000 O @"@ D 0 o0 0 o @/{@ o't 112
I pran— = - - /N
‘ 30000 > R
Red/black wire L=150mm, 18AWG Unit:mm
Rmin=50mm
P 100mm
DC36V: 'E“ 6 00080 o0 D"D j2mm i - 4
------ — S - S |
1. 1mm } 12mm | } 12mm | } 14mm |
’ 1P20 IP52 IP65
PRODUCT SPECIFICATION POLAR CURVE &ase on 120 cri> 90 6000k)
Dimension 30000mmx12mmx2mm \900
Chip density 90LEDs/m,11.1mm pitch
Step LEDs 9LEDs o7
Step length 100mm 109.4
Power(W) 7.2Watt/meter W_M/
i 164.1
Voltage(V) DC36V *M
Current(A/m) 0.2A [ M 218.8
Copper foil 30z 00 273.5
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOM ETR I CS(The data base on IP20)
ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100 544.02 | 756.19 75.56 1105.03 91.64 | 81.62 69.17 | 7.11 86.06 | 81.02 101.19190.06 AT TA
» 2400100 597.151816.17 82.941113.36 90.17 1 81.07 76.07 | 5.20 90.07 183.15 101.08 192.15 AT TA
» 2700100 614.151853.04 85.301118.48 91.04 182.15 78.151 8.05 89.05 [82.19 100.14196.17 AT TAT
» 3000£100 655.10 1 892.06 90.991128.90 91.10 182.31 79.11 1 6.09 90.13 181.11 102.01 192,17 AT TA
» 4000£200 738.03 1914.16 102.501126.97 94.18 | 82.51 77.03 | 5.17 90.10 | 78.12 99.09195.14 AT AT
» 6000£300 777.141920.14 107.941127.80 92.09 182.10 82.08 | 6.14 91.06 1 86.11 101.10196.14 AT LA
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20m SLCC 2835sSMD 60LEDs

) 2835 LED Super long constant current design strip with one end power

» Self-encapsulated design offers optional 2100-10000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive 4,3““' ﬁf

-
. . E ; ~noLSR . 1
» Provide 1BIN delivery E € b, AST00¢

= o -
a5 400 < W
g AT e e SuBnOLSE

iy

‘f Y
CHI o
>90 ” U e
”

BN -
S Q*‘
e (S S

N P 3
| 7] B [ w
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant a5
DIMENSIONS & WATERPROOF
‘ 100 ?‘116 7,
=<0 o o o o™iTo o o of "'“mjjbz AP S N
‘ 20000 Sy =
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
’ 100mm ,
’me uv" 4mm
cz:[8 © o o a%Ig] fizmn I —
H | temm L temm L t4mm
16.7mm P20 IP52 IP65

PRODUCT SPECIFICATION POLAR CURVE &sse on p20 cri > 90 6000k)

Dimension 20000mmx12mmx2mm \900
Chip density 60LEDs/m,16.7mm pitch
Step LEDs B6LEDs 61.6
Step length 100mm 123.3
Power(W) 8.5Watt/meter (848
Voltage(V) DC24V 7M
Current(A/m) 0.35A ‘,,/)//‘/ 246.5
Copper foil 30z = 308.1
Ambient temperature -20°C~+50°C 0 CO/CI80: — €90/C2T0:— COr
PRODUCT PHOTOM ETR'CS(The data base on IP20)
ccT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>80|CRI>80 CRI>80 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2100£100 615.801859.60 72.451101.13 91.70 |1 82.60 70.40110.60 87.10 | 83.40 101.40191.80 A" IA
» 2400£100 670.501919.20 78.881108.14 94.00 [ 81.80 77.60 1 7.10 94.00 | 84.70 101.10193.40 A LA
» 2700£100 715.001960.70 84.121113.02 94.30 | 83.30 79.60 | 10.80 92.00 | 85.30 102.001100.00 AT TA
» 3000£100 732.5011002.40 86.181117.93 94.00 [ 85.00 81.00 18.80 93.30 [ 84.10 102.30192.10 A TA
» 4000£200 832.7011080.70 97.961121.26 95.90 | 84.70 77.8017.90 92.10 1 80.00 100.60198.80 AT TAY
» 6000£300 875.6011042.30 103.011122.62 95.90 1 82.30 84.70 17.30 94.20 188.70 102.80197.90 A" TAY
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10m SLCC 2835SMD 60LEDs

) 2835 LED Super long constant current design strip with one end power

) Self-encapsulated design offers optional 2100-10000K
» White lights and R/G/B/Y and others colorful lights for option

» High quality PCB, high thermal 3M adhesive 'W""
» Provide 1BIN delivery ",
N
LN
R
S O O O O Q CRI
S O G Y |
PN V/ZANN D) !-
| || LT (B [ *@‘ L
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant 5>
,,,,, P Ty Cat —iw G
#=={10 0 8 08 o0 ,_DDWIWEJ o o of o ,_gmﬂm
le N
‘ 10000 o
Red/black wire L=150mm, 18AWG Unit:mm

. 100mm

T
DCZ4V:ED a o o o I10mm

16.7mm

PRODUCT SPECIFICATION

176.4

264.5

352.7

Dimension 10000mmx10mmx2mm

Chip density 60LEDs/m,16.7mm pitch

Step LEDs 6LEDs

Step length 100mm

Power(W) 12.5Watt/meter

Voltage(V) DC24V ”‘M
Current(A/m) 0.52A 7

Copper foil 20z °

Ambient temperature -20°C~+50°C 0

441.0

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETR'CS(The data base on IP20)

ccT Lumen(im/m) Efficacy(im/w) CRI R9

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80
» 2100£100 878.5011218.10  70.28197.45 92.10183.60 71.7017.90
» 2400£100 953.3011315.60  76.261105.25  92.40184.70 78.0015.20
» 2700=100 1018.5011388.60 81.481111.09 91.70 1 83.60 79.60110.30
» 3000100  1044.3011438.70  83.541115.10  93.60 | 83.80 82.0016.60
» 4000%£200 1186.2011468.40 94.901117.47 95.90 | 85.90 80.1015.20
» 6000£300 1253.1011490.40 100.25[119.23 92.60183.20 82.7019.50
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Rf(Fidelity)
CRI>90|CRI>80

87.80 183.50
90.10187.00
91.30 183.50
90.20 184.20
90.40 180.30

92.10186.40

Rg(Gamut)
CRI>90|CRI>E0

102.40190.90
102.00195.50
101.20199.60
102.60192.60

99.20198.10

103.00198.20

EEI Class
CRI>90|CRI>80

2 e
ol T T e "
: 8006,
N 0§
‘:‘: o / J a
i Bl !
2 Yy o iw
Lo -y
- = ; %
= - TS
. .—.\\ = . .—.\\ = ’,.—.\\
’ A P Y .
Rmin=50mm
B 03 4mm
mm .3mm
e Tl me [[m ]
L 10mm } 10mm | } 12mm |
P20 IP52 IP65

POLAR CU RVE(Baso on P20 CRI>90 6000K)

TW SLCC 28355MD 120LEDs

» 2835 LED Super long constant current design strip with one end power

» Self-encapsulated design offers optional 2100-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Widely adaptable to all types of Tunable White controllers

ST S s

N
B & O e S

PFaN 77NN\ P 5540
| || T 5000 6)
One Bin Dimmable Beam angle Cuttable 5m/Reel Llf:tulv:ne Complient JEReS

DIMENSIONS & WATERPROOF

, 100 8_‘,35““16.74‘

I ‘e0i o0 60 E]D:DD:@DWQE'L@Lj@@D /@@

5000
3 pin wire L=150mm, 20AWG

100mm
pc2ev: F00§ 00 00 00 2700 LG [romm

el
16.7mm

PRODUCT SPECIFICATION

Dimension 15000mmx12mmx2mm
Chip density 120LEDs/m,16.7mm pitch
Step LEDs 12LEDs

Step length 100mm

Power(W) 12Watt/meter

Voltage(V) DC24V

Current(A/m) 0.5A

Copper foil 30z

Ambient temperature -20°C~+50°C

PRODUCT PHOTOMETR'CS(M‘& data base on IP20)

CCT Lumen(im/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2700£100 513.131690.40  85.52[115.07  91.0582.24
» 6000£300 630.081750.10  105.011125.02  92.35(82.17
»2700+6000  1140.0911428.16 95.011119.01  94.22|82.61

- B2
7 o
: 4 300LSE
1'? 4’3001.55
97)‘5&&. ‘;‘ e M :IS-!OU[“
i f » m‘a_ Yoo &
P\ $ ~ L] "‘ &
o y
: Mg S
o i
v, '.—-' ‘.\"&
3 J e
L)
e— SN L TN T
80 *~80 _.@q;j Im , - =
1 ~ o S -
" Rmin=50mm
Unit:mm
2 2.3mm. 4mm
o e ([
L l2mm | temm L 14mm |
1P20 P52 P65
POLAR CURVE(Base on IP20 CRI>90 2700K+6000K)
'90°
80.3
W -
‘M 240.7
"A/// 320.9
Bo 401.2
€0/C180: — C90/C270: — CO: —
R9 Rf(Fidelity) Rg(Gamut) EEIl Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
78.1818.28 89.17 182.36 100.19196.09 B IA
82.2116.35 91.39186.25 101.32196.16 A TA
77.1615.37 90.34|78.37 99.3595.31 AT TA

www.atendi.dk | 99



RGB SLCC 5050sMD 60LEDs

» 5050 LED Super long constant current design strip with one end power

» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» widely adaptable to all types of RGB controllers

, P % 7/50;0:(;0\ *ﬁ\ﬂw,‘ “l ]
G & e
Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant JERRS

DIMENSIONS & WATERPROOF

I 100

s CEEFEREEEEY: SHEETERE A
15000 - -
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
4mm
i 100mm %m 2.3mm I
pc24v:E@NBLE ® 1 @25 @ Jreom T W
prm— P20 IP52 IP65
16.7mm

PRODUCT SPECIFICATION POLAR CURVE Esse onp2024)

Dimension 15000mmx12mmx2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs B6LED(24V)

Step length 100mm(24V)

Power(W) 11Watt/meter
Voltage(V) DC24V

Current(A/m) 0.45A(24V)

Copper foil 30z

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

RGBW SLCC 5050sMD 60LEDs

» 5050 LED Super long constant current design strip with one end power
» RGB+white 4 chips in 1LED colorful strip

» High quality PCB,high thermal 3M adhesive

) Widely adaptable to all types of RGBW controllers

& & & & |fon
Q Q Q Q H
‘}:\ %Q D(Q %Q >80
PN /N (I
|| | w0 | |(G)
Dimmable Beam angle Cuttable 5m/Reel Lifetime FEARS

DIMENSIONS & WATERPROOF

15000

Unit:mm

DC24v: E w o

[
16.7mm

PRODUCT SPECIFICATION

Dimension 15000mmx12mmx2mm
Chip density 60LED,16.7mm LED pitch
Step LEDs 6LEDs

Step length 100mm

Power(W) 11Watt/meter

Voltage(V) DC24V

Current(A/m) 0.45A

Copper foil 3oz

Ambient temperature -20°C~+50°C

PRODUCT PHOTOM ETRICS(Tho data base on IP20)

Rmin=50mm
5 2.3 4mm
mm .3mm
frm e [[m]
L 12mm L 12mm [ t4mm |
P20 IP52 IP65

POLAR CU RVE(Base on IP20 RGB+6000K)

190°

55.3
110.5

. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT CRlI
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
4 Red 3.67 120.12 32.73 630.07 623.17 - -
» Green 3.67 340.21 92.70 520.18 528.16 - -
» Blue 3.67 78.40 21.36 452.20 457.37 - -
» RGB 11 550.25 50.02 - - 39035.84 57.31
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CCT Power Lumen

(K) (w/m) (Im/m)

» RGB+2700 11 720.23
» RGB+3000 11 760.31
» RGB+4000 11 780.03
» RGB+6000 11 785.04

- 276.2
0
€0/C180: — €90/C270: — CO: —
Efficacy CRI
(Im/w)
65.48 58.06
69.12 56.38
70.91 62.21
71.37 69.24
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RGBTW SLCC

» 5050 LED Super long constant current design strip with one end power

» RGB+tunable white 5 chips in 1LED colorful strip

» High quality PCB,high thermal 3M adhesive
» Widely adaptable to all types of RGBTW controllers

L/
§ & | g
S o £ G
AN Q %.>80
v © uay
=7 e ) S
.l 120° @
Dimmable Beam angle Cuttable 5m/Reel Lifetime AR

DIMENSIONS &

‘ 100 8.3,16.7,
I il ! /(
15000
6 pin wire L=150mm, 20AWG Unit:mm
| 100mm i
DC24V: Iw5mm
16.7mm
Dimension 15000mmx15mmx2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs 6LEDs
Step length 100mm
Power(Ww) 12Watt/meter
Voltage(V) DC24V
Current(A/m) 0.5A
Copper foil 30z
Ambient temperature -20°C~+50°C
CCT Power Lumen
» 2400 2.4 240.38
» 6000 2.4 295.03
» 2400+6000 4.8 540.19
> RGB 7.2 300.31
» RGB+2400+6000 12.0 780.24
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.
R A TN\
N NS
Rmin=50mm
2 2.3 L
S T e~ S
L 15mm L 15mm | 17mm
1P20 IP52 P65
} | I T ‘\900
= - / T T } T )
— |
- - /54.9
= M 109.8
/% 164.7
,,,/ 219.6
——= 274.5
€0/C180: — €90/C270: — CO: —
Efficacy CRI
100.16 83.10
122.93 82.98
112.54 88.40
41.71 79.23
65.02 77.25

Special series

The versatility of this series allow users to customize their individual lighting solutions, direct the light

at any angle of their choice, select the most suitable products in terms of the environment applications,

requirments of functions, projects and budgets, such as below:

- Side-Emitting Strip: Features specially shaped diodes that shine sideways instead of upwards, ideal
for signage lettering and edge highlighting

- S shape: Excellent anti-bending performance allows 90 degree maximum angle to make bends, curves
and form, shape, widely used for sign and advertisement application
Mini cutting: Cutted by ONE LED (8.3 mm) or TWO LED (16.6 mm), fulfill the specific project in short
length need and realize the maximum brightness to highlight features
High efficiency: this design 150 Im/w and 190Im/w, is to achieve real green, energy saving and
environment protection, an del solution for commercial application
Ultra narrow PCB: Extremly-narrow PCB like 2 mm, 3mm, 4 mm, 5mm etc., can be used in the
installation location or space where is particularly limited, mainly designed for the decorative lighting
of corner, wall edges, and the advertising lighting
Full Spectrum LED Strip: this design with CRI>95 LED’s natural light color, is to bring back the comfort
and natural felling for home or commercial space
Smart Temperature Control LED Strip: this design with temperature sensor, will reduce the current to
procect itself for ensure long life span when the strip’s temperature get higher, mainly applied in installation
space or place where is with super hot temperat
DIM TO WARM LED STRIP: this design aIIost
desired.bianoe in the room. As the light is di
use.reate pleasant atmosphere in

varying the color temperature depending on the
, the color temperature € ell mainly

home amgkhotel.

- - -

www.atendi.dk
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SIDE EMITTING 3014SMD 60LEDs

» 3014 LED with broader luminous surface

» Self-encapsulated design offers optional 2700-6000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

CRI \ i . - L % ; 9

SIDE EMITTING 3014SMD 120LEDs

» 3014 LED with broader luminous surface

» Self-encapsulated design offers optional 2700-6000K
» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery
X
ﬂ ﬂ ESH(;-
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'\"6{_

‘ S
q,
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N Q
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B &

PN VD i,ww N
. . 50000 @
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant G5

DIMENSIONS & WATERPROOF

B - - L J . 7
Q Q Q Q - s
Q
“{,\ Q)QQ b(QQ bQQ 5 I ’
= ’z‘gﬂ(?’ . &
PN VN T - L} . T
- [l =T
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant JERRS
< 100 8.3, 16.7
DDDDD TTe P 0
) R WS
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm
" 50mm )
] 1.2mm 1.4mm 4mm 4mm Amm
16.7mm L 00mm T T T [ (e
. 8mm | 18.2mm1 | 10mm | | 10mm | | 10mm |
8mm IP20 IP65H IP65 P67 IP67E/IP68

R —
16.7mm

PRODUCT SPECIFICATION

Dimension 5000mmx8mmx1.2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs B6LED(24V)/3LED(12V)
Step length 100mm(24V)/50mm(12V)
Power(W) 6Watt/meter

Voltage(V) DC24V/DC12V
Current(A/m) 0.25A(24V)/0.5A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

POLAR CU RVE(Base on P20 CRI >80 6000K)

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V CRI > 80)

CCT Lumen Efficacy CRI R9 Rf Rg EEl Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut)

» 2700=100 525.06 87.51 81.07 3.08 82.10 95.05 A

» 3000=100 590.04 98.34 81.52 7.02 83.02 96.02 A

» 4000£200 600.15 100.03 82.48 15.17 84.09 95.06 A

» 6000+300 606.11 101.02 82.18 19.15 93.10 96.15 A
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4'11%8'3i

f
Red/black wire L=150mm, 18AWG

5000 -~ =~
unit:mm Rmn=50mm
o
pcrav:{= “1=hle
P ! m 1.2mm 1.4mm 4mm 4mm 4mm
8.3mm 1 f% Il- l Il! l I-
) 50mm o | 8mm | 8.2mm [_10mm _10mm [ 10mm
= T8mm P20 IP65H IP65 P67 IP67E/IP68

PRODUCT SPECIFICATION

POLAR CURVE(Base on P20 CRI >80 6000K)

Dimension 5000mmx8mmx1.2mm ‘900
Chip density 120LEDs/m,8.3mm pitch
Step LEDs 6LED(24V)/3LED(12V) 5o
Step length 50mm(24V)/25mm(12V) 170.6
Power(W) 12Watt/meter \”_M/ 255 9
Voltage(V) DC24V/DC12V *M
Current(A/m) 0.5A(24V)/1A(12V) ‘"/A/// sa1.2
Copper foil 20z = 426.5
Ambient temperature -20°C~+50°C ° €0/C180: — €90/C270: — CO: —
PRODUCT P H OTO M ETR I CS(The data base on P20 24V CRI>80)
CCT Lumen Efficacy CRI R9 Rf Rg EEl Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut)
» 2700100 1050.03 87.50 81.01 0.16 82.14 95.07 A"
» 3000100 1164.07 97.01 81.69 7.11 83.14 96.12 A’
» 4000£200 1200.19 100.02 82.36 15.15 84.01 95.05 A’
» 6000£300 1212.08 101.01 82.18 19.02 93.17 96.09 A’
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SIDE EMITTING RGB 020smp 60LEDs

» 020 LED with broader luminous surface

) Self-encapsulated design

» High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery

b Z @ 50000 ToF
G 120° hours
Beam angle Cuttable 5m/Reel Lifetime Compliant SEARS

DIMENSIONS & WATERPROOF

50 8.35 16.7

v TE T T o

L
I
W T T
‘LG
5000
4 pin wire L=150mm, 20AWG

50mm

=§§ I10mm

Unit:mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs 3LEDs

Step length 50mm

Power(W) 12Watt/meter
Voltage(V) DC12V

Current(A/m) 1A

Copper folil 20z

Ambient temperature -20°C~+50°C

i"
l[ .
-, /
Wi
S WS
Rmin=50mm
1 2mm 1. 4mm 4mm 4mm 4mm
. 10mm . 10.2mm, . 12mm 12mm L 12mm
IP20 IP65H IP65 IP67 IP67E/IP68

POLAR CU RVE(Base on IP20)

. /\ ;
TOXVA T
NS,

/‘9o°

PRODUCT PHOTOM ETRICS(The data base on I1P20)

Color Power Lumen Efficacy
(w/m) (Im/m) (Im/w)
> Red 4 84.14 21.04
» Green 4 230.16 57.54
> Blue 4 56.07 14.02
» RGB 12 370.13 30.84
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= 130.2
0
€0/C180: — €90/C270: — CO: —
Peak Dominant
Wavelength Wavelength CCT CRI
(nm) (nm) (K)
633.06 623.16 - -
546.19 521.19 = -
463.10 468.07 - -
- - 100025.87 40.15

S SHAPE 28355MD 60LEDs

» 2835 LED S shape design,horizontal bending for signage lighting

» Self-encapsulated design offers optional 2100-10000K

» White lights and R/G/B/Y and others colorful lights for option
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

= F gk
"' A O O O
0SS

A VAN 5y
P . 50000 @
ours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant e,

DIMENSIONS & WATERPROOF

ﬂﬂ
100

JE

f— [} k=
|
‘ 5000
Red/black wire L=150mm, 18AWG Unit:mm
50mm
——>f
16.7mm

ufes ISm m

R
16.7mm

PRODUCT SPECIFICATION

Dimension 5000mmx8mmx1.2mm
Chip density 60LEDs/m,16.7mm pitch
Step LEDs B6LED(24V)3LED(12V)
Step length 100mm(24V)/50mm(12V)
Power(W) 12Watt/meter

Voltage(V) DC24V/DC12V
Current(A/m) 0.5A(24V)/1A(12V)
Copper foil 20z

Ambient temperature -20°C~+50°C

1P20

POLAR CURVE(Base on P20 CRI>90 6000K)

PRODUCT PHOTOMETR'CS(The data base on IP20 24V CRI>90)

CcCT Lumen(im/m)  Efficacy(Im/w) CRI

(K) CRI>90[CRI>80 CRI>90/CRI>80 CRI>90|CRI>80
» 2100£100 840 | 1170 70.0 1 97.5 91.5 1 81.5
» 2400£100 924 | 1260 77.0 1105.0 90.0 1 81.0
» 2700100 978 | 1320 81.51110.0 91.0 | 82.0
» 3000£100 1003 | 1380 83.5 1 115.0 91.0 1 82.2
» 4000£200 1140 | 1410 95.0 1 117.5 94.0 | 82.5
» 6000£300 1200 | 1428 100 | 122.4 92.0 | 82.0

90°
84.5
168.9
O% 422.3
0
€0/C180: — €90/C270: — CO: —
R9 Rf(Fidelity) Rg(Gamut) EEI Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
69 | 7 86 | 81 101 | 90 A TA
76 | 5 90 | 83 101 | 92 AT TA
78 | 8 89 | 82 100 | 96 AT TA
7916 90 | 81 102 | 92 AT TA
7715 90 | 78 99 | 95 AT TA
82 16 91 | 86 101 | 96 A TA
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S SHAPE RGB 5050sMD 42LEDs

» 5050 LED S shape design,horizontal bending for signage lighting

» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» Widely adaptable to all types of controllers

/)/ kg %:I 0000 G, -
,
. 50000
. [ ] 120 hours
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant s>

DIMENSIONS & WATERPROOF

Unit:mm

PRODUCT SPECIFICATION

Dimension 5000mmx1i2mmx2mm

Chip density 42LEDs/m,23.8mm pitch

Step LEDs 3LED

Step length 71.4mm

Power(W) 10Watt/meter

Voltage(V) DC12V W—M .
Current(A/m) 0.83A ‘,,/)/// 1.0
Copper foil 20z 156.3

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20)

. Peak Dominant
Color Power Lumen Efficacy Wavelength Wavelength CCT
(w/m) (Im/m) (Im/w) (nm) (nm) (K)
> Red 3.43 91.98 27.54 632.13 622.06 -
» Green 3.43 302.03 90.43 517.01 523.20 -
» Blue 3.43 54.02 16.17 462.17 466.07 -
» RGB 10.0 444.20 44.42 - 39023.45
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CRI

57.06

S SHAPE RGBW 5050sMpD 48LEDs

» 5050 LED S shape design,horizontal bending for signage lighting

» Self-encapsulated design
» High quality PCB, high thermal 3M adhesive

» Widely adaptable to all types of controllers

¥ & &

N N N N CRI

Q Q Q O H
Q:\ Q:Q D‘Q Q >80

¢ o | |7 50000 @‘ I |
Dimmable Beam angle Cuttable 5m/Reel Lifetime sy

DIMENSIONS & WATERPROOF

1= =1 =1

Rmin=50mm

PRODUCT SPECIFICATION POLAR CURVE &sse on 1p20 rcg+s000k)

Dimension 5000mmx12mmx1.2mm ‘900
Chip density 48LEDs/m,20.8mm pitch

Step LEDs BLED(24V)/3LED(12V) 665

Step length 125mm(24V)/62.5mm(12V) 133.1
Power(W) 15Watt/meter \;M/ 1995
Voltage(V) DC24V/DC12V M

Current(A/m) 0.62A(24V)/1.25A(12V) ‘7)%/ 2e6!
Copper foil 20z OO 332.6

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETRICS(Tho data base on IP20 24V)

CCT Power Lumen Efficacy CRI

(K) (w/m) (Im/m) (Im/w)
» RGB+2700 15 840.19 56.01 63.08
» RGB+3000 15 870.06 58.00 64.13
» RGB+4000 15 930.11 62.01 70.16
» RGB+6000 15 945.18 63.01 78.08
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NARROW 1808sSMD 108LEDs

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
» Eight white color temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

NARROW 1808sMD240LEDs

» 1808 LED with broader luminous surface

» Self-encapsulated design offers optional 2000-6000K
» Eight white color temperature for option

» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

B & e e s ca} L S S S sTeT cay
S PP ESS PP PSS

AN VN }v““"'& PN VN }v“"‘*,‘
o 120 50000 @ o 120 50000 @
ours ours
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant FEAR One Bin Dimmable Beam angle Guttable 5m/Reel Lifetime Compliant FERnS

DIMENSIONS & WATERPROOF DIMENSIONS & WATERPROOF

2.1 4.2
55.5 4.6 9.25 N G £ f 2 L — — —
I : e ———e e = e T T TR : N R S0
= ST = T = S = N = T = = ST = | === W= N WEss 0:000 0 0 O[03000 0 0 0J0:0e0)/0 0 0 4 A = o o =
[ 5:30 2 = -2 AN N k I ” _[j I N e
Red/black wire L=150mm, 20AWG Unit:mm Rmin=50mm 5000
Red/black wire L=150mm, 20AWG Unit:mm Rmin=50mm
55.5mm ESilicone Tube
.| i 4 25mm Bare £ empy |
DC24VE & v & = = = = o o =g 2mm 4 tamm | i
— — = . " T[]
9.25mm o 24V:ifp:ior0 0 0 0] J4mm — ——
! 1P20 IP65
4.2mm
PRODUCT SPECIFICATION POLAR CURVE sse on ip20 crvos sooox) PRODUCT SPECIFICATION POLAR CURVE @sss on 720 crisso so0or
Dimension 5000mmx2mmx1.4mm | ap© Dimension 5000mmx4mmx1.4mm
N 20 ' ] —+]—+190°
Chip density 108LEDs/m,9.25mm pitch Chip density 240LEDs/m,4.2mm pitch / /
Step LEDs 6LED e Step LEDs 6LED o
Step length 55.5mm 64.4 Step length DB \W 1352
Power(W) 5Watt/meter ‘W 966 Power(W) 10Watt/meter ;W 2057
Voltage(V) DC24V f—‘M Voltage(V) — 7% :
= 128.8 |
Current(A/m) 0.21A W)A/// Current(A/m) 0.49A y 270.3
Copper foil 20z 0 161.0 Copper foil 20z 337.8
Ambient temperature -20°C~+50°C Ambient temperature -20°C~+50°C 0

€0/C180: — €90/C270: — CO: — C0/C180: — C€90/C270: — CO: —

PRODUCT PHOTOMETRICS rre data vase on 1p20 24v o> 05 PRODUCT PHOTOMETRICS (rne sata base on 1720 24 cri > 50

ceT Lumen Efficacy CRI R9 Rt Rg EEI Class ceT Lumen Efficacy CRI R9 Rf Rg EEI Class
(K) (Im/m) (Im/w) (Fidelity) (Gamut) (CRI>90) (K) (Im/m) (Im/w) (Fidelity) (Gamut) (CRI>90)

200U 822.66 64.53 95.15 77.08 86.02 89.08 ol } 2000%100 680.02 68.00 95.10 77.09 86.19 89.02 A

} 2500100 375.20 75.04 95.60 80.03 89.14 96.01 A 25004100 8614 a6 o5 65 50,06 6o 11 0607 A

» 2700£100 392.70 78.54 96.20 89.18 90.10 99.06 A 27004100 603 17 65 40 0605 69 10 90,20 5905 A

» 3000100 410.20 82.04 97.01 92.20 95.05 105.12 A 30004100 664,20 66 42 o7 1 05 14 05 02 105,04 A

» 3500+ 100 432.14 86.43 97.19 97.13 94.18 103.03 A 3500 100 900,08 90.00 o7 07 o7 15 04 17 (0514 A

} 4000£200 447.54 89.51 97.52 98.14 95.14 101.12 A 40004200 038,05 05 80 o7 67 05 04 95 0 (01,09 A

} 5000250 456.09 91.22 97.04 97.13 96.07 101.18 A 5000 250 956,00 95 60 o7 09 o7 o 9520 01 07 A

} 6000300 457.62 91.52 97.12 96.05 95.04 100.03 A 50004300 950,06 o601 o7 10 9510 95 o1 100,10 A
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NARROW 28355MD120LEDs Smart Temp. 2835SMD 128LEDs

» 2835 LED with broader luminous surface » Smart temperature control strip
» Self-encapsulated design offers optional 1800-10000K ) TC<B0°C,brightness 100%; 60°C<TC<85°C, brightness down;

- = -
» White lights and R/G/B/Y and others colorful lights for option - o SE » TC=85°C.brightness 0% 'M" ‘gm i ..w\,.f_‘ﬁ %)
= | —— o =
¥ High quality PCB, high thermal 3M adhesive p - Iﬁi\ﬁb i - | » Self-encapsulated design offers optional 2100-10000K o . o %
» Provide 1BIN delivery ‘ 20 P Sl 8 i Y » White lights and R/G/B/Y and others colorful lights for option ) Ly .
Uly o igie SR ALY 1%
o= s  —emT 8 - T L e,
OO RO B - R g ;
FFHFSFFS CRI QS B
S O O G Y 5 TEILELEL S O
P PSS 290 — TRIL QX
kg g . B G S %:. VN $SR44Y
ﬁ/ ° 120 @ 5939 0 ( /O/ o 120° @ 59090 }@‘
One Bin Dimmable Beam angle Cuttable 5m/Reel Lifetime Compliant EARY One Bin Oimmable Beam angle Cuttable 5m/Reel Lllaotulma Compliant FEARY
i 50 4.11558'% TN N TN _ _ _
: B B s e = == = = . 8 ,’/ = s \\\ / \\\
wem 0000080 0T0:00000/)01 037 15 s o025 —_—
1 5000 e = % do™o ofo 0 0 0 djoialo o 0 o o[prold] hi2
Red/black wire L=150mm, 18AWG Unit:mm Rmin=50mm 5000 Rmin=50mm
Red/black wire L=150mm, 18AWG Unitimm
25mm
€ ESilicone Tube
HNE O B m - A 4mm 4mm 4mm
pc1av }5mm § Te 5 v | e e, fome [[m ] [Dm s
8.3mm T—m Ii} L 1emm L 12mm |_12.2mm | [ l4mm | t4mm | | t4mm |
— Smm 7mm 1P20 P52 IP65H IP65 P67 IP67E/IP68
DC24v:LO D000 O 15mm 1P20 P65

PRODUCT SPECIFICATION POLAR CURVE &ese on 1p20 cai> 90 s000k)
PRODUCT SPECIFICATION POLAR CURVE &ase on 1p20 ci> 90 6000k)

90
Chip density 120LEDs/m,8.3mm pitch / / Dimension 5000mmxi2mmx1.2mm
Step LEDs 6LED(24V)/3LED(12V) W 1902 Chip density 128LEDs/m,7.8mm pitch
Step length 50mm(24V)/25mm(12V) ™ 270.3 Step LEDs 8LED
Power(W) 19.2Watt/meter ;W 2054 Step length 62.5mm 402.7
Voltage(V) DC24V/DC12V W_M Power(W) 22Watt/meter \:.M/ 603.7

540.5
Current(A/m) 0.8A(24V)/1.6A(12V) ”y Voltage(V) DC24V ”‘M
] = 805.1
Copper foll Doz 0° 675.7 Current(A/m) 0.91A %/
Ambient temperature -20°C~+50°C

i 1006.4
€0/C180: — €90/C€270: — CO: — Copper foil 30z 0°

Ambient temperature -20°C~+50°C

Dimension 5000mmx5mmx1.2mm T, T,

190°

201.3

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOMETRICS(The data base on P20 24V) PRODUCT PHOTOMETR'CS(The data base on IP20 24V CRI > 90)

ccT Lumen(im/m)  Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class ceT Lumen(im/m)  Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEI Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90[CRI>80  CRI>90 | CRI>80  CRI>90[/CRI>80 CRI>90/CRI>80  CRI>90|CRI>80 (K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80  CRI>90 | CRI>80  CRI>90|CRI>80 CRI>90|CRI>80  CRI>90|CRI>80

» 2100£100 1344.0011872.19 70.00197.51 91.6281.67 69.1817.20 86.08181.09 101.10190.16 A A » 2100100 2316.612673.0 105.31121.5 90.17181.62 72.35111.09 88.12178.18 100.18190.15 At 1A

) 2400£100 1478.4012016.00 77.001105.00 90.08181.09 76.1015.08 90.14183.15 101.03192.03 A TA » 2400%100 2413.412996.4 109.71136.2 90.79182.77 74.33114.03 89.19183.47 101.42 192 .15 AT LA

» 2700£100 1564.8012112.00 81.501110.00 91.13182.04 78.1018.18 89.09182.18 100.06196.15 A" TA » 2700100 2558.613311.0 116.831150.5 90.88181.59 76.25115.04 89.19176.18 101.04196.14 AT AT

» 3000100 1604.7412208.00 83.581115.00 91.16182.26 79.1516.13 90.14181.08 102.08192.20 AT TA » 3000%£100 2657.613396.8 120.81154.4 89.50182.39 79.19114.09 90.98186.04 103.08194.12 AT LA

» 4000£200 1824.1912256.00 95.011117.50 94.10182.68 77.1415.08 90.17178.06 99.11195.14 AT TA » 4000200 2783.013524.4 126.51160.2 90.19182.62 78.29115.02 88.13178.08 101.11195.14 AT AT

» 6000£300 1920.1912284.80 100.011119.00 92.10182.18 82.2016.02 91.07186.10 101.11196.11 AT TA » 6000£300 2860.013594.8 130.01163.4 89.17181.53 77.15115.12 89.19186.08 102.62196.36 AT LA
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MINI CUTTING 2835sMD 120LEDs

» 2835 LED with broader luminous surface

> Self-encapsulated design offers optional 1800-10000K
» High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery

o ot ok g o
' & ST
X P LS

i il l

DIMENSIONS & WATERPROOF

<CRI}_
>90 '

7

Cuttable

50000

hours
Lifetime

P

120°
Beam angle

RRA
S0

;

Dimmable

5m/Reel

VERRD,

g3 415

== o o] oA O O] ] oA O[O o o4 ] [ o o o 1o S
5000
Red/black wire L=150mm, 18AWG Unit:mm Rumin=50mm
8.3 . 4mm 4mm 4mm
- T e, T, [wm | [ Cm [ ms
5V/12V/24V: [:]s IWO L 10mm | L 10mm |10.2mm_| |—12mm | L 12mm | L_12mm
p- -o IP20 IP52 IP65H IP65 IP67 IP67E/IP68

PRODUCT SPECIFICATION POLAR CURVE ese on 1p20 cri>s0 19w 6000k)

Dimension 5000mmx10mmx1.2mm

Chip density 120LEDs/m,8.3mm pitch

Step LEDs 1LED

Step length 8.3mm

Power(W) 19/14/12Watt/meter

Voltage(V) DC24V/DC12V/DC5V
Current(A/m) 0.79A(24V)/1.2A(12V)/2.4A(5V)
Copper foil 20z

Ambient temperature -20°C~+50°C

C0/C180: — €90/C270:— CO: —

PRODUCT PHOTOM ETRICS(The data base on IP20 24V CRI>90 19W)

ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80

» 2100£100 1300.1711500.24 68.43178.96 90.14181.02 72.01111.09 88.12178.15 100.18190.15 A A

» 2400£100  1450.0811800.25 76.32194.75 90.19182.07 74.10114.03 89.19183.07  101.12192.15 A LA

» 2700%£100 1599.9912070.05 84.211108.95 90.06181.57 76.13115.04 89.17176.08 101.09196.14 AT IA

» 3000100 1680.1712147.95 88.431113.05 89.90182.09 79.13114.09 90.08186.04 103.08192.12 AT TA

» 4000£200 1800.2512280.19 94.751120.01 90.18182.62 78.20115.02 88.13178.08 101.11195.10 AT IA

» 6000£300  1830.0812300.14 96.321121.06  89.17181.53 77.10115.12 89.12186.08  102.02196.06 ATA
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TW MINI CUTTING 2835sMD 120LEDs

» 2835 LED with broader luminous surface

» Self-encapsulated design offers optional 1800-10000K
» High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery

S T R =
SRSl ()
m S\
EEERETT
One Bin Dimmable Beam angle Cuttable 5m/Resl Lifetime Compliant SERRS,
DIMENSIONS & WATERPROOF
16.64.15 8.3
T DeegkC ":W’[vjud::wiilwj;::w‘én/ﬁ::bué;: 10 A A N A
R~ o~ ~ e W M~ W~ / T 7 y ;
| S5 ~ 7
‘ 5000 = =
3 pin wire L=150mm, 20AWG Unit:mm Rmin=50mm

16.6mm

4mm 4mm 4mm

1.5 1.4mm
— Al e, Teme [[m | [m] =
5V/12V/24V: b CeRCIA I10mm _tomm_ L tomm_ |_10.2mm_| L 12mm | | 12mm | | 12mm |
B o @ P20 P52 IP65H P65 P67

IP67E/1P68

8.3mm

PRODUCT SPECIFICATION POLAR CURVE(Base on IP20 24V CRI>90 6000K)

Dimension 5000mmx10mmx1.2mm ‘900
Chip density 120LEDs/m,8.3mm pitch

Step LEDs 2LEDSs 002

Step length 16.6mm 120.4
Power(W/M) 19W/14W/12W/meter 180 5
Voltage(V) DC24V/DC12V/DC5V *M

Current(A/m) 0.79A(24V)/1.16A(12V)/2.4A(5V) >i74¢’;;££:/>// 2o
Copper foil 20z 5 300.9
Ambient temperature -20°C~+50°C 0

C0/C180: — €90/C270: — CO: —

PRODUCT PHOTOM ETR'CS(The data base on IP20 24V CRI>90)

CCT Lumen(im/m) Efficacy(im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90/CRI>80 CRI>90[CRI>80  CRI>90 | CRI>80  CRI>90|CRI>80 CRI>90|CRI>80  CRI>90|CRI>80
) 2700x£100 798.06 11026.17 84.011108.14 90.1581.51 76.08 115.01 89.09176.10 101.15196.15 B IB
» 60002400  912.06 [1149.13 96.011121.13 91.01181.95  77.07111.11 88.07182.15  102.05/96.19 B IA
» 2700£6000 1712.8512188.80 90.15[115.2 90.65 | 81.31 77.04114.01 89.06 | 86.04 100.1192.08 A" A
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Dim to Warm 2216smp 224LEDs

» Dim from Warm White 3000K to WarmWhite 1800K

» Dim by Triac, 0/1-10V, DALI, PWM constant voltage dimmable driver
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery

S
CRI%
3000k >90 120°
oimto WARM One Bin Beam angle

— — Fl
VA 0,
00 w 7
Lifetime Compliant Cuttable 5m/Reel FERRS
DIMENSIONS & WATERPROOF
| 62.5 4.47 893
[ T |
= :uu fomnoo oo - ® uut iu: fomnome D/F: woe 00 u::: 110
|
‘ 000
2 pin wire L=150mm, 18AWG Unit:mm

62.5mm

o +a
DC24v:| 08 § oo oo @ oOBoeoE 08 L OO I10mm
.- -

PRODUCT SPECIFICATION

EaiS an
S, # 2 < QOLSE
il =S p—
¥ 2G7T00¢ !
[} .
. § ]
¥ {
i & 0 ?
Vil gy O 2
Y - $ng
* m g B . - ALLE]
e e
.
] o
g e M
,’/'_‘\\ _ //’H\\\ '_| ///,_,\\\
/ N % N ;
Rmin=50mm
1.2mm 1.4mm 4mm
2w T—m [ m ]
L 10mm | 1.10.2mm | L 12mm |
1P20 |P65H IP65

DIMMING CURVE(Base on Ip20 CRI>90)

CCT Curve

10 15 20 25 30 35 40 45 S0 55 60 65 70 75 80 8 90 95 100
Percentage of dimming(%) / Duty cycle of output voltage

Luminance Curve

10 15 20 25 30 35 40 45 S50 55 60 65 70 75 80 8 90 95 100
Percentage of dimming(%) / Duty cycle of output voltage

Traditional PWM dimmer

3000K == ISOOK\

Dim to WARM

Dimension 5000mmx10mmx1.2mm e
Chip density 224LEDs/m,8.93mm pitch o z::
Step LEDs 14LED 8 v
Step length 62.5mm 1500
Power(W) 18Watt/meter o
Lumen 1389lumen/meter
Voltage(V) DC24V 5
Current(A/m) 0.75A glm
Copper foil 20z g h
Ambient temperature -20°C~+50°C g v
WIRING DIAGRAM
0/1-10V Dimmer
3000K == ISOOK\
Dim to WA R M
| 24V
DRIVER |efiimms o5 ¢ co # o9 0 00 v o off & o] DRIVER

L

CIETETETTN o
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Dim to Warm 2835smbp 120LEDs

» Dim from Warm White 3500K to WarmWhite 2100K
» Dim by Triac, 0/1-10V, DALI, PWM constant voltage dimmable driver
» High quality PCB, high thermal 3M adhesive

» Provide 1BIN delivery ¥

/K
CRI%
3500k 90 120°
oimto WARM One Bin Beam angle

VAN AT

50000 = @‘
ours

Lifetime Compliant Cuttable 5m/Reel FEARS

DIMENSIONS & WATERPROOF

-—
& Qe o
P N i R
3 o P e
P - - .
A - % ‘
L LR - 3 N
- (R N e
i - 2 o i1 ] -
R R &

‘ 100 8.35 16.7
f " " RN BN LR
o H TR vt PP o A N AN
wem OB i DesDBesO8 OB L 08T 08 i oeesgseens [ omyioed [0 —=— —=—
:
" 5000
2 pinwire L=150mm, 18AWG Unit:mm Rmin=50mm
100mm 1omm 1.4mm 4mm
= - —= 1w Teme [[m ]
oce4v:[ 08 | DEBeef@as0E 0O ;';D‘».Immm Ltommy  |10.2mmy | 12mm |
= 1P20 IP65H IP65

e
16.7mm

PRODUCT SPECIFICATION

DIMMING CURVE(Base on Ip20 CRI>90)

CCT Curve

Dimension 5000mmx10mmx1.2mm 4000
3500
Chip density 120LEDs/m,16.7mm pitch
’23000
Step LEDs 12LEDs a0
[&]
Step length 100mm o
1500
Power(W) 14.4Watt/meter 1000
10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 8 90 95 100
LUmen 1 1 37|Umen/meter Percentage of dimming(%) / Duty cycle of output voltage
Lumi
Voltage(V) DC24V . uminance Curve
=
-
Current(A/m) 0.6A E 1200
G
Copper foil 20z ?o 800
(3]
Ambient temperature -20°C~+50°C “_E w0
i
10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
Percentage of dimming(%) / Duty cycle of output voltage
0/1-10V Dimmer Traditional PWM dimmer
3500K == ZIOOK\ 3500K ZIOOK\
-
pimto VWARIVI ‘
| Dim to WAR M
24V ‘ ‘ 24V
DRIVER == oc{omymioe “/F. -l Dirj DRIVER o fon oo Dl/)L w L Dl_j
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Hi—Efficiency 2835sMD 64LEDs

) Special PCB design,light efficiency up to 190 lumen/m
» Self-encapsulated design offers optional 2700-6000K

) ) ) ) Hh -
» High quality PCB, high thermal 3M adhesive . ﬁ'. .dF»‘ ‘m» aS
» Provide 1BIN delivery s v a N
Fy +legg, }
V. o 3
L3 3 o] 4
& & - . -
S Q S S CRI ,
Q Q Q Q H [ ]
‘ ‘{/\ o w S -y Dimmable One Bin B e
N 77N\ 93443
o | |7 | B | [oome
Beam angle Cuttable 5m/Reel Lifetime Compliant G
‘ 125 1:8,.15.6,
e " N A o
s 8 o ov0 o0 0o o 401 o of oJd&o]lo el e e e ol
| < P S ,
" 5000 —
2 pin wire L=150mm, 18AWG Unit:mm Rmin=50mm
125mm 4mm 4mm 4mm
o2V el .2mm mm 1.4
pc24av:[ O g g% O a 8] o 9;9:9[:] I1omm T e, Teme [[m] [[Cm] [m
- -= L tomm | 1omm | |_10.2mm_| | 12mm | | 1emm | | 12mm |

fe——f
15.6mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 64LEDs/m,15.6mm pitch
Step LEDs 8LED(24V)

Step length 125mm(24V)

Power(W) 9.6Watt/meter
Voltage(V) DC24V

Current(A/m) 0.4A(24V)

Copper folil 20z

Ambient temperature -20°C~+50°C

P20 P52 IP65H IP65 IP67 IP67E/IP68

POLAR CU RVE(Base on P20 CRI>90 6000K)

226.7

339.9

‘M 453.2

PRODUCT PHOTOM ETRICS(MO data base on IP20 24V)

CCT Lumen(lm/m) Efficacy(Im/w) CRI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
» 2700100  1440.02 | 1640.17 150.00 | 170.85  92.45182.16
» 3000100  1500.06 | 1747.02 156.26 | 181.98  93.01 | 81.04
) 4000200 1600.04 | 1824.19 166.67 | 190.02 91.81181.63
» 6000300  1610.10 1 1833.12 167.721190.95  91.19180.30
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= 566.6
0
€0/C180: — €90/€270:— CO: —

R9 Rf(Fidelity) Rg(Gamut) EEIl Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
69.05 | 2.28 88.19181.03 99.18 194.12 AT AT
7417 [ 1.02 89.11 180.12 99.04 | 91.12 ATIA
68.20 | 1.42 90.13 180.10 100.17 192.13 AT A
61.04 13.05 88.10 [81.08 99.12192.15 ATTA

Hi—Efficiency 2835smp 8oLeDs

» Special PCB design,light efficiency up to 190 lumen/m
» Self-encapsulated design offers optional 2700-6000K

———'*—J"?
» High quality PCB, high thermal 3M adhesive ‘,‘00" i W I
» Provide 1BIN delivery by w
-y
PP 0 S
‘7:\ ‘bQ W Q)Q 9 Oimmable One Bln - = = /
120° 50000
Beam angle Cuttable 5m/Reel Llfh::I'ane Compliant JERRS
DIMENSIONS & WATERPROOF
‘ 100 6.25 12.5
"Dcuv +--¢ch:v . e //’\\ ”—\\ IR
v 8 0 o010 0 0 080 TT o of oddodlo A NN
- 5000
2 pin wire L=150mm, 18AWG Unit:mm Rmin=50mm

100mm

[o+DC287 i

v 8 010 8 0 0ddo]fom

fe—>
12.5mm

PRODUCT SPECIFICATION

Dimension 5000mmx10mmx1.2mm
Chip density 80LEDs/m,12.5mm pitch
Step LEDs 8LEDs

Step length 100mm

Power(W) 12Watt/meter
Voltage(V) DC24V

Current(A/m) 0.5A

Copper foil 20z

Ambient temperature -20°C~+50°C

4mm 4mm 4m
1.2mm 1.5mm 1.4mm

fi T T, T—m [[m | [[Cm] T
|_1omm |_tomm |_10.2mm | L_12mm | L 12mm |

P20 IP52 IP65H IPB5 IPB7

m
—
| 12mm |

IP67E/IPE8

POLAR CU RVE(Baso on IP20 CRI> 90 6000K)

190°

140.8

281.6

PRODUCT PHOTOM ETRICS(The data base on IP20 24V)

CcCT Lumen(im/m) Efficacy(Im/w) CRlI

(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
b 2700£100  1776.16 1 2052.05 148.01 [171.00  92.60 |82.07
b 3000+100  1860.17 12180.06 155.01 [ 181.67  93.06 [81.14
» 4000%200 1982.01 12290.15 165.17 | 190.85 91.86 181.76
» 60002300  2000.08 | 2292.09 166.67 | 191.01  91.08 180.33

= 703.8
0
€0/C180: — €90/C270: — CO: —

R9 Rf(Fidelity) Rg(Gamut) EEIl Class
CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>Q0|CRI>80
69.07 |1 2.15 88.05 181.13 99.13 194.02 ATIAT
7413 11.13 89.15 [ 80.09 99.01 [91.14 ATIA
68.08 | 1.36 90.20 180.08  100.02 | 92.03 ATIA
61.06 13.18 88.01 [81.20 99.18 192.13 ATTA
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Hi—Efficiency 2835sMD 128LEDs

) Special PCB design,light efficiency up to 190 lumen/m

» Self-encapsulated design offers optional 2700-6000K
» High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery

‘ﬂ‘
A
o e
SE & & & /
Q Q Q Q CRI 4
Q Q Q H L
‘ f]:\ o e S sl Dimmable One Bin
o
AN N 0443 — & -
120° 3 @ Lo p
Beam angle Cuttable 5m/Reel Lifetime Compliant G
‘ 62.5 3.9‘ 7‘.8
f =2 CEN ZRN
yem 0 000 0%0ld[ 0000 0%0.60 000 0oL e A ;A S
| A . \ L
‘ - 5000 ‘
2 pinwire L=150mm, 18AWG Unit:mm Rmin=50mm
62.5mm } . . .
pczav:(§ 0 0 0 O @‘j@;d]]mmm T e, Tom ([m ] [ [
B - | 12mm L 12mm | | 12.2mm | L l4amm | | t4mm | | 14mm |
7.8mm 1P20 IP52 IP65H P65 IP67 IP67E/IP68

PRODUCT SPECIFICATION

POLAR CU RVE(Base on P20 CRI> 90 6000K)

Dimension 5000mmx12mmx1.2mm ‘900
Chip density 128LEDs/m,7.8mm pitch
Step LEDs 8LEDs 211.2
Step length 62.5mm 422.4
Power(W) 18Watt/meter ;M 6353
Voltage (V) DC24V M
Current(A/m) 0.75A ‘,,))/// 844.5
Copper foil 30z S 1055.7
Ambient temperature -20°C~+50°C 0 C0/CI80: — C90/C270:— COr—
PRODUCT P HOTO M ETR I CS(The data base on IP20 24V)
ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90/CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90|CRI>80
) 2700%£100 2664.03 | 3078.11 148.001171.01 92.59 182.13 69.07 |1 2.29 88.09 | 81.09 99.10 1 94.05 ATIAT
» 3000100 2790.14 [ 3276.19 155.01 [ 182.01 93.18 181.19 74.0111.10 89.08 1 80.11 99.14 191.16 ATTA
» 4000%£200 2970.10 1 3420.19 165.01 1190.01 91.86 181.75 68.02 | 1.44 90.12 1 80.02 100.10 |1 92.07 ATIAT
» 6000£300 3000.14 | 3438.02 166.67 [ 191.00 91.08 180.32 61.1013.08 88.11181.02 99.02 1 92.05 ATTA
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Hi—Efficiency 2835smp 160LEDs

» Special PCB design,light efficiency up to 190 lumen/m

» Self-encapsulated design offers optional 2700-6000K
» High quality PCB, high thermal 3M adhesive
» Provide 1BIN delivery

¥ & & & /o’
N\ Q S S CRI ,
Q Q Q Q - [ ]
“7’/\ o W & 3% Dimmable One Bin /i
e
PN ] /Z NN (LD
o | | 5000
Beam angle Cuttable 5m/Res| Lifetime Compliant YERRS
‘ 50 3.12 6.25
f ™ RN £~ TN
yem b ooooioldi0o000 ot oo/potolg e A N
e | S % \\~‘,'
‘ 5000 ‘ -
2 pin wire L=150mm, 18AWG Unit:mm Rmin=50mm
50mm 4mm 4mm 4mm
[»+ocasv | mm .5mm 1.4mm
pczav:([0 0 0 0 0 0¥0l0 Iwgmm fL?_ fLr_ i*% [ 7= I+
= e L 12mm L 1emm L 12.2mm | L 14mm | |_14mm | |_t4mm |
G%mm IP20 IP52 IP65H IP65 IP67 IP67E/IP68
PRODUCT S P ECI F | CATIO N POLAR CURVE(Base on IP20 CRI>90 6000K)
Dimension 5000mmx12mmx1.2mm ‘900
Chip density 160LEDs/m,6.25mm pitch
Step LEDs 8LEDs 246.4
Step length 50mm 492.8
Power(W) 21Watt/meter M/
i 738.9
Voltage(V) DC24V *M
Current(A/m) 0.87A IS y 985.3
Copper foil 30z O° 1231.6
Ambient temperature -20°C~+50°C
C0/C180: — €90/C270: — CO: —
PRODUCT PHOTOM ETR I CS(The data base on P20 24V)
ceT Lumen(im/m) Efficacy(Im/w) CRI R9 Rf(Fidelity) Rg(Gamut) EEl Class
(K) CRI>90|CRI>80 CRI>90|CRI>80 CRI>90 | CRI>80 CRI>90 | CRI>80 CRI>90|CRI>80 CRI>90|CRI>80 CRI>90| CRI>80
» 2700%£100 3108.00 | 3590.16 148.00 | 170.96 91.83 181.41 59.08 | 2.11 89.20 | 82.12 96.12 | 93.05 ATIAT
» 3000100 3255.21 13822.21 155.01 | 182.01 92.44 182.07 56.04 | 6.04 90.06 [ 81.08 100.17 195.16 ATIAT
» 4000%£200 3459.96 | 4000.29 164.76 | 190.49 91.53 1 84.37 60.14 16.20 88.16 182.03 98.05 188.13 ATIA
» 6000%£300 3500.07 | 4011.21 166.67 | 191.01 92.47 182.15 68.19 [ 10.17 88.04 [ 81.04 96.16 1 93.03 AT A
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NEON FLEX

Neon Flex contains silicone neon and PU neon, silicone neon is IP65/IP67, used indoor or outdoor.

PU neon is ture IP68, used underwater.

Silicone Neon, is made by adopting three-color silicone integrated extrusion shaping process, and
it’s protection grade reaches up to IP65/IP67, featuring resistances to saline solutions, acid & alkali,
corrosive gases, fire and UV, appluong to indoor and outdoor molding decoration, building outlines,
city night scenes illuminating and so forth for the sake of the effect of decorative lighting.

PU Neon, is made by TPU U shape milky tube and filling with opal PU glue, it’s protection grade
reaches up to IP68, UV resistant and saltwater resistant, used for underwater decorative lighting.
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Neon Flex Solution

Cable outlet

Standard end cap

Seamless end cap

Solderless end cap

R}

g
Z = <
: \ 8y

Waterproof ring

Metal ring

IP65/IP67 cable connector

Male
16mm
Female
‘ y 16mm
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Integrally extruded
Max length up to 50meters with one end power

Cutting mark

Mounting Accessories

T © o

Mounting Clip Mounting Profile Moldable Groovez
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IP Process Technology

/ IP65 Solderless end cap deconstruction diagram

\Gj NEON strip
@
Ded o~ o
Clear PC shell
2 G ©)
s Silicone pad
U-shape clear PC clip | Clear PC end cap
i
%~ | ® Stainless steel cap
| VY 0 G
UL | 6
) ,
-

Clear PC pad

>

Stainless steel scvew/w

IP65

(Solderless end cap)

/

IP67 Seamless end cap Linear interconnection Curve interconnection of lighting Curve interconnection of lighting
without dark area without dark area outward without dark area outward without dark area

e

P67

(Standard silicone end cap)

/

P67

(Seamless end cap) Pool

|p68 end cap, used under the water
Under water<3meters deep

&

P63

(PU NEON)
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Side Bend

Series Flat luminous surface series (Side bend) Series Curve luminous surface series (Side bend)

Model NS-50408 Model NS-81023 12.5mm.
Size(mm) 4x8 Size(mm) 10x23 |
Voltage DC24V _— Voltage DC24V
Min cut (mm) 25 Min cut (mm) 50(Single/Tunable color) / 62.5(RGB)
Power (W/m) 8 Power (W/m) 5/10/15
Lumen (LM/m) 199~223 8mm Lumen (LM/m) 5:160~197 | 10: 310~387 | 15: 433~542 23mm
CCT / Color [ CCT / Color S [« [ - ] < |
CRI >90 CRI >90
Min bending radius (mm) >300 T Min bending radius (mm) >300 o
P P67 P P67
10mm
Model NS-S0612 Model NS-S1225 16mm
Size(mm) 6x12 Size(mm) 12x25
Voltage DC24v Voltage DC24v
Min cut (mm) 50(Single/Tunable color) / 62.5(RGB) Min cut (mm) 50(Single/Tunable color) / 62.5(RGB/RGBW)
Power (W/m) 5/10 12mm Power (W/m) 5/10/15
Lumen (LM/m) 5:199~223 | 10: 246~360 Lumen (LM/m) 5:124~160 | 10: 237~318 | 15: 332~441 25mm
CCT / Color S5 ©CT/ Color SES [« [ = ] ¢ |
CRI >90 CRI >90
Min bending radius (mm) >300 Min bending radius (mm) >300
P P67 P P67
Model NS-S0817 10mm Model NS-S1220
Size(mm) 8x17 r 1 Size(mm) 12x20
Voltage DC24V Voltage DC24V
Min cut (mm) 50(Single/Tunable color) / 62.5(RGB) Min cut (mm) 50(Single/Tunable color) / 62.5(RGB/RGBW) / 166.7(DMX512)
Power (W/m) 5/10 Power (W/m) 5/10/15 20mm
Lumen (LM/m) 5:142~174 | 10: 271~340 17mm Lumen (LM/m) 5:131.7~176.9 | 10: 258.7~345.1 | 15: 360.9~475.4
oo/ Cdor Ll - 1] - | - | e/ Colo sl - [ - | -
CRI >90 CRI >90
Min bending radius (mm) >300 Min bending radius (mm) >300 W
P P67 P P67

Series Flat luminous surface series (Side bend)

Model NS-S1018

Size(mm) 10x18

Voltage DC24v

Min cut (mm) 50(Single/Tunable color) / 62.5(RGB)

Power (W/m) 5/10/15

Lumen (LM/m) 5:141.4~180.3 | 10: 273.3~356.0 | 15: 371.5~484.1 18mm
CCT / Color S ll

CRI >90

Min bending radius (mm) >300

P P67 |

10mm
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Top Bend

Series Flat luminous surface series (Top Bend)

Model NS-T0606

Size(mm) 6x6

Voltage DC24V

Min cut (mm) 25

Power (W/m) 6

Lumen (LM/m) 235~379

CCT/ Color (S

CRI >90

Min bending radius (mm) >300

P P67

Series Flat luminous surface series (Top Bend)
Model NS-T1010

Size(mm) 10x10

Voltage DC24v

Min cut (mm) 35.7

Power (W/m) 5/10

Lumen (LM/m) 5:332.5~429.6 | 10:644.1~828.8
CCT/ Color el - | - | - |53
CRI >90

Min bending radius (mm)

P

>300
P67

Series Flat luminous surface series (Top Bend)

Model

Size(mm)

Voltage

Min cut (mm)

Power (W/m)

Lumen (LM/m)

CCT / Color

CRI

Min bending radius (mm)

P

NS-T1212

12x12

DC24V

50(Single/Tunable color) / 62.5(RGB)
5/10

5: 289.6~354.1 | 10: 559.8~681.9

S AR08

>90

>300
P67

Series Flat luminous surface series (Top Bend)

Model

Size(mm)

Voltage

Min cut (mm)

Power (W/m)

Lumen (LM/m)

CCT / Color

CRI

Min bending radius (mm)

P

NS-T1615
16x15
DC24v

50(Single/Tunable color) / 62.5(RGB/RGBW) / 166.7(DMX512)

5/10/15

5:240.3~297.8 | 10: 459.9~583.9 | 15: 627.5~815.8

gl - ] - | e |

>90
>300
P67

Series Flat luminous surface series (Top Bend)

Model

Size(mm)

Voltage

Min cut (mm)

Power (W/m)

Lumen (LM/m)

CCT / Color

CRI

Min bending radius (mm)

P

NS-T2016

20x16

DC24V

50(Single/Tunable color) / 62.5(RGB/RGBW)
12/16/20

12: 608~783 | 16: 792~1009 | 20: 942~1220

el - (] - | - |53

>90
>200
P67
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6mm
}" 6mm
10mm
|
10mm
12mm

12mm
15mm
)
16mm
-
16mm
20mm '

Series Flat luminous surface series (Top Bend)

Model

Size(mm)

Voltage

Min cut (mm)

Power (W/m)

Lumen (LM/m)

CCT/ Color

CRI

Min bending radius (mm)

P

NS-T3020

30x20

DC24V

50(Single color) / 41.66(Tunable/RGB/RGBW)
16/20/24

16: 836.9~1067 | 18: 1017~1298 | 24: 1196~1534

el - 1 - | - 58

>90

>300
P67

Series

Model
Size(mm)
Voltage

Min cut (mm)
Power (W/m)
Lumen (LM/m)
CCT/ Color
CRI

Min bending radius (mm)
P

360° luminous surface series
NS-D16

16x15.5

DC24V

50(Single/Tunable color) / 62.5(RGB)
5/10

5: 284~378 | 10: 558~735

el - ] - | - |

>90

>300
P67

Series 360° luminous surface series
Model NS-025

Size(mm) 25

Voltage DC24V

Min cut (mm) 50

Power (W/m) 5/10

Lumen (LM/m) 5:272~302 | 10: 525~586
CCT/ Color S BOan
CRI >90

Min bending radius (mm) >300

P P67

Series 360° luminous surface series
Model NS-®30

Size(mm) 30

Voltage DC24v

Min cut (mm) 50

Power (W/m) 5/10

Lumen (LM/m) 5: 263~293 | 10: 491~545
CCT/ Color [

CRI >90

Min bending radius (mm) >300

P P67

Serles Flat luminous surface series (Top Bend & Side Bend)

Model

Size(mm)

Voltage

Min cut (mm)

Power (W/m)

Lumen (LM/m)

CCT/ Color

CRI

Min bending radius (mm)
P

NS-3D1615

16x15

DC24V

50

5/10

5:316~391 | 10: 626~745

Sy @lan)

>90

>300
P67

30mm

$25mm

20mm

15.5mm

¢$30mm

<

16mm

15mm
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SIDE / Horizontal Bend so0408 NEON

Regular power 6W/m

Seven CCT optional from 2100K to 5300K

DIMENSIONS & WATERPROOF

Max length 5 meters with one end power

e SR
N /% =\ — 25244 )
ol ; % 50000 M8O ll"(3)
= = by
One Bin Soventressiant | |sawaierresisiant| UV profected| | Cuttable Lifotime Compliant S ERRy

Light emitting surface

Light emitting surface

Top view 5000mm 300mm B
4mm |
|
6.5mm L L Light surface /( @:F
—
Side view
8mm
1
10.5mm| 1 ” .
i /[
b ——
9.5mm Cutting lenpth; 25mm

PRODUCT SPECIFICATION

Voltage DC24 V
CRI/Ra >90
Ambient temperature -25°C~45°C
S0408

Power(W/m) 6
Efficacy(Im/W)@3000K 42.2

Max Length(m) 5

WHITE COLOR PARAMETERS

Part Number CCT

(K)
» NS-S0408-W21 2000-2300K
» NS-S0408-W24 2300-2600K
> NS-S0408-W26 2400-2800K
> NS-S0408-W30 2800-3300K
> NS-S0408-W35 3200-3900K
» NS-S0408-W42 3900-4600K
» NS-S0408-W53 5000-5700K
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9.4
=15 65— Bend horizontal only

PO LAR CU RVE(The data base on 6W 5300K)

C0/C180: — €90/C270: — CO: —

Lumen Efficacy
(Im/m) (Im/w)
199 33.2
212 35.3
219 36.5
253 42.2
223 37.2
214 35.7
221 36.8

Accessory

Mounting accessories

Mounting clip (length: 1.5cm)
Mounting channel (length: 1m, 2m, 3m)
Endcap

® O&’

Endcap without hole Outlet from the end

Standard end cap

Wire cable

AN

2PIN cable

Connector

4

2PIN connector
(Single color)

www.atendi.dk | 133



SIDE / Horizontal Bend sos12 NEON

Max length 20 meters with one end power
Eight CCT optional from 2100Kto 6150K

S e -
BRSO O W o © Q@ © rg';"v"’#"'"‘s"/
26T s0m%

. &

f’ CRI
>90,
One Bin 4

BB o

5
9©

Sowvent resistant deumsmml

)

Cuttable

SR
50000
hours
Lifetime Compliant VEARS,

DIMENSIONS & WATERPROOF

Top view Light emitting surface
" max length s 300mm
[6mm |

BmmI I Light surface J/—j:‘:‘  —

- -

12mm m Light emitting surface

9 . 12mm
Sideview .
————— B

— 12mm st
MMIE Ji {E — e

le—>] f———f /

12mm Cuttinglength smm ‘

Bend horizontal only

POLAR CU RVE(The data base on 10W 4000K)

PRODUCT SPECIFICATION

Voltage DC24V
CRI/Ra >90

Ambient temperature -25°C~45°C

Colortype Cutting length (mm)
Single color 50mm

Tunable white 50mm

RGB color 62.5mm

C0/C180: — €90/C270: — CO: —

WHITE COLOR PARAMETERS

PartNumber ccT Low power(5w/m) High power(10w/m)
(K) (Im/m)  (maxlength) (Im/m)  (maxlength)
> NS-S0612-W21 2000-2200K 145 15m 246 10m
> NS-S0612-W24 2300-2500K 173  15m 312 10m
> NS-S0612-W27 2600-2800K 178 15m 3583 10m
» NS-S0612-W30 2900-3100K 154  15m 299 10m
» NS-S0612-W35 3400-3700K 169 15m 327 10m
> NS-S0612-W40 3800-4300K 186 15m 360 10m
» NS-S0612-W50 4800-5300K 187 15m 360 10m
» NS-S0612-W60 5900-6400K 190 15m 359 10m
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TUNABLE COLOR PARAMETERS

Part Number

> NS-S0612-TW
> NS-S0612-TW
> NS-S0612-TW

CCT
(K)

2000-2300K
5000-5500K
3400-3700K

RGB COLOR PARAMETERS

Part Number

> NS-S0612-R
> NS-S0612-G
> NS-S0612-B
> NS-S0612-Y
> NS-S0612-P
» NS-S0612-RGB

Accessory

Mounting accessories

Mounting clip(length: 2cm)

Mounting channel(length: 1m, 2m,3m)

Endcap

Standard end cap

Wire cable

—

2PIN cable

Connector

4

2PIN connector
(Single color)

Color
(nm)

620-625nm
515-525nm
460-465nm
585-595nm

15000-30000K

/

3PIN cable

AP

3PIN connector
(Tunable White)

Low power(5w/m)

(Im/m)

58
88
158

(maxlength)

5m
5m

5m

Low power(5w/m)

(Im/m)

82.0
240.0
29.7
61.4
78.0
73.0

"

4PIN cable

o

4PIN connector
(RGB color)

(maxlength)

20m
15m
15m
20m
15m

5m

High power(10w/m)

(Im/m)

126
177
269

(max length)

5m
5m

5m

High power(10w/m)

(Im/m)

160.0
398.0

51.6
125.0
144.6
126.6

(max length)

13m
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SIDE / Horizontal Bend sos17 NEoN

Regular power 5W/m and 10W/m for option

Max length 25 meters with one end power

Eight CCT optional from 2100K to 6000K

FFFEFFEd | &
SPOCSL LSS IS | O
TP RPRSS | 4

BBER o

DIMENSIONS & WATERPROOF

CRI
>90 "

Sowert resistant

Topview
Max length . e
126 6.9mm, 9 mm ‘
£ : | Qmm
‘ E| Lightsur fae /L J 1 r . 1
79
Side view
Max length oomm
12.6mm 6.9mm ‘ IE 17mm
— H
i
] ] ——
H — 8mm
5l
50mm
(RGB:62.5mm)

PRODUCT SPECIFICATION

)

T
S
)
ours
Lifetime Compliant VERRS

Light emitting surface

Cuttable

Light emitting surface

Bend horizontal only

POLAR CU RVE(The data base on 10W 4000K)

| o
Voltage DC24V 90
CRI/Ra >90 23.9
Ambient temperature -25°C~45°C
¥ 47.9

. = J 71.8
Colortype Cutting length (mm) M
Single color 50mm S 95.7
Tunable white 50mm 7%

== 119.6
RGB color 62.5mm 0
C0/C180: — €90/C270: — CO: —
PartNumber CcCT Low power(5w/m) High power (10w/m)
(K) (Im/m) (max length) (Im/m) (maxlength)

> NS-S0817-W21 2000~2200K 142 19m 271 13m
> NS-S0817-W24 2300~2500K 148 19m 285 13m
> NS-S0817-W27 2600~2800K 159 19m 310 13m
> NS-S0817-W30 2900~3100K 154 19m 311 13m
> NS-S0817-W35 3400~3700K 160 19m 323 13m
> NS-S0817-W40 3800~4300K 174 19m 340 13m
> NS-S0817-W50 4800~5300K 175 19m 344 13m
» NS-S0817-W60 5900~6300K 166 19m 319 13m
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TUNABLE COLOR PARAMETERS

High power(10w/m)

Part Number C(%T Loymeﬁ‘fvermx/ﬂ)gm)
b NS-S0817-TW 2500-2900K 81 5m
b NS-S0817-TW 5000-5800K 83  5m
b NS-S0817-TW 3500-4200K 161 5m
RGB COLOR PARAMETERS
Part Number o e
) NS-S0817-R Red(620-625nm) 67.7 25m
> NS-S0817-G Green(515-525nm) 195.0  19m
» NS-S0817-B Blue(460-465nm) 347 19m
» NS-S0817-Y Yellow(585-595nm) 14.6  25m
b NS-S0817-P Pink 743  19m
» NS-S0817-RGB RGB 77.4  5m

Accessory

Mounting accessories

Mounting clip (length: 2cm)
Mounting channel (length: 1m, 2m, 3m)

Endcap

Endcap without hole Outlet from the end

Standard end cap

Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

2PIN connector
(Single color)

AP

3PIN connector
(Tunable White)

o

4PIN connector
(RGB color)

(Im/m)  (maxlength)
169 5m
173  5m
332 5m

High power(10w/m)

(Im/m)
192.2
466.0

92.7

37.4
195.8
108.0

(maxlength)
17m
13m
13m
17m
13m

5m
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SIDE / Horizontal Bend si018 NeON

Regular power 5W/m,10W/m and 15W/m for option
Max length 33 meters with one end power

Eight CCT optional from 2100K to 6000K

« \
8 Qd—‘
S

B an- e —
MEeo 2=

QR4
27 AN\

M80
Compliant

hours

Lifetime S ERR

50000
Sltwaler resistant] Cuttable

DIMENSIONS & WATERPROOF

TUNABLE COLOR PARAMETERS

Low power(5w/m)

Part Number CCT

(K) (Im/m) (max length)
NS-S0818-TW 2500-2900K 772 5m
NS-S0818-TW 5000-5800K 83.0 5m
NS-S0818-TW 3500-4800K 160.8 5m
S Color Low power(5w/m)

(nm) (Im/m)  (max length)
NS-S0818-R Red (620-625 nm) 70 33m
NS-S0818-G Green(515-525nm) 190 25m
NS-S0818-B Blue (460-465nm) 38 25m
NS-S0818-Y Yellow (585-595 nm) 59 33m
NS-S0818-P Pink 74 25m
NS-S0818-RGB RGB 82 b5m

Light emitting surface

Topview
[ tomm . =il
ulw e I
I | atsurt _J_ | ——
Light emitting surface
Side view
L Max length | 300mm
[ ol | | gmm oo RS L .,
18mm —o T
I i f . i
I 1 | I 1\ ==
Il ][ j: J |_
(RGB:62.5mm) 13mm 10mm Bend horizontal only
PRODUCT SPECIFICATION POLAR CURVE e gatabase on 15w 4000k
'90°
Voltage DC24V
CRI/Ra >90 34.1
Ambient temperature -25°C~45°C
¥ 68.2
Colortype Cutting length (mm) \M 102.2
Single color 50mm S 136.3
Tunable white 50mm %
== 170.3
RGB color 62.5mm 0
C0/C180: — €90/C270: — CO: —
Part Number CCT Low power(5w/m) Medium power(10w/m) High power(15w/m)
(K) (Im/m)  (max length) (Im/m)  (max length) (Im/m)  (maxlength)
> NS-S1018-W21 2000~2200K 141.4 25m 276.4 17m 375.9 13m
> NS-S1018-W24 2300~2500K 138.7 25m 273.3 17m 371.5 13m
> NS-S1018-W27 2600~2800K 160.4 25m 312.6 17m 421.9 13m
> NS-S1018-W30 2900~3100K 163.4 25m 328.4 17m 441.3 13m
» NS-S1018-W35 3400~3700K 170.3 25m 327.0 17m 452.6 13m
> NS-S1018-W40 3800~4300K 178.3 25m 356.0 17m 484 1 13m
> NS-S1018-W50 4800~5300K 180.3 25m 346.0 17m 483.9 13m
> NS-S1018-W60 5900~6300K 177.2 25m 353.9 17m 468.5 13m
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Accessory

Mounting accessories

Mounting clip (length: 2cm)
Mounting channel (length: 1m, 2m, 3m)

Endcap

Standard end cap

Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

4PIN connector
(RGB color)

3PIN connector
(Tunable White)

2PIN connector
(Single color)

Medium power (10w/m)

(Im/m)
163.2
173.5
337.0

(max length)
5m
5m

5m

Medium power (10w/m)

(Im/m)

150
356

71
116
148
144

(max length)

22m
17m
17m
22m
17m

5m

High power(15w/m)

(max length)

(Im/m)
219.0

231.5
451.8

High power(15w/m)

(max length)

(Im/m)

192.2
466.0
92.7
37.4
195.8
108.0
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SIDE / Horizontal Bend s1023 NEON

Max length 33 meters with one end power

Eight CCT optional from 2100K to 6000K

Qdkgé—qék_a&aé—m&a&q& Qé: @{- /
PP LPPLS | P ¢

TR T RS ‘ " —
@Eeoogr

Saltwater resistan] Cuttable Lifetime

DIMENSIONS & WATERPROOF

Light emitting surface

Topview Wexonth
ax len " 300mm____
e 79mm | | }
" 12.5mm
| J 1 slz L ightsur ace /1 HDZ E 1
79 Light emitting surface
Side view

Mex length 300mm

M,__‘,_ﬂ 23mm
(I 23um // 1:__:_:_‘:).
[ ] [
| 1| :&:IIEZ:E -
= M 10mm

(RGB.63.3mm) Bend horizontal only

PRODUCT SPECIFICATION POLAR CURVE rhe data base on 15w 4000

| o
Voltage DC24V 90

CRI/Ra >90 38.2

Ambient temperature -25°C~45°C

1 76.3

Colortype Cutting length (mm) ‘M 114.4
Single color 50mm e 152.6
h% 190.7

o
RGB color 62.5mm 0
C0/C180: — €90/C270: — CO: —

Tunable white 50mm

WHITE COLOR PARAMETERS

Part Number CCT Low power(5w/m) Medium power(10w/m) High power(15w/m)
(K) (im/m)  (maxlength) (Im/m)  (maxlength) (Im/m)  (maxlength)
» NS-S1023-W21 2000~2200K 160 25m 310 17m 433 13m
> NS-S1023-W24 2300~2500K 167  25m 322 17m 454 13m
> NS-S1023-W27 2600~2800K 179  25m 349 17m 491 13m
» NS-S1023-W30 2900~3100K 1756 25m 345 17m 478 13m
» NS-S1023-W35 3400~3700K 194 25m 381 17m 534 13m
» NS-S1023-W40 3800~4300K 197  25m 387 17m 542 13m
» NS-S1023-W50 4800~5300K 191 25m 376 17m 531 13m
» NS-S1023-W60 5900~6300K 179 25m 350 17m 500  13m
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TUNABLE COLOR PARAMETERS

Part Number CcCT Low power(5w/m)
(K) (Im/m) (max length)
» NS-S1023-TW 2500-2900K 85 5m
> NS-S1023-TW 5000-5800K 89  5m
» NS-51023-TW 3500-4200K 175 5m

RGB COLOR PARAMETERS

Part Number Golor Rl LU
» NS-S1023-R Red(620-625nm) 69 33m
> NS-S1023-G Green(515-525nm) 213 25m
» NS-S1023-B Blue(460-465nm) 40 25m
> NS-S1023-Y Yellow(585-595nm) 63 33m
» NS-S1023-P Pink 81 25m
> NS-S1023-RGB RGB 78 5m
Accessory

Mounting accessories

Mounting clip (length: 2cm)
Mounting channel (length: 1m,2m, 3m)

Endcap

Endcap without hole Outlet from the end

Standard end cap

Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

o~

3PIN connector 4PIN connector
(Tunable White) (RGB color)

2PIN connector
(Single color)

Medium power (10w/m)

(Im/m)  (max length)
180 5m
190  5m
362 5m

Medium power (10w/m)

(Im/m)  (maxlength)
148  22m
404 17m
74 17m
1256 22m
162  17m
145 5m

High power(15w/m)

(Im/m)  (maxlength)
251 5m
262  5m
509 5m

High power(15w/m)

(Im/m)  (maxlength)
197 17m
513 13m
103 13m
156 17m
218 13m
181 5m
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SIDE / Horizontal Bend s1225 NeoN TUNABLE COLOR PARAMETERS

Part Number ceT Low power(5w/m) Mediumpower(10w/m) High power(15w/m)
Regular power 5W/m,10W/m and 15W/m for option K (Im/m)  (maxlength) (Im/m)  (max length) (Im/m)  (maxlength)
Max length 35 meters with one end power > NS-51225-TW 2500-2900K 73 5m 150  5m 207 5m

\ b NS-S1225-TW 5000-5800K 75 5m 156  5m 216 5m
Eight CCT optional from 2100K to 6000K //,——\

» NS-S1225-TW 3400-4000K 142 5m 291  5m 403 5m

RGB & RGBW COLOR PARAMETERS

T ST P S S & &
\°Q§Q«°QQQQb°QQQQQQQQQQ S ) )
PP PPWS G AN Color Low power(5w/m) Medium power(10w/m) High power(15w/m)
Part Number
(nm) (Im/m) (max length) (Im/m) (max length) (Im/m)  (maxlength)

n D ﬂ ‘ y ’ {@ @] \ ) NS-S1225-R Red(620-625nm) 55.6  35m 123 23m 172 18m
b NS-S1225-G Green(515-525nm) 181 27m 3407 17m 426 14m

VZN

A (S = = =
O%,A ‘ ‘ @ | [om | UL & > NS-§1225-B Blue(460-465nm) 32 27m 61.4 17m 85.7 14m
one Bin P | |somiiom |Wirsiansd] | cuttable | | ufotme | | Complant ) | NS > NS-S1225-Y Yellow(585-595nm) 49.6  35m 102.5 23m 126.7 18m
DIMENSIONS & WATERPROOF . ik
» NS-S1225-RGB RGB 70.4  5m 131.6  5m 161.2  5m
Top view o o b NS-S1225-RGBWS50 RGB+5000K 91.7  5m 180.8  5m 254.7  5m
14mm YQ;L—""'" 16a
= [
] || Accessory
079 Light emitting surface
Mounting accessories
Side view m e 200mm I 25mm
, N
L L | N
f e '

(nsumégmmsz Smm) Bend horizontal only

Mounting clip (length: 2cm)

PRODUCT SPECIFICATION POLAR CURVE rre database on 15w 4000) LT e R )

Endcap
Voltage DC24V l o
90
CRI/Ra >90
Ambient temperature —-25°C~45°C 31.0
\ 62.1 Endcap without hole Outlet from the end

Color Type Cutting length (mm) T )

- | 93.1 Standard end cap
Single color 50mm 1

L 124.1 Wire cable
Tunable white 50mm % .
RGB color 62.5mm i 155.2

RGBW color 62.5mm 0’ / / / /

C0/C180: — €90/C270: — CO: —

WH lTE COLO R PA RAM ET E RS 2PIN cable 3PIN cable 4PIN cable 5PIN cable

Part Number CCT Low power(5w/m) Medium power (10w/m) High power(15w/m) Connector
(K) (Im/m)  (maxlength) (Im/m)  (max length) (Im/m)  (maxlength)

> NS-S1225-W21 2000~2200K 124 27m 237 17m 332 14m

> NS-S1225-w24 2300~2500K 139 27m 270 17m 382 14m

> NS-S1225-wW27 2600~2800K 146 27m 286 17m 400 14m T

2PIN connector 3PIN connector 4PIN connector 5PIN connector

> NS-S1225-W30 2900~3100K 144 27m 286 17m 395 14m (Single color) (Tunable White) (RGB color) (RGB+White color)
> NS-S1225-W35 3400~3700K 153 27m 304 17m 428 14m

> NS-S1225-W40 3800~4300K 160 27m 318 17m 441 14m

> NS-S1225-W50 4800~5300K 153 27m 301 17m 423  14m

> NS-S1225-W60 5900~6300K 158 27m 313 17m 436 14m
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SIDE / Horizontal Bend s1220 NeoON

Soldering—free and silicone end cap

Max length 35 meters with one end power

Eight CCT optional from 2100K to 6150K

B BR oo

(CHI\
>90.

=

Sovent resistant Lmumasmn

UV profected

Cuttable Lifetime

QR4
NS0, 3y
Compliant as>

DIMENSIONS & WATERPROOF

Top view
max length 300mm

Wmm: r ‘I f o Light surface _rl " ‘U  —r—

fe—
26.5mm ¥

Side view 20mm

20mm l

24mm g )| [ J— kY

4—}‘ - -
s -
26.5mm Cutting length 12mm

PRODUCT SPECIFICATION

Light emitting surface

Voltage DC24 V
CRI/Ra >90
Ambient temperature -25°C~45°C

190°

32.7

65.5

98.2

130.9

Color Type Cutting length(mm) ,W
Single color 50mm e f“
Tunable white 50mm ;M/

RGB color 62.5mm 7%
RGBW color 62.5mm —

163.7

C0/C180: — €90/C270: — CO: —

WHITE COLOR PARAMETERS

Part Number CCT Low power(5w/m)

K) (Im/m)  (max length) (Im/m)
> NS-S1220-W21 2000~2200K 131.7 27m 258.7
> NS-S1220-W24 2300~2500K 150.4  27m 293.0
> NS-S1220-W27 2600~2800K 152.7 27m 303.2
> NS-S1220-W30 2900~3100K 156.7 27m 307.2
» NS-S1220-W35 3400~3700K 176.9 27m 345.1
> NS-S1220-W40 3800~4300K 170.1 27m 335.6
» NS-S1220-W50 4800~5300K 170.0  27m 329.4
» NS—S1220-W60 5900~6400K 168.2  27m 328.3
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Medium power(10w/m)

(max length)

17m
17m

Light emitting surface

Bend horizontal only

POLAR CU RVE(The data base on 15W 4000K)

High power(15w/m)

(Im/m)

360.9
410.1
431.7
432.3
475.4
470.1
461.8
465.1

(max length)

14m
14m
14m
14m
14m
14m
14m

14m

TUNABLE COLOR PARAMETERS

Part Number ceT Low power(5w/m) Medium power(10w/m) High power(15w/m)
) (Im/m) ~ (max length) (Im/m)  (max length) (Im/m)  (max length)
P NS-S1220-TW 2500-2900K 80.2  5m 171.3  5m 229.0  5m
> NS-S1220-TW 5000-5800K 85.6 5m 186.0 5m 244.3 5m
> NS-S1220-TW 3500-4200K 167.4 5m 353.5 5m 476.3 5m

RGB & RGBW COLOR PARAMETERS

ST o o o e rnan o o
» NS-S1220-R Red(620-625nm) 73.8 35m 155.4 23m 204.7 18m
> NS-S1220-G Green(515-525nm) 198.2 27m 372.6 17m 473.2 14m
> NS-S1220-B Blue(460-465nm) 35.2 27m 69.8 17m 93.3 14m
> NS-S1220-Y Yellow(585-595nm) 11585 35m 30.4 23m 40.8 18m
> NS-S1220-P Pink 74.6 27m 148.2 17m 199 14m
» NS-S1220-RGB RGB 86.1 5m 160.2 5m 200.3 5m
> NS-S1220-RGBW RGBW 110.7 5m 211.2 5m 301.8 5m

Note: RGB Constant Current version for option, Max length 13meters with one end power, power is 11w/m, lumen (Im/m) is R:41 G:140 B:23 RGB:200

Accessory

Mounting accessories

Mounting clip (length: 2cm)
Mounting channel (length: 1m, 2m, 3m)

End cap

e
. N
-

Standard end cap

Seamless end cap

Solderless end cap

Wire cable Anti syphon metal ring (Used with seamless end cap for outdoor)
—_ _ e 7 2 2 2 2
2PIN cable 3PIN cable 4PIN cable 5PIN cable 2PIN cable 3PIN cable 4PIN cable 5PIN cable

Connector

= 4

3PIN connector
(Tunable White)

5PIN connector
(RGB+White color)

4PIN connector
(RGB color)

2PIN connector
(Single color)
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DMX512 NEON

Description

DMX RGB LED NEON lights let you create millions of colors by just mixing red,

green, and blue colors. With the ability to control each individual pixel and

eachindividual channel, the color mix and color effects possibilities are endless.

® Compatible with DMX512(1990) protocol.

® Adopting RS485 signal trunk and signal differential transmission mode to
ensure strongerabilility of anti-interference and longer transmission distance

® Auto matically addressing with editor

(C)
=Y

@87,

e A

Solvent resistant | | Saltwater resistant| | UV protected Cuttable Lifetime
Top view
5m LL 300mm
2mm

U ansurs ce [ e

1

G | |

20mm
Side view
\ZDmm
[ - i |
Cutting length: 166.7mm
Light emitting surface
Voltage DC24V
Power 9(max)
Lumen R:53 G: 146 B:28 RGB:218
,— Lightemitting surface
Control Mode DMX512
Gray Scale 65536
Pixel(pix/m) 6
Cutting length 166.7
IP Grade P67
Bend horizontal only

Ambient temperature —-25°C~45°C

Cable outlet

Use three kinds of entry cable,to meet the different installing request

Front Cable Entry Side Cable Entry Bottom Cable Entry
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Accessory

Mounting accessories

Stainless Steel Mounting clips Aluminium Mounting clips

-

@V

189 O 21 ==

—=—]

I%zcaj

e

s

Connector

-

1 Bag=1x 30cmcable with 5 PIN
Male connector + 1x30cm

T-type connector
20cm cable
cable with 5 PIN Female connector

Controller

-

Za

DMX512 controller

DMX512 address editor

Aluminium Profile

Signal switching cable
20cm cable

Suspension Installation

W

5 cores silicone cable

Neon Flex
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TOP / Vertical Bend Tos06 NEON

Regular power 6W/m
Max length 5 meters with one end power

Nine CCT optional from 1700K to 5600K

/

alSEEET
| =[S
Satwater resistant| | UV protected Cuttable LIf;:I’:ne Compliant FEARS,

/ CRI
- <
One Bin

DIMENSIONS & WATERPROOF

Top view
5000mm 300mm
8.‘5mm 6mm |
Light surf: (
'a {Tarisuracs | B
—L10

10mm S S

Bottom view
8.5mm Smim

|

Cutting length: 25mm

PRODUCT SPECIFICATION

6mm

Voltage DC24V
CRI/Ra >90
Ambienttemperature -25°C~45°C
T0606

Power(W/m) 6
Efficacy(Im/W)@3000K 58

Max Length(m) 5

WHITE COLOR PARAMETERS

Part Number CCT Efficacy

(K) (Im/w)
» NS-T0606-W17 1600-1900K 39.2
» NS-T0606-W22 2100-2400K 54.2
> NS-T0606-W24 2200-2600K 55.0
» NS-T0606-W26 2400-2800K 56.2
» NS-T0606-W28 2600-3000K 57.5
» NS-T0606-W32 3000-3500K 58.0
» NS-T0606-W38 3500-4200K 59.7
» NS-T0606-W44 4000-4800K 58.8
» NS-T0606-W56 5300-6000K 63.2
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C0/C180: — €90/C270: — CO: —

Lumen
(Im/m)

235
325
330
337
345
348

353
379

Accessory

Mounting accessories

Mounting clip (length: 1.5¢cm)
Mounting channel (length: 1m, 2m, 3m)

Endcap

Standard end cap

Wire cable

P

2PIN cable

Connector

\

2PIN connector
(Single color)
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TOP / Vertical Bend 11010 NEON

Maxlength 5 meters with one end power

Eight CCT optional from 2100K to 6000K

-—ig B il
QR4
@ 9D 7| = 6
he
Saltwater resistant| | UV protected Cuttable LIf::‘I’rsne Compliant FEARS,

DIMENSIONS & WATERPROOF

Side view ’ o . 3oomm
13mm
e 10mm //
13mm L H i Luminous surface
20mm Min bending diameter
@4mm 2pins cable Luminous surface
Bottom view =
13mm 7mm
PELLY [tomm ' 10mm
-—% : ; / ==y
Tommg | j \ /1
20mm * Cuttinglength 10mm

Bend vertical only ™

PRODUCT SPECIF'CAT'ON POLAR CURVE(The data base on 10W 6000K)

| o
Voltage DC24V 90
CRI/Ra >90 57.1
Ambienttemperature -25°C~45°C

W -
ColorType Cutting length (mm) MM AR
Single color 35.7mm = 228.2

C0/C180: — €90/C270: — CO: —

WHITE COLOR PARAMETERS

Part Number CCT Low power(5w/m) High power(10w/m)

(K (Im/m)  (maxlength) (Im/m)  (max length)
» NS-T1010-W21 2000-2200K 332.5 5m 644.1  5m
> NS-T1010-W24 2300-2500K 354.8  5m 684.7  5m
» NS-T1010-W27 2600-2800K 380.2  5m 737.9  5m
» NS-T1010-W30 2900-3100K 401.6  5m 785.9  5m
» NS-T1010-W35 3400-3700K 371.3 5m 718.7  5m
» NS-T1010-W40 3800-4300K 429.6  5m 828.8  5m
» NS-T1010-W50 4800-5300K 427.6  5m 827.7  5m
» NS-T1010-W60 5900-6400K 419.0  5m 810.6  5m
» NS-T1010-R RED 153.7  5m 331.6 5m
» NS-T1010-G GREEN 512.7 5m 920.8  5m
» NS-T1010-8B BLUE 93.96  5m 173.6  5m
» NS-T1010-Y YELLOW 127.4  5m 268.1  5m
» NS-T1010-P PINK 179.0  5m 347.5  5m
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Accessory
Mounting accessories

Stainless Steel Mounting clips

e

D4

Endcap

Standard end cap

Wire cable

A\

2PIN cable

Connector

4

2PIN connector
(Single color)

Aluminium Profile

transparent plastic groove

|- 1000

1000
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TOP / Vertical Bend T1212 NEON TUNABLE COLOR PARAMETERS

cCT Low power(5w/m) High power(10w/m)

. Part Number
Regular power 5W/m and 10W/m for option ® (Im/m) (max length) (Im/m) (max length)
Max length 25 meters with one end power — > NS-T1212-TW 2500-2900K 151.2  5m 3145  5m
: " b NS-T1212-TW 5000-5700K 161.2 5m 336.6 5m
Soldering—free and silicone end cap

b NS-T1212-TW 3600-4200K 316.0 5m 646.1 5m
Eight CCT optional from 2100K to 6150K
LQQ*-Q@L@%Q&QQ\;@;@;& S - — RGB COLOR PARAMETERS
NS N (NN o A ’ / -
TESFT S | S Color Low power(5w/m) High power(15w/m)
- Part Number
e — (nm) (Im/m) (max length) (Im/m) (max length)

n D ﬂ P NS-TI212°R Red(620-625nm) 1820  25m 276.7  17m
> NS-T1212-G 374.0 19m 703.0 13m

Green(515-525nm)

@ ‘ ‘ @ &= | o0 | (UL b NS-T1212-B Blue(460-465nm) 700 19m 120.0  13m
hours
— ==t et b NS-T1212-Y Yellow(585-595nm) 27.9  25m 50.7  17m
DIMENSIONS & WATERPROOF b NS-T1212-P Pink 143.0  19m 278.0  13m
b NS-T1212-RGB RGB 1740 5m 288.0  5m
Top view
max length i 300mm
[12mm |
17mm " [ Light surface 1/{ |‘ J]E‘:”:_ A C C e S S o ry
“o65mm i Min bending diameter Mounting accessories
12mm
Side view L v
12mm 12mm
el /| I

PRODUCT SPECIFICATION POLAR CURVE(The data base on 10W 6000K) Mounting clip(length: 2cm)

Mounting channel(length: 1m, 2m,3m)

| wpmo End cap
Voltage DC24 V 90
CRI/Ra >90 46.6
Ambient temperature -25°C~45°C - /-L

W -
Color Type Cutting length(mm) \M 139.7 ] : |
Single color 50mm (- 186.3 l\ & S 2
Tunable white 50mm 7% -

= 232.9 Standard end cap Seamless end cap Solderless end cap

o
RGB color 62.5mm 0
C0/CI80: — C90/C270: — CO: —

WHITE COLOR PARAMETERS

Wire cable Anti syphon metal ring (Used with seamless end cap for outdoor)

B D™ B

Part Number CCT Low power(5w/m) High power(10w/m)
(K) (Im/m)  (max length) (Im/m)  (max length)

2PIN cable 3PIN cable 4PIN cable 2PIN cable 3PIN cable 4PIN cable

» NS-T1212-W21 2000-2200K 290.8  19m 559.8  13m

> NS-T1212-W24 2300-2500K 289.6  19m 562.4  13m Connector

> NS-T1212-W27 2600-2800K 349.5 19m 668.3 13m

> NS-T1212-W30 2900-3100K 329.7 19m 638.8 13m ( / J

> NS-T1212-W35 3400-3700K 354.1 19m 661.7 13m

> NS-T1212-W40 3800-4300K 347.1 19m 677.4 13m 2PIN connector 3PIN connector 4PIN connector
Single col Tunable Whit RGB col

b NS-T1212-W50 4800-5300K 3467 19m 681.9  13m (Single color) (Tunable write) (RGS color

> NS-T1212-W60 5900-6400K 336.2 19m 661.8 13m
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TOP / Vertical Bend T1615 NEON TUNABLE COLOR PARAMETERS

cCT Low power(5w/m) Medium power(10w/m) High power(15w/m)

Part Number
Regular power 5W/m,10W/m and 15W/m for option ) (Im/m)  (max length) (Im/m)  (max length) (Im/m)  (max length)
Maxllengthia5metersiwithlonslendlpower P NS-T1615-TW 2500-2900K 133.0 5m 274.0 5m 363.7 5m
> NS-T1615-TW 5000-5800K 143.9 5m 295.1 5m 387.2 5m
Soldering—free and silicone end cap
b NS-T1615-TW 3500-4200K 279.5 5m 569.6 5m 766.2 5m
Eight CCT optional from 2100K to 6150K

RGB & RGBW COLOR PARAMETERS

ORI S & .
RSN SRSl Color Low power(5w/m) Medium power(10w/m) High power(15w/m)
Part Number ’
(nm) (Im/m) (max length) (Im/m) (max length) (Im/m) (max length)

n D ﬂ ‘ Y ’ [@ " —l - WETHIEE Red(620-625nm) 1116 85m 237.5  23m 3232  18m
) NS-T1615-G Green(515-525nm) 308.0 27m 548.2 17m 697.4 14m

VN

@ ‘ ‘ @ %:. = ’ e > NS-T1615-B Blue(460-465nm) 57.0  27m 106.9  17m 148.6  14m
>90 =
One Bin N, mn UV prolected| | Cuttable Llfheume Complant RS » NS-T1615-Y Yellow(585-595nm) 25.6 35m 44.4 23m 61.0 18m
DlMENSlONS & WATERPROOF > NS-T1615-P Pink 116.7 27m 224.5 17m 302.2 14m
> NS-T1615-RGB RGB 147.8 5m 267.8 5m 323.5 5m
LI . . » NS-T1615-RGBW RGBW 189.5  5m 366.0  5m 496.4  5m
max leng! » mm
—— [16mm | ! . . . . . . . . . . .
ZOmmII]i H J T /U ” J]E:“:'_ o Note: RGB Constant Current version for option, Max length 13meters with one end power, power is 11w/m, lumen (Im/m) is R:41 R:66 G:220 B:35 RGB:320
‘27.5mm . . Min bending diameter Luminous surface A
. ccessory
Side view -
15mm - 16mm Mounting accessories
H ’—Y—*:
ton | — = e
k27_5mm’ -‘.Cumng length

PRODUCT SPECIFICATION POLAR CURVE rhe gata base on 15w s000x)

Voltage DC24V | °

90 Mounting clip(length: 2cm)
CRI/Ra >90 Mounting channel(length: 1m, 2m,3m)
Ambient temperature -25°C~45°C 55.1 End cap

: 110.2

Color Type Cutting length(mm) 7%
Single color 50mm i / 165.2 - /(
Tunable white 50mm 7%

S 220.3
RGB color 62.5mm 7%

= 275.4
RGBW color 62.5mm oo ‘\ S

C0/C180: — €90/C270: — CO: —
Standard end cap Seamless end cap Solderless end cap
WHlTE COLOR PARAM ETERS Wire cable Anti syphon metal ring (Used with seamless end cap for outdoor)
Part Number CCT Low power(5w/m) Medium power(10w/m) High power(15w/m)
(K) (Im/m) (max length) (Im/m) (max length) (Im/m) (max length) / / / / /
> NS-T1615-W21 2000-2200K 240.3 27m 459.9 17m 627.5 14m : y
> NS-T1615-W24 2300-2500K 242.0  2/m 468.1  1/m 659.7  14m 2PIN cable 3PIN cable 4PIN cable 5PIN cable 2PIN cable 3PIN cable 4PIN cable 5PIN cable
> NS-T1615-W27 2600-2800K 285.8 27m 552.7 17m 771.5 14m
Connector
> NS-T1615-W30 2900-3100K 286.3 27m 539.3 17m 766.9 14m
» NS-T1615-W35 3400-3700K 300.7 27m 583.9 17m 815.8 14m
» NS-T1615-W40 3800-4300K 2941 27m 573.4  17m 807.0  14m “ / &
» NS-T1615-W50 4800-5300K 297.8 27m 570.3 17m 793.9 14m
» NS-T1615-W60 5900-6400K 293.9 27m 572.9 17m 782.6 14m 2PIN connector 3PIN connector 4PIN connector 5PIN connector
(Single color) (Tunable White) (RGB color) (RGB+White color)
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TOP / Vertical Bend 12016 NEON

Regular power 12W/m,16W/m and 20W/m for option
Max length 17 meters with one end power

Eight CCT optional from2100K to 6000K -

—
stcé_@*—bé—aé—m&a&a& Qét’ @{-
PR RESS | S S

= -~
Me 22k

50000
Saltwaer resistant] Cuttable

B BR oo

()

2
;@)‘

VERRS

M80
Compliant

hours
Lifetime

DIMENSIONS & WATERPROOF

Side view
5000mm 300mm
‘(/ 18.8mm
== —t — iy
B | i
16mm Fisamm

Bottom view 24mm
— ’ I 16mm

[ = 1 /[ - ] ‘ ‘

!{: = —=3 _:”:: - 2L it L

e
Cutting length 20mm 20mm

PRODUCT SPECIFICATION

Voltage DC24V

CRI/Ra >90
83.4

Ambient temperature -25°C~45°C

166.8

Color Type Cutting length (mm) T /
= 250.2
Single color 50mm ,M
Tunable white 50mm h% 333.6
RGB color 62.5mm = 417.0
0° ‘
RGBW color 62.5mm
C0/C180: — €90/C270: — CO: —
Part Number CCT Low power(12w/m) Medium power(16w/m) High power(20w/m)
(K) (Im/m)  (maxlength) (Im/m)  (maxlength) (Im/m)  (maxlength)
> NS-T2016-W21 2000-2200K 608 17m 792 14m 942 12m
> NS-T2016-W24 2300-2500K 651 17m 837 14m 1010 12m
» NS-T2016-W27 2600-2800K 733 17m 945 14m 1136 12m
» NS-T2016-W30 2900-3100K 724 17m 937 14m 1119 12m
> NS-T2016-W35 3400-3700K 680 17m 886 14m 1058 12m
» NS-T2016-W40 3800-4300K 783 17m 1009 14m 1220 12m
» NS-T2016-W50 4800-5300K 773 17m 997 14m 1207 12m
» NS-T2016-W60 5900-6400K 767 17m 999 14m 1185 12m
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TUNABLE COLOR PARAMETERS

ST ceT Low power(12w/m)
(K) (Im/m)  (maxlength)
> NS-T2016-TW 2500-2900K 384  5m
» NS-T2016-TW 5000-5800K 395  5m
» NS-T2016-TW 3500-4200K 785 5m

RGB & RGBW COLOR PARAMETERS

Part Number C((r?r!n?r Lovglﬂef)mv;’er((nlivl"e/nrgt)h)

> NS-T2016-R Red(620-625nm) 335 25m
> NS-T2016-G Green(515-525nm) 788 17m
» NS-T2016-B Blue(460-465nm) 169 17m
P NS-T2016-Y Yellow(585-595nm) 270 25m
> NS-T2016-P Pink 325 17m
b NS-T2016-RGB RGB 360.2 5m
> NS-T2016-RGBW RGBW 479.6 5m
Accessory

Mounting accessories

Mounting clip(length: 2cm)
Mounting channel(length: 1m, 2m,3m)

Endcap

Endcap without hole Outlet from the end

Standard end cap

Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

= 4

2PIN connector
(Single color)

= 4

3PIN connector
(Tunable White)

4PIN connector
(RGB color)

Medium power(16w/m)

(Im/m)
498
524

1013

(max length)
5m
5m

5m

Medium power(16w/m)

(Im/m)
458
973
214
335
412

449.4
635.1

(max length)
21m
14m
14m
21m
14m
5m

5m

-

5PIN cable

5PIN connector
(RGB+White color)

High power(20w/m)

(Im/m)  (max length)
617 5m
642 5m

1258 5m

High power(20w/m)

(Im/m)  (maxlength)
524 18m
1134  12m
262 12m
344  18m
502 12m
518.4 5m
739.6 5m
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TOP / Vertical Bend 13020 NEON

Regular power 16W/m,20W/m and 24W/m for option - '
Max length 25 meters with one end power

Eight CCT optional from 2100K to 6000K

QQ*‘ QQ*‘ QQ‘"‘ QQ"“ QQ*"QQ"“ QQ"*‘ QQ"‘" Qo*: @"’ /
PR ERPERS | S

B BR oo

aR4
O )7 e
One Bin satwaler resistant] | UV protected| | Cuttable LI:‘;:I’:M Compliant JERRS,

DIMENSIONS & WATERPROOF

Side view
5000mm 300mm
22.8mm
| I -
. ’ i C ——
20mm - -t Min bending diameter
20.5mm -
Bottom view 32.8mm 20mm
_ ) e =8
l [ C — -
\_,4I— — 777“—*—L———J rl— — ] 30mm
Cutti glength 30mm

PRODUCT SPECIFICATION

Voltage DC24V | 900
CRI/Ra >90

97.8
Ambient temperature -25°C~45°C

195.7
Cutting length (mm) T

A
41.66mm h% 391.3
41.66mm = 489.1

Color Type

Single color 50mm

Tunable white

RGB color
00
RGBW color 41.66mm
C0/C180: — €90/C270: — CO: —
Part Number CCT Low power(16w/m) Medium power (20w/m) High power(24w/m)
(K) (Im/m)  (maxlength) (Im/m)  (maxlength) (Im/m)  (maxlength)

> NS-T3020-W21 2000-2200K 836.9 18m 1017 16m 1196 14m
> NS-T3020-W24 2300-2500K 855.5 18m 1040.6 16m 1226 14m
> NS-T3020-W27 2600-2800K 991 18m 1209.6 16m 1426 14m
» NS-T3020-W30 2900-3100K 1001 18m 1222 16m 1439 14m
» NS-T3020-W35 3400-3700K 925.7 18m 1129.4  16m 1333 14m
» NS-T3020-W40 3800-4300K 1050  18m 1280 16m 1511 14m
» NS-T3020-W50 4800-5300K 1067 18m 1298  16m 1534 14m
» NS-T3020-W60 5900-6400K 962.6  18m 1176 16m 1390 14m
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TUNABLE COLOR PARAMETERS

Part Number CCT Low power(16w/m)
(K) (Im/m)  (maxlength)
» NS-T3020-TW 2700-3000K 500.5 5m
> NS-T3020-TW 5600-6300K 528.5 5m
» NS-T3020-TW 3800-4300K 1008 5m

RGB & RGBW COLOR PARAMETERS

GEGILL, o’ O s
> NS-T3020-R Red(620-625nm) 435.4 25m
» NS-T3020-G Green(515-525nm) 1071 18m
> NS-T3020-8B Blue(460-465nm) 221.7 18m
» NS-T3020-Y Amber 352.8 25m
> NS-T3020-P Pink 431.3  18m
> NS-T3020-RGB RGB 461.3 5m
» NS-T3020-RGBW RGBW 591.3 5m

Accessory

Mounting accessories

Mounting clip(length: 2cm)
Mounting channel(length: 1m, 2m,3m)

Endcap

Endcap without hole Outlet from the end

Standard end cap

Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

= 4

2PIN connector
(Single color)

= 4

3PIN connector
(Tunable White)

4PIN connector
(RGB color)

Medium power (20w/m)

(Im/m)
609.7
651.1

1232.8

(max length)
5m
5m

5m

Medium power(20w/m)

(Im/m)
530
1243
268.2
338
518.8
536
719.8

(max length)
22m

16m

_~

5PIN cable

5PIN connector
(RGB+White color)

High power(24w/m)

(Im/m)
722.2
769.5

1457

(max length)
5m
5m

5m

High power(24w/m)

(Im/m)
617.5
1445
314.3
367.8
613.2
614
840.7

(max length)
19m
14m
14m
19m
14m
5m

5m
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360° TOP / Vertical Bend

Re gular power 5W/m and 10W/m for option
Max length 25 meters with one end power
Eight CCT optional from 2100K to 6000K

O EOROROROEOROREN 6“6”‘
S POLSSFS LS | [O7®
TR RPRSS | |

BaRo

DIMENSIONS &

Topview [ s00mm

Side view

300mm

| 12.5mm 7.0mm

L [— s S

50mm
(RGB:62.5mm)

PRODUCT

Voltage DC24V
CRI/Ra >90
Ambienttemperature -25°C~45°C

Color Type Cutting length (mm)
Single color 50mm
Tunable white 50mm
RGB color 62.5mm
WHITE COLOR

Part Number CCT

(K)

> NS-D16-W21 2000-2200K
> NS-D16-W24 2300-2500K
» NS-D16-W27 2600-2800K
> NS-D16-W30 2900-3100K
> NS-D16-W35 3400-3700K
> NS-D16-W40 3800-4300K
> NS-D16-W50 4800-5300K
> NS-D16-W60 5900-6300K
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/ CRI
>90
One Bin

B

Sowvent resistant

&)

UV protected

7

Cuttable

%
&

Saltwater resistant;

hours

Lifetime | | Complant

Low power(5w/m)

(Im/m)
284
306
340
338
324
365
374
378

C0/C180: — €90/C270: — CO: —

(max length) (Im/m)
19m 558
19m 591
19m 663
19m 653
19m 626
19m 707
19m 734
19m 735

103.8

155.6

207.5

259.3

High power(10w/m)

(maxlength)

13m

13m

TUNABLE COLOR

Part Number CCT
(K)
> NS-D16-TW 2600-2900K
> NS-D16-TW 5800-6300K
> NS-D16-TW 3800-4200K

RGB COLOR

Part Number Color

(nm)

» NS-D16-R Red(620-625nm)
» NS-D16-G Green(515-525nm)
» NS-D16-B Blue(460-465nm)
» NS-D16-Y Yellow(585-595nm)
» NS-D16-P Pink

» NS-D16-RGB RGB
Accessory

Mounting accessories

Mounting clip
(Size: 15.3*16.6*20mm/1000mm)

Endcap

Endcap without hole Outlet from the end

Standard end cap

Wire cable
2PIN cable 3PIN cable
Connector

=l

2PIN connector
(Single color)

=4

3PIN connector
(Tunable White)

Low power(5w/m)

(Im/m)  (maxlength)
172 5m
179 5m
352 5m
Low power(5w/m)
(Im/m)  (maxlength)
139 25m
408 19m
85 19m
112 25m
156 19m
199 5m

—

4PIN cable

4PIN connector
(RGB color)

High power(10w/m)

(Im/m)
366
377
726

(maxlength)
5m
5m

5m

High power(10w/m)

(Im/m)
305
778
155
235
328
344

(maxlength)
17m
13m
13m
17m
13m

5m

Neon Flex
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DMX512 NEON

Description

DMX RGB LED NEON lights let you create millions of colors by just mixing red,

green, and blue colors. With the ability to control each individual pixel and

eachindividual channel, the color mix and color effects possibilities are endless.

® Compatible with DMX512(1990) protocol.

® Adopting RS485 signal trunk and signal differential transmission mode to
ensure stronger ablility of anti-interference and longertransmission distance

® Auto matically addressing with editor

(©
[Sjfey

Solvent resistant | | Salwaterresistan|

&)

UV protected

e’““”ﬁ
VIOU
Cuttable Lifetime Compliant One Bin JEARS

DIMENSIONS &

18.6+0.5mm
[

|

17.6+£0.5mm e 15mm
Yy )
E-‘_ Connector Front Dimensions 16mm

Side view
" 5m 300mm
+
17.6£0.5mm . [15mm »
| il
[ 7
8+0.5mm 13.0mm
Bottom view
18.6+£0.5mm 16mm ,
. D
[ A f———— f

8+£0.5mm 13.0mm Cuttinglength: 166.7mm

PRODUCT

Voltage DC24V

Power 9(max)

Lumen R:53 G: 146 B:28 RGB:218
Control Mode DMX512

Gray Scale 65536

Pixel(pix/m) 6

Cutting length 166.7

IP Grade IP67

Ambienttemperature -25°C~45°C

Cable outlet

Use three kinds of entry cable,to meet the different installing request

Front Cable Entry Side Cable Entry
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Luminous surface

Min bending diameter Luminous surface

Bend vertical only AN

Botom Cable Entry

-

Accessory

Mounting accessories

Stainless Steel Mounting clips

O

—166— —20—|

FV'ZL j

Connector

1 Bag= 1x 30cm cable with 5 PIN
Male connector + 1x 30cm
cable with 5 PIN Female connector

Controller

[/

DMX512 controller

Aluminium Mounting clips

— 176—]
O

—17a— —20—|

——-ﬁ.—__
T-type connector
20cm cable

DMX512 address editor

Aluminium Profile

)

Suspension Installation

1000

)
=
L—w.a—j ’
o e

Signal switching cable
20cm cable

v/

5 cores silicone cable

Neon Flex
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360° Silicone NEON 25 NeoN TUNABLE COLOR PARAMETERS
Part Number ceT Low power(5w/m) High power(10w/m)

(K) (Im/m) (max length) (Im/m) (max length)
)

360° uniform round—glowing design > NS-D25-TW 2700 (ww) 124 5m 258 5m
b NS-D25-TW 5000 (w) 127 5m 262 5m

Eight CCT optional from 2400K to 6000K

Max length 5 meters with one end power

> NS-D25-TW 3500(WW+W) 250 5m 517 5m

‘ PRO D U CT P HOTO M ETR | CS(The data base on IP20 RGB)

Color Power Lumen Efficacy Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (K)
» Red 3.029 63.29 20.90 620.6~628.7 1001 32.7
R » Green 3.840 245.40 63.92 523.9~531.2 7497 0.0
S
f/ CRI® a 50000 M80 @‘
>90 = =" hours » Blue 3.523 41.10 11.67 465.0~469.3 100000 3.4
One BIn > Soverastant | |Sawareressian| | UV protected| |Uncuttabls| | Lifetime Compliant FERRS,
» RGB 10.40 347.40 33.42 464.0~487.8 12334 74.2

DIMENSIONS & WATERPROOF

Regular product size

Product accessories information

2mm 5000mm 2mm
0 -
‘ ‘ LR $25mm < //" i
‘ el S00mm__| //,,,;\K/ Cable outlet way:Top straight out / /
\ [
Hanging product size ( | ) ‘
\ /
. \ / . $>200mm - R
B ey | || Q
/ i
° o | Product diameter X l \ / ) O c
) S Min bending diameter =N & (o)
(U / < S O
" t8mn] L_tgml | 11.3mm Cable outlet way:Top straight out ~ O 2
- —)

PRODUCT SPECIFICATION POLAR CURVE (he data base on 10w 6000k) L somm i L oomm |

PC transparent clip  L20*W30%H25.5mm

Voltage DC24V SV ; —t+ 1+ 1g90°
CRI/Ra >90 / 413
: Hanging accessories Hanging plug Hanging endcap
Ambienttemperature -25°C~45°C T
[ \ 82.5
. L j
Color Type Unit length (m) r 123.7
Single color 50mm \M 165.0
Tunable white 50mm ”y
206.2
o
RGB color 50mm 0
Note: Only support factory-customized length, not on—site cutting! €0/C180: — €90/C270: — CO: — s
18mm -omm
r 1 |
o
PartNumber cerT Low power(5w/m) High power(10w/m)
(K) (Im/m) (max length) (Im/m) (max length) ‘ _
> NS-025-W24 2300-2500K 272 5m 525 5m 29.3mm
> NS-025-W27 2600-2800K 276 5m 517 5m
> NS-®»25-W30 2900-3100K 284 5m 529 5m
» NS-025-W35 3300-3700K 306 5m 600 5m
> NS-025-W40 3700-4300K 298 5 556 5
» NS-025-W50 4700-5300K 309 5m 604 5m
» NS-025-W60 5700-6300K 302 5 586 S
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360° Silicone NEON 30 NEON TUNABLE COLOR PARAMETERS

Part Number CCT LOYV PE?WGF(V?W/”?) , H'gh‘ poner(jOW/‘rp) .
Regular power 5W/m and 10W/m for option (K) (Im/m) (max length) (Im/m)  (maxlength)
360° uniform round-glowing deslgn " > NS-®30-TW 2700 (ww) 136 5m 248 5m
> NS-030-TW 5000 (w) 138 5m 252  5m
Eight CCT optional from 2400K to 6000K

> NS-030-TW 3500(WW+W) 259 5m 502 5m

Max length 5 meters with one end power

PRO D U CT P HOTO M ETR | CS(The data base on IP20 RGB)

Color Power Lumen Efficacy Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (K)
» Red 3.045 59.20 19.44 621.2~629.4 1001 36.3
_ » Green 3.868 232.5 60.11 523.6~531.4 7476 0.0
25 S0
; 530 a Q & s0000 | (UL (@R
>90 . ‘ .e % O = >  Blue 3.449 35.08 10.17 465.4~469.5 100000 0.8
Q SM Sz!am UV protected| |Uncuttable] |_Lifetime | | Complient o
» RGB 10.36 315.5 30.44 465.7~489.0 11515 74.8

DIMENSIONS & WATERPROOF

Regular product size

Product accessories information

2mm 5000mm 2mm

T T -
‘ LN 30mm ) \
\ j_ 300mm | - Y :
J/ \“ Cable outlet way:Top straight out / \ \
Hanging product size | | /3 |
\ / ) ¢>240mm . I
. . r / N N x
. -y || ‘ @
‘(¢ x § Product diameter < 7 \ | ,‘ o
: | § oduct diamete V4 " l \ / o O
o o 17‘ ) Min bending diameter \ \ & g
i ‘ 7' __300mm | ] g i
‘_ g | temml_ | 20mm Cable outlet way:Top straight out ;\_. ~ ‘\\ 2
g N—

N
PRODUCT SPECIFICATION POLAR CURVE‘TM data base on 10W 6000K) | Somm | o 20mm |

PC transparent clip  L20*W35+*H29mm

CRI/Ra >90

38.4 Hanging accessories Hanging plug Hanging endcap
Ambienttemperature -25°C~45°C T

— - 76.7

Color Type Unit length (m) ’ 115.1

Single color 50mm — 153.4 . 7
. _ L=
Tunable white 50mm T — E.

Voltage DC24V SV Py /\ } /\900

= 191.8
RGB color 50mm 0
Note: Only support factory—customized length, not on—site cutting! €0/C180: — €90/€270: — CO: — - f6mm _ ] T | 32.6mm |
WHITE COLOR PARAMETERS \
o o
Part Number CcCT Low power(5w/m) High power(10w/m)
(K) (m/m)  (max length) (Im/m)  (max length) . ‘
b NS-030-W24 2300-2500K 263 S 491 5m o
> NS-030-W27 2600-2800K 270 5m 486 5m
> NS-®30-W30 2900-3100K 276 5m 460 5m
> NS-®30-W35 3300-3700K 303 5m 567 5m
> NS-®30-W40 3700-4300K 291 5m 528 5m
> NS-030-W50 4700-5300K 302 5m 564 5m
> NS-®30-W60 5700-6300K 293 5m 545 5m
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3D NEON 1615 LED NEON Cable outlet

Regular power 5W/m and10W/m for option |
Max length 5 meters with one end power " 2

Eight CCT optional from 2100K to 6150K
Top bending and side bending in one NEON

OEOEOEOEOENENEY
OEOINENE RIS G Y
L‘:\"'b‘“:\'?‘g"‘g“’gé\ HD.E /

(without cable) (cable from end)

cable from left) (cable from right)

o]
—
ya = Accessory
SRl
@ Soam Saam WV protected| | Cuttable Llf}::l':ne ompl AR . )
Mountlng accessories
Dl M EN S I O N S & WAT ER P RO O F Stainless Steel Mounting clips Aluminium Mounting clips Aluminium Profile Suspension Installation
i 5000mm 300mm i
18mmﬁ:| I Il L e — /
+ /I S 15mm
iy tomm Pt < ?/ /
5mm .5mm 7. 5mm /
L t6mm o Top bend Min bending diameter ‘/
19mm i Light surface ‘} \“‘«/ i //
IQ [16mm // Side bend —
12.5mm
Top and side bending in one NEON
r B ]
S O & e
The data base on 15W 4000K = - =
PRODUCT SPECIFICATION POLAR CURVE ) 3 : O )
: |—166—] | 20 | —l | - 1000
Voltage DC24V 90 —ra— —2— B
CRI/Ra >90 516 Wire cable
Ambient temperature -25°C~45°C
103.2
Color Type Cutting length(mm) \W 154.7 /
Single color 50mm 7%
= 206.3
,,y 2PIN cable
S 257.9
0" co/cis0: — co0/cam0:— co—
Part Number CCT Low power(5w/m) High power(10w/m)
(K) (Im/m)  (max length) (Im/m) (max length)
> NS-3D1615-W21 2000-2200K 316 5m 626 5m
> NS-3D1615-W24 2300-2500K 330 5m 627 5m
> NS-3D1615-W27 2600-2800K 357 5m 675 5m
» NS-3D1615-W30 2900-3100K 372  5m 701 5m
» NS-3D1615-W35 3400-3700K 384 5m 726 5m
» NS-3D1615-W40 3800-4300K 385 OHm 728 5m
» NS-3D1615-W50 4800-5300K 391 5m 745 5m
» NS-3D1615-W60 5900-6400K 387 bom 733 5m
» NS-3D1615-R Red(620-625nm) 151 5m 307 b5m
» NS-3D1615-G Green(515-525nm) 320 5m 533 5m
» NS-3D01615-8B Blue(460-465nm) 77  5m 144 5m
» NS-3D1615-Y Yellow(585-595nm) 128  5m 260 5m
» NS-3D1615-P Pink 255  5m 481 5m
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PU NEON 1220 LED NEON USED UNDER WATER

B S S ST SS| BE
NS 0 O O ©O A
RO 5 W 9”7 © B ©
; 400 HFEeQe Lo ud
>80 = = 5?290 @
One Bin > Sotvenlresistant | | Satwaler resistan] mpli

FEARS,

Lifetime

¥ 3m
Under water

UV protected

DIMENSIONS & WATERPROOF

Side view

Length(L)

i
0 /]
%D:I}j 20mm

300mm

Topview

[12mm

— | I = I ——

Seamless connection

Light emitting surface

20mm J

— Min bending diameter

12mm

Note:For all the underwater projects, please keep the connectors out of the water!

PRODUCT SPECIFICATION Note:

Customized length (not cutable):

! I
! 1
! 1
! I
Voltage DC24V  Singlecolor: L, =152.111mm; L ,=5027+19mm; in 41.7mm increments !
! I
CRI/Ra >80  Tunablecolor: L, =177+11mm: L =5027£19mm: in 50mm increments !
! I
P : = .29+ ; = + B . i
Ambient temperature —25°C~60°C : RGB/RGBW: L, =241.29+11mm; L ,=5027+19mm;in 71.43mm increments :

WHITE COLOR PARAMETERS

Part Number CCT Low power(5w/m) Medium power (10w/m) High power(15w/m)
(K) (Im/m)  (max serial run) (Im/m)  (max serial run) (Im/m)  (max serial run)
> NP-S1220-W27 2700K£10% 314  21m 610 13m 906 10m
» NP-S1220-W30 3000K£10% 324 21m 630 13m 936 10m
> NP-S1220-W32 3200K£10% 324 21m 630 13m 936 10m
» NP-S1220-W35 3500K£10% 324 21m 630 13m 936 10m
> NP-S1220-W40 4000K+10% 330 21m 640 13m 950 10m
» NP-S1220-W50 5000K+10% 330  21m 640  13m 950  10m
» NP-S1220-W65 6500K+10% 330 21m 640 13m 950 10m
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TUNABLE COLOR PARAMETERS

Low power(5w/m)

Part Number C(%T (mim) - (max serial run)
» NP-S1220-TW 2700K£10% 173 8m
» NP-S1220-TW 6500K+10% 169  8m
» NP-S1220-TW (2700K+6500K)+10% 337  8m

RGB & RGBW COLOR PARAMETERS

Part Number i Lowpower(owim
> NP-S1220-R Red(620-625nm) 94 21m
> NP-S1220-G Green(515-525nm) 181 21m
» NP-S1220-B Blue(460-465nm) 43  21m
> NP-S1220-A Yellow(585-595nm) 94  21m
> NP-S1220-P Pink 131 21m
> NP-S1220-RGB RGB 121 8m
> NP-S1220-RGBW RGBW 264 8m
Accessory

Mounting accessories

Stainless mounting clip Aluminum channel

16x13.8x12.8mm 1000x14.4x21.4mm 500x26.4x18mm
(LxWxH) (LxWxH) (LxWx H)
Wire cable
2PIN cable 3PIN cable 4PIN cable
Connector

=l

2PIN connector
(Single color)

|

3PIN connector
(Tunable White)

4PIN connector
(RGB color)

Bending stainless mounting clip

Medium power (10w/m)
(Im/m)  (max serial run)

334  5m
338 5m
654 5m

Medium power (10w/m)
(Im/m)  (max serial run)

182  13m
352 13m
84 13m
183  13m
254  13m
235 5m
512 5m

5PIN cable

A

5PIN connector
(RGB+White color)

High power(15w/m)

(Im/m)
486
492
952

(max serial run)

3m

High power(15w/m)

(Im/m)
265
476
114
267
370
342
746

(max serial run)
10m
10m
10m
10m
10m
3m

3m
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PU NEON 1615 LED NEON USED UNDER WATER

Regular power 5W/m,10W/m and 15W/m for option
Max serial connection length 24 meters with one end power
Seven CCT optional from 2700K to 6500K, CRI>80 /

B S S ST SS| BE
NS VA& o E
RS S W O © W ©

G A G AN | [ 54,0
onl 50000 (3Y)
= = A2 h
One Bin O] o] |smin ] W proested) |Undarwaiel] | Lifetime mpli LEReS,

DIMENSIONS & WATERPROOF

Side view

Length(L)

= = — I

5mm

300mm

Topview

[16mm

I e S

Seamless connection

Luminous surface

15mm

Note:For all the underwater projects, please keep the connectors out of the water!

PRODUCT SPECIFICATION Note:

Customized length (not cutable):

1 1
1 1
1 1
1 1
Voltage DC24V \ Singlecolor: L, =152.111mm; L ,=5027+19mm; in 41.7mm increments !
1 1
CRI/Ra >80 : Tunablecolor:L,,=177+11mm: L ,,=5027+19mm: in 50mm increments :
1 1
a : = .29+ H = + i . i
Ambient temperature —25°C~60°C : RGB/RGBW: L, =241.29+11mm; L ,=5027+19mm;in 71.43mm increments :

WHITE COLOR PARAMETERS

Part Number CCT Low power(5w/m) Medium power (10w/m) High power(15w/m)
(K) (Im/m)  (max serial run) (Im/m)  (max serial run) (Im/m)  (max serial run)
> NP-T1615-W27 2700K£10% 498 24m 776  15m 1030 11m
» NP-T1615-W30 3000K£10% 516 24m 785 15m 1146 11m
> NP-T1615-W32 3200K£10% 496 24m 851 15m 1120 11m
» NP-T1615-W35 3500K£10% 540 24m 889 15m 1188 11m
> NP-T1615-W40 4000K+10% 564 24m 898 15m 1236  11m
» NP-T1615-W50 5000K+10% 537  24m 887  15m 1204 11m
» NP-T1615-W65 6500K+10% 513 24m 870 15m 1139 11m

TUNABLE COLOR PARAMETERS

Part Number

> NP-T1615-TW
> NP-T1615-TW
> NP-T1615-TW

CCT
(K)

2700K£10%
6500K£10%

(2700K+6500K)+10%

Low power(5w/m)

(Im/m)  (max serial run)

276 22m
278 22m
544 22m

RGB & RGBW COLOR PARAMETERS

Part Number

» NP-T1615-R
> NP-T1615-G
» NP-T1615-8B
> NP-T1615-A
> NP-T1615-P

> NP-T1615-RGB

> NP-T1615-RGBW

Accessory

Mounting accessories

Stainless mounting clip
16x18x10.1mm
(LxWxH)

Wire cable

-

2PIN cable

Connector

57

2PIN connector
(Single color)

Color
(nm)

Red(620-625nm)
Green(515-525nm)
Blue(460-465nm)
Yellow(585-595nm)
Pink
RGB

RGBW

Aluminum channel
1000x19.2x17.8mm
(LxWxH)

3PIN cable

AP

3PIN connector
(Tunable White)

Low power(5w/m)

(Im/m)  (max serial run)
159  24m
382  24m
94  24m
163  24m
263  24m
262  8m
436  8m

——

4PIN cable

4PIN connector
(RGB color)

Medium power (10w/m)

(Im/m)  (max serial run)

432 15m
435 156m
850 15m

Medium power(10w/m)
(Im/m)  (maxserialrun)

253 15m
507  15m
133 15m
239  15m
412 15m
411 5m
673 5m

5PIN cable

A

5PIN connector
(RGB+White color)

High power(15w/m)

(Im/m)  (maxserial run)

583 11m
588 11m
1136 11m

High power(15w/m)

(Im/m)  (max serialrun)

340 11m
615 11m
152 11m
355  11m
557 11m
555  3m
860 3m
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Flex led wall washer

Flex LED wall washer, adopting TPU material, it’s resistant to yellowing, high temoerature, corrosion, weak
acid and alkali, and has great felsibility. PU glue is used for filling and sealing, so that it has strong adhesion,
goo durability and high reliabilility. It can replace the traditional hard wall washer light or LED strip. It’s small
in size, light in weight, flexible and easy to install. Various beam angles ( 30°, 45°, 60°, 20x45°) are available
for different applications. With low voltage DC24YV, higher safety factor.
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WALL WASHER

» U-shapes TPU + PU coating materials, it resistant to yellowing,

high temperature, corrosion, weak acid and alkali.

» Replaced traditional hard wall washer light, smaller sizes, lighter
weights, flexible and easy to install.

» Self-encapsulated design offers optional 2700-6000K.

» Various beam angles (30°, 45°, 60°, 20%45° are available for

different applications.

£

% >90
o

@

5m/Reel

sl—
A QGL‘ QQ{‘ (,)QQ+

R I

:

;

Dimmable

7

Cuttable

R4 4
.i‘@“

FEAR

Compliant

Lifetime

DIMENSIONS &

| \ ) \ \
= 1) ZE — — [D]:[ [E I

5 @)

AR CRC)

0000 0@
©@@©@© MC)

PRODUCT

Dimension 5000mmx18.5mmx9.5mm Power(W)

Chip density 48LED,20.8mm LED pitch Voltage(V)

Step LEDs 6LED Current(A/m)

Step length 125mm Ambient temperature

Light Distribution

o 30, vzo ) ‘. 150
a oSO ol STTAD,
RIS RIS
: SEES su =l WEss-an 2R
= S = I~ h
AR NG
RS NSRS
% Zofero a0 LIS —sorm.nr. SO
’ Beam angle:30.0° ‘ Beam angle:48.6° : Beam ang\e:é7,8“
Beam a:g\e 30° Beam a:g\e,45” Beam a:lgle:GO“
PRODUCT
CCT Lumen Efficacy CRI R9 Rf
) 2700100 1851 100.83 92.33 62.26 90.55
» 3000£100 1915 106.38 93.25 64.51 92.36
» 4000£200 2167 120.38 92.93 65.28 94.55
» ARNN+2NN 1949 10R 27 94 R? AR AR 9R 98K

18Watt/meter

DC24V
0.75A

-20°C~+50°C

%0 —C0/180, 23.0°
0 —90/270, 41.0°
Beam angle:32.0°

Beam angle:20°*45°

Rg EEI Class
99.88 A
100.39 A
101.19 A
101 28 A
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RGB & RGBW WALL WASHER 42LEDs DMX512 WALL WASHER 36LEDs

» Adopting TPU material, it's resistant to yellowing, high temperature,
corrosion, weak acid and alkali,and has great flexibility.

» PU glue is used for filling and sealing, so that it has strong adhesion,

» Replaced traditional hard wall washer light, smaller sizes, lighter good durability and high reliability.

» U-shapes TPU + PU coating materials, it resistant to yellowing,

high temperature, corrosion, weak acid and alkali.

weights, flexible and easy to install. ) It canreplace the traditional hard wall washer light or LED strip. It’s
small in size, light in weight, flexible and easy to install.

» Various beam angles (15°, 30°, 45°, 15x60°) are available for different

- applications.

» With low voltage DC24V, higher safety factor

» Various beam angles (15°, 30°,45°, 20%x60° are available for

different applications.

1=l ® &0 5" 5
Ons Bin " . %
Aleme-E] L e S
Dimmable Cuttable 5m/Reel Lifetime Compliant PERRS, A e g oy 000 - 5)
DIMENSIONS & WATERPROOF DIMENSIONS
ax. 5000mm 200mm i 48mm i i 46.5mm i 200mm e 5000mm oo i . i
(A frm———0000C I

Zmm

23.8mm

W == ——1 I ———— >—[|]]D:HDI_H]
f ) =
J9.5mm

W pg@@@@@gw@gggmgmm )—m

Jo.5mm

PRODUCT SPECIFICATION PRODUCT SPECIFICATION

Dimension 5000mmx18.5mmx9.5mm Power(w) 8.5Watt/meter Dimension 5000mmx18.5mmx9.5mm Power(W) 8.5Watt/meter
Chip density 42LED,23.8mm LED pitch Voltage(V) DC24V Beam angle 15°/30° / 457/ 15%60° Voltage(V) DC24V
Step LEDs 6LED Current(A/m) 0.35A Pixel(pix/m) 6 Current(A/m) 0.35A
Step length 166.6mm Ambient temperature —20°C~+50°C Gray Scale 256 Cutting Length 166.6
Control Mode DMX512 Ambient temperature -20°C~+50°C

PRODU CT PH OTOM ETR I CS(\ he data base on IP20 RGB)
Color Power Lumen Efficacy Wavelength cer CRI PRODUCT PHOTOMETRICS(W» data base on IP20 RGB)

(w/m) (Im/m) (Im/w) (nm) (K)
»  Red 53 79 31.30 620~630 _ _ Color Rowgr LL‘Jmen Ef’T|caycy Wavelength C’}C/)T CRI
(w/m) (m/m) (m/w) {nm) (K)
» Green 2.1 156 74.29 520~530 - - , Red 4 612 153 620~630 _ _
» Blue 18 84 18.89 460~470 - - ) Green 4 137.2 34.3 520~530 - -
» RGB 6.2 264 42.58 - 42400 48.18 N Blue 4 35 2 88 160~470 B a
» RGB 8.5 230.4 27.1 - 43502 49.22
P RO D U CT P H OTO M ETR I CS( The data base on IP20 RGBW)
Color Power Lumen Efficacy Wavelength CCT CRI
(w/m) (Im/m) (Im/w) (nm) (K) Accessory
» Red 2.2 77.0 35.0 620~630 = =
» Green 2.1 212.1 101.0 518~530 - - \
9 |
» Blue 2 45.0 22.5 464~474 = = , N 1= -
5 f -
» RGB 6.2 264 42.58 - 42400 48.18 > gt -
> W 1.8 211 117.2 -
3M Tape Silicone Mounting Clips Stainless steel Mounting Clips Aluminum Mounting Profile
» RGBW 8 540.0 67.5 -

176 | www.atendi.dk www.atendi.dk | 177




FUNCTION INTRODUCTION

2xRJ45 terminal:
3/5 Pin male & female XLR terminal: DMX512 signal input & output
DMX512 signal input & output

DMX infout
12€v59.8

CH 5:W/WW output(-)
CH 4:W/CW output(-)
CH 3:B/WW output(-)
CH 2:G/CW output(-)
CH 1:R/WW output(-)
Common Anode Output(+)

DC power input

2 groups Plugin type terminal:

DMX512 signal input & output Digital display

Master & decoder mode, RDM function

DMX512 RDM decoder, RDM function can realize intercommunication between DMX master
and decoder. for example, you can set DMX decoder’s address by DMX master console.
Metal housing, digital display to show data directly, easily to set and show DMX address.
With multiple kinds of DMX in/out ports: RJ 45, XLR , normal screws.

Total 5 PWM output channels, common anode. DMX channel quantity from 1CH~5CH settable
PWM output resolution ratio 8bit , 16bit settable.

Output PWM frequency from 500HZ ~ 30K HZ settable.

Output dimming curve gamma value from 0.1 ~ 9.9 settable.

Decoding modes optional, enable to adjust brightness of each channel, master brightness of
all channels and strobe e—ffects.

Decoding mode settable.

Galvanic isolation

[ ]
DMX Driver
Input Output Output Output Dimension

Voltage channels Current Power e (mm)

DMX Driver

Protech LED drivers are all DMX/RDM controllable. They come with both 5-pin XLR,
RJ45 and screw-terminals to fit all types of installations. All models are dimming flicker
free and linear from 0-100%, and are also suitable for filming without interference.
Other models and solutions are also available, please contact us at contact@atendi.dk

for a guidance.

12-24V 5 8 Amp/ch 96-192W/CH  Constant voltage 73x164x38
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DMX DRIVER AD-12-5 DMX DRIVER AD-24-4

FUNCTION INTRODUCTION FUNCTION INTRODUCTION

XLR3/XLRS5 terminal:

3/5 Pin male & female XLR terminal: DMX512 sianal input & output
: : signal input & outpu

12-24V DC power input DMX512 signal input & output ' 9 p P
12-24V DC power input

2xRJ45 terminal:
DMX512 signal input & output

(T —— O J L
- 5o o o e = :
pean DC INPUT 10 09 pinsioe % [:Egg I U - ou signa Ve oreveors ) U
ovx g owxsgnat = 2xRJ45 terminal: DCINPUT
DMX512 signal 1
DMX512 & RDM Decoder — E::E; || input&output =
'-l l-' '-| |-l £ =5 DMX512 & RDM Decoder RDM I winiuln
NN O ) i sec. CJoo | N
PINT.GND PRI: Uout=24x(12-24)VDC gfxx seeTaTonz
o0 0 nse oA Pouczasia o PP oo, 2080
Back Enter  Up  Down TEMP RANGE:-208 -+508  + tc=75C gﬁii CAACURE a2 o
il C€ RoHs & =2
| (|| CEEEE CEEEE [HEEE [EEEE CHEER [EEEE | ()
oY @ T @ @ v o) —
[ [ [ Group 1: Group 2: Group 3: Group 4: Group 5: Group 6:
Group 1: Group 2: Group 3: 4 channels 4 channels 4 channels 4 channels 4 channels 4 channels
4 channels output 4 channels output 4 channels output
*  Master & decoder mode, RDM function *  Master & decoder mode, RDM function
« DMX512 RDM decoder, RDM function can realize intercommunication between DMX master - DMX512 RDM decoder, RDM function can realize intercommunication between DMX master
and decoder. for example, you can set DMX decoder’s address by DMX master console. and decoder. for example, you can set DMX decoder’s address by DMX master console.
» Metal housing, digital display to show data directly, easily to set and show DMX address. + Metal housing, digital display to show data directly, easily to set and show DMX address.
+  With multiple kinds of DMX in/out ports: RJ 45, XLR , normal screws. «  With multiple kinds of DMX in/out ports: RJ 45, XLR , normal screws.
+ Total 12 PWM output channels, common anode. DMX channel quantity from 1CH~12CH settable « Total 24 PWM output channels, common anode. DMX channel quantity from 1CH~24CH settable
«  PWM output resolution ratio 8bit , 16bit settable. + PWM output resolution ratio 8bit , 16bit settable.
* Output PWM frequency from 500HZ ~ 30K HZ settable. +  Output PWM frequency from 500HZ ~ 30K HZ settable. §
+  Output dimming curve gamma value from 0.1 ~ 9.9 settable. +  Output dimming curve gamma value from 0.1 ~ 9.9 settable. E
+ Decoding modes optional, enable to adjust brightness of each channel, master brightness of + Decoding modes optional, enable to adjust brightness of each channel, master brightness of ;
all channels and strobe effects. all channels and strobe e—ffects. E
» Decoding mode settable. + Decoding mode settable.
+ Galvanic isolation + Galvanic isolation
PRODUCT DATA PRODUCT DATA
Input Output Output Output Tvoe Dimension Input Output Output Output Tvoe Dimension
Voltage channels Current Power yp (mm) Voltage channels Current Power yp (mm)
12-24VDC 12 5 Amp/ch 60-120W/CH  Constant voltage 166x100x38 mm 12-24V 24 4 Amp/ch 48-96W/CH Constant voltage = 265x83x42mm
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Ostre Gasvaerk
Design: Brian Njie
Photo: Frederik D. Hougs

THEATERPIXELS

FUNCTION INTRODUCTION

Theaterpixels makes out-of-the-box systems for LED-control
usable everywhere in the entertainment industry.

SX}K\SX\KX\ZS}“SAYSS AT

XX

The PiXL series contains easy-to-use LED controllers and converters, that
works for both small and starter designs, to bigger theatrical and artwork installations.

We are capable of making custom solutions, even at a low cost, while still providing you with a lot

of functionality and good support.

TIXL

PiXL is a pixel controller with 8
outputs and a capacity of 2.720
RGB pixels — that’s 340 RGB pixels
per output @ 50 frames/second.
That’s 8 outputs each of over 5%
meters RGB LED pixel strips (60
pixels per meter).

SUPPORTED LED PROTOCOLS:

TIXLINE

PiXL PRO is an upgraded pixel
controller with 8 outputs and a
capacity of astonishing 4.800 RBG

TIXLINK

PiXLINE drives LED pixel strips
and converts all data from the PiXL

controller.

pixels — thats 600 RGB pixels per  pix|INE is ready for use for both 5v

output @ 50 frames/second.
That’s 8 outputs each of 10 meters

and 12/24yv installations and sup-
ports most LED strips.

RGB LED pixel strips (60 pixels per

meter).

RGB / OUTPUT

RGB
PiXL
PiXLPRO

340
600

RGBW

PiXL 255

PiXLPRO 450
WW/CW

PiXL

PiXLPRO
ENKELT FARVE

17 m
30m

PiXL 34 m

PiXLPRO 60m

RGBW / OUTPUT

30 PIXELS / m

30 PIXELS / m

SUPPORTED CONTROL PROTOCOL:

ART-NET

RGB | ALT
2.720
4.800

RGBW | ALT
2.040
3.600

60 PIXELS / m
8.5m
15M

60 PIXELS / m

17m

30m

30 PIXELS / m 60 PIXELS / m 120 PIXELS / m

11,3 m 56m 2,8m
10m 5m
60 PIXELS / m 120 PIXELS /m

2,1m

20m
30 PIXELS / m

8,5m 4,2m

15 m 7,5m 3,7m

120 PIXELS / m
42 m
7,5m

120 PIXELS / m
8,5m

15m

Theaterpixels
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